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ABSTRACT (VOLUME II) 

(C) Three hoe-firing aerodynaadc spike nozzle programs are described. 

One program had as its objective to obtain a large background 
of par'imetrie hot-firing aerospi.ee perforaance data. Performance 
data were obtained over a range of pressure ratio from approximately 
350 down to 22. Thirty 6-second each duration firings, 10 et. 
near sea level conditions and 20 over a range of high pressure 
ratio, were conducted. Secondary flowrate was varied from 
zero to 5 percent of primary flowrate and supplied by a gas 
generator utilizing H 2 °4 / UIKE-N^(5C-50) propellants. 

G.G. mixture ratio was varied from approximately 0,10 to 
0.16 at 3 percent secondary flowrate to determine the effect 
of secondary gas energy level. The 12 percent length 
aeronpike thrust chamber had ar. area ratio of 26 and genetated 
approximately 7400 pounds of thrust at design altitude and 
3Cb psia chamber pressure. Gains in nozzle efficiency 
were noted with the use of up t.o 3 percent secondary flow- 
rate. A high degree of altitude compensation wan noted with 
this engine down to a pressure ratio eq’tal to approximately 
12 percent of design pressure ratio (approximately 300), 

A complete tabulation of performance is given. For the eecond 
program, the nozzle section of the above engine was lengthened 
to 25 percent (of an equivalent 15 degree conical nozzle) and 
modified to incorporate liquid (N-O.) side injection TVC 
capability. Thirty-three firings or 6 seconds each duration 
were conducted et altitude to determine liquid injection 
TVC performance trends with variations in injection parameters. 
Results are compared with theory and applied to typical applications. 
LIT7C performance with was generally low and other injection 
fluids and techniques are recommended. A third hot-firing test 
program was conducted to determine the influence of external 
flow on in-flight nozzle performance. An aerospike thrust chamber 
using HgOg propellants was enclosed by a simulated vehicle body* 

The engine generated 400 pounds of thrust at a chamber pressure 
of 200 psia. The 20 percent length aerospike nozzle had an area 
ratio of 25 und was tested over a range of pressure ratio from 
30 to 470 ui at slipstream Mach numbers of 0, 0.55 , 0.90, 1.20, 

1.40, 1,80 and 2.2. Fifty-seven firings of 1 minute each duration 
were accomplished. Still, air nozzle efficiency was very high 
and significant performance improvement was obtained with the 
addition of secondary flow. Nozzle performance was relatively 
unaffected by slipstream in the nozzle operating region of 
practical interest for booster engine application. 
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abstract (voluhe z) 


Investigations of the aerodynamic spike nozzle concept 
are discussed in t.:is report. These investigations 
include experimental cold-flow testing of high-area 
ratio aerospikes, aerospike nozzles with various 
combustor configurations and various size segments 
of aerospike nozzles end parametric analytical 
ap-lic' tier, studies for the nozzle concept. One cold-flow 
test series investigated the performance of very high 
erea ratio ( £ = 150) short length aerospike nozzles 
using helium as the test fluid. A ten percent length 
contoured rozzle and a six percent length conical 
nozzle were tested. Theoretical and experimental 
performance results are presented. The second cold—flow 
test series determined the performance of a series of aero¬ 
spike nozzles having various combustor configurations. 

The effect of nozzle base bleed and intermodule bleed 
on performance was investigated. Combustor configuration* 
consisted of shrouded and unshrouded continuous annular 
(toroidal) combustors and multichamber configurations 
with eight and sixteen discrete conventional combustors 
clustered around a common spike. Spacing between chambers, 
spike length, and engine shrouding were varied for the 
sultichamber configurations. All nozzles had an area 
ratio of 50. Theoretical and experimental performance 
results are presented. A third cold-flow test aeries 
investigated the relative nozzle wall and base pressures 
for £5, 90 , and 180 degree segments of an aerospike nozzle 
compared to a full annular aerospike. Experimental 
reaultsare presented. Analytical and design studies . 
were made to determine effective methods of utilizing 
toroi al and multichamber constructions for aerodynamic 
spike configurations over a wide range of thrust level, 
chamber pressure, ar.d nozzle area ratio. Design 
layouts at several thrust levels of interest are presented. 
Heat transfer studies establishing cooling feasibility 
.md parametric weight studies are described. Cucbustor 
effects on nozzle performance ara discussed. 


(unclassified abstract) 
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SUCTION I 


mraoiucnoN 

As discussed in VoIum X of this report, ths aeroepiks nozzle represents 
a departure free conventional conical or bell nozzles. There are 
many advantages over conventional nozzles inherent in the aero»pUce 
nozzle concept, ine results of contract AJ04(6ll)-9948, presented 
in Tnlin X end XX of this report, represent effort designed to 
verify and quantify such advantages. 

The overall approach included theoretical studies, cold-flow experiments, 
and hot-flow experiments. Specific goals of the study weret , 

1) to evaluate aerospike nozzle performance characteristics 
at high area ratios, 

2) to compare methods of applying the concept to advanced 
vehicle configurations, 

3 } to demonstrate basic nozzle performance by means of hot-fixing 
testa, 

4 ) to evaluate the hot-firing thrust vector control characteristics 
Of an aerospike nozzle using liquid side injection, 

5) to evaluate hot-firing aerosjdke nozzle performance in a 
typical flight environment (slipstream) 

6) to analytically investigate nozzle base bleed configurations, 
and perform a hot-firing demonstration of e promising 
configuration, sad 

?) to perform a cold-flow investigation of aerosplke nozzle 
. segment performance. 

Volume X of this report presents ths results of ths cold-flow test 
programs and the analytical and design studies. This voliae, Volina IX, 
presents the results of the hot-firing test programs* 






The aerodynamic apike nozzle performance characteristics investigated 
in the hot-firing tasks (i.e., basio still air performance vs altitude 
and secondary flow parameters, fluid side injection TVC performance, 
and performance in slipstream had previoualy been studied in oold-flo* 
programs under this (Volume l) end other contracts, and internal research 
and development funding. Correlation of hot- and cold-flow teat results 
serve to substantiate theoretical methods and enables the prediction 
of hot-firing nozzle performance from relatively inexpensive cold-flow 
test data. Therefore, the hot firing test results from this program 
are compared to applicable previous cold-flow teat results* 

Although the results of the tests are presented, interpreted and applied 
to some practical cases in this report, the principal value to he 
derived from this report will come from the detailed documentation 
of test results* It is expected that these data shall he referred 
to frequently in future studies of aerodynamic spike nozzles. 






section n 
SUMMARY 


(c) Three hot-firing aerodynamic spike noztie programs were conducted under 
Air Force contract AF04(611)-0048. Each progrea Investigated a different 
are* of interest In characterising aerodynamic spike tussle performance, 

A 12-percent length aero spike thrust chamber generating approximately 7400 
pounda altitude thrust with KjO^/OIUH-^H^ (50-50) propellants was taated 
over a pressure retio range from approximately 22 to 350. The objective \ 

5 

of thie program was to obtain a large background of basic aero spike hot- t 

i 

firing perfomance data. The nozzle portion of the above engine was 
lengthened to 25 percent and modified to Incorporate liquid (NgO^) aide 
injection TVC capability. An extensive series of tests was conducted at 
altitude to determine liquid injection performance trends with variations 
in injection p&raaetera. A third hot-firing program Investigated the 
effect of external flow (slipstream) on aerospike nozzle performance* 

A 400-pound thrust aarospikd thrust chamber utilising H 2 O 2 propellants 
was enclosed in a simulated missile body and fired over a range of altitude 
and Mach number conditions. A schedule showing the time periods during 
which the actual testing for the three programs was accomplished is j 

shown In Fig. 1* J 
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in parentheses designate the number of tests accomplished. 

Figure !• Hot-Firing Program Test Schedule 
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TWELVE PERCENT LENGTH NOZZLE PROGRAM 

(Uj In July 1964, a program was initiated to demonstrate the aerodynamic spike 
nozzle concept vitb a hot-firing model and to obtain an extensive compila¬ 
tion of basic parametric performance data* At that time essentially no 
hot-firing performance data existed for this net* noztie concept and per¬ 
formance for proposed new aerospace rocket engines was estimated from 
cold-flov data. The objective of this program was successfully accomplished 
with the achievement of valid test data'- from 26 thrust chamber firings of 
approximately 8 seconds each duration. 

Scope 

(u) Two water cooled and one uncooled aero spike thrust chambers were fabricated. 
The combustion chamber and nozsle geometries wore identical for the two 
thrust chamber types except the water cooled version had a 12 percent 
length nozzle and the uncooled version had an 8 percent length nozzle. 

The same Injector was used in both versions. The uncooled chamber was used 
for Injector checkout tests (at Hocketdyne faoility) of 0.5 to 0.8 seconds 
duration (Fig. 2 ). The water cooled thrust chamber assembly (Fig. 3 ) 

was used for relatively long duration (to 8 seconds) data firings at sea... 
level (Rocketdyne) and at altitude (Arnold Engineering Development Center). 

(c) The thrust chambers utilized N2O4/UEMH-N2H4 (50-50) propellants in both 
the primary chamber and in a gas generator which supplied secondary bleed 
gas into the nozzle base region. The uncooled chamber was tested at 
chamber pressures from 300 to 500 psia, and the water cooled chamber was 
nominally operated at 300 psia (approximately 7400-pound thrust at design 
altitude), after three initial firings (to 5 seconds duration) at 400 psia. 
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b. Injector Ctockout Firing 



a. Installation, Sugar Stand, Fropulcion Research Area, ' 

Santa Susana Field Laboratory | 
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figure 3 . Water Cooled Twelve^Percent Length Aeroepike 
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The test progr a m vaa conducted In the following five phases* (1) A eerie* 
of 35 gee generator tests (with a high flowrate and a low flowrate gas 
generator) was conducted to establish operating characteristics over a 
range of flowrates and propellant mixture ratio} (2) Tea uncooled thrust 
chamber firings with three injector configurations were conducted at sea 
level to obtain an injector suitable for use in tho water cooled hardware} 
(3) Ten sea level firinga with the water cooled TCA^ware conducted to 
eatablieh hardware integrity and operating characteristics and to obtain 
low pressure (PR * 22 to 29) ratio performance data over a range of 
secondary flouratea (0 to 5 percent)} (4) Seventeen TCA firings were 
Achieved over a range of high pressure ratios (PR = 35to 350), secondary 
flowrates (0 to 5 percent), and gaa generator mixture ratios (0.09 to 
0*18) to obtain parametric performance data} (5) Three constant altitude 
firings were conducted with a perforated nozzle base configuration to 
evaluate the effect of secondary flow injection configuration on performance* 


Results 
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(u) The 33 gas generator tests successfully characterized the combustion. 

efficiency over a range of mixture ratios from .05 to .185 and flowrates 
from 0.5 lbe/see to 2.8 lbs/sec. 

(c) Pive uncooled thrust chamber firings of 0,5 second duration were made with 
the first injector configuration at chamber pressures from 300 to 500 psla. 
ill tests showed high frequency (2300 cpB) chamber pressure oscillations 
with a peak to peak amplitude of approximately 50 percent of chamber 
pressure. This injector was modified slightly by tapering and shortening 
the injector baffles and by plugging fuel orifices adjacent to the baffles. 
One test was made with this configuration at 410 psia chamber pressure. 

A low frequency (530 cpe) frequency instability with a peak to peak amplitude 
approximately 75 percent of chamber pressure was experienced. 


1, Thrust Chamber Assembly (TCA) 
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(C) A redesigned injector configuration was constructed and four uneoolsd 
thrust c’laaber tests were conducted at chamber pressures fror 300 to 
450 psia. No measurable chamber pressure oscillations were experienced 
in any of these testa and the injector was found suitable for use la the 
water eooled hardware. 

(c) Nine sea level tastj and seventeen altitude teats were accomplished with 
the water cooled thruat chamber to evaluate the effect of secondary flow* 
rate and secondary gas energy level on nozzle performance. A nocsle 
efficiency, Cy, of 96.0 percent was achieved with no secondary flow at 
design pressure ratio ('"''300). The addition of from 1 to 3 percent 
secondary flow increased nozzle efficiency at design prossure ratio to 
approximately 96.5 percent. Haxlmum efficiency gains of about 1.5 percent 
were achieved at intermediate pressure ratios ( ~120) with the addition 
of from 1 to 3 percent secondary flow. Over the low pressure ratio rang*, 
from 35 to 22, performance with and without 1 to 3 percent secondary flowrate 
was about the same. 

(c) Ito significant difference in performance v/as found among the different 
energy level secondary flowe. A high degree of altitude compensation waa 
obtained over a pressure ratio range from 500 to 35. Nozzle efficiency 
decreaaed from 96.0 to 93.8 over this pressure ratio range. 

(c) Throe 8-second duration tests were made with a perforated base plate mounted 
at the nozzle exit plane. Operational difficulties with the gas generator 
prevented determination of the secondary flowrate for all three tests, 
low frequency (487 cps) combustion instability in the primary thrust 
chamber was experienced during the second test. Hardware damage was 
sufficient to preclude further testing to evaluate base configurations. 





i 


UQPID (Hj0 4 ) sice iniectiom tvc program 


(c) Re-sent advances 1b rocket engine technology have resulted in a need for 
increased study of neene for providing directional thrust control for 
future generation rocket engines. Secondary injection of fluids Into the 
engine exhaust streams has proven to be an affective and efficient aetbod 
of thrust vector control (TVC) In several present applications) ini cold- 
flow testing, complemented by analytical system studies, has shown that 
this Is also a competitive TVC technique for advanced aerospike engines. 

The objective of this investigation vas to supplement current aero spike 
TVC technology by providing sufficient hot-flow liquid (R^O^) injection 
TVC test data to establish design criteria and enable quantitative per¬ 
formance evaluations for future high-thrust aerospike engines. The objective 
vas successfully accomplished. 

Scone 

(u) A test program vas formulated so that the liquid injection TVC technique 
could be studied using a modified version of the 12 percent length, 
N204/OI«H-R2H 4 (^0-50) aero spike thrust chamber. All thruet chamber 
assembly components except for the inner nozzle were identical. Perform¬ 
ance testing vas conducted at altitude at the Rocket Test Facility (J-2 Cell) 
at Arnold Engineering Development Center after sea level checkout testing 
at Rocketdyne (Pig. 4 ). 

(c) Chamber pressure selected for the TVC testing vas 200 psia with an attendant 
vacuum thrust level of 5600 pounds. Area ratio of the aerospike nozzle 
vas 25 and the axial length vas 25 percent of an equivalent 15-degree 
conical nozzle* XnJ action of the TVC flow vas effected through orifices 
located in uncooled contoured flow rings which comprised the eft section 
of the nozzle* 
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figure 4 . Aerospike Engine with Side Injection TVC Capability 
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(u) Four uncooled flow riura lnccrporating 29 different injection pattern* ware 
fabricated to inveatigate injection paraaetera which could Influence TVC 
performance. Theae configurations enabled the experimental evaluation of 
(1) constant-velocity injection flowrate variation, (2) axial location of 
the point of injection, (3) angle of injection with reapect tc the noasle 
contour, (4) one, three, and five-port injection patterns, (5) spacing 
between holes in an injection pattern, (6) angle of impingement of 
adjacent holes in an injection pattern and (7) injection velocity varia¬ 
tion at constant flowrate. 

(c) Thirty-three firings of 6 seconds each duration 'fere conducted at altitude to 
establish engine performance without TVC, and to determine LITVC performance 
trends with variations in the injection parameters. Five sea level checkout 
tests of from 1/2 to 5 seconds durations were conducted at Rocketdyne prior 
to the altitude testing. The thrust efficiency of the engine was 
95.1 percent for Vg/V p * 0 and 95.2 percent for 6 g/V p = 0.017, Combustion 
efficiency (tic*) was nominally 89 percent throughout the program. 

f 

(c) A semi-emplrical blast-wave theory wae utilized in conjunction with experi¬ 
mental data from various sources to provide a basis for selection of SITVC 
test configurations. Testing of these configurations established that 
measured LITVC side-force efficiency trends with an aerospihe are similar 
to those expected on the b&ai* of preliminary analysis} injection near 
uhe throat provides higher side-force efficiency than injection near the 
nozzle exit, or.ltlpla-port inclination has no influence on LITVC perform¬ 
ance n the range tested near the nozzle exit, and parallel stream injection 
affords higher performance than radial stream injection at both locations 
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studied* Control moaent and nozzle specific impulse efficiency trends 
tiers found to be dependent upon the engine-vehicle geometric relationship* 
These efficiencies followed trends established by the aide-feree efficiency 
fer boost vehicles (r a /h = 0.25), but iu some cases optimised differently 
for upper-stage configurations (r^/h 3 1*0)* 

(C) Comparison of the side-thrust efficiency TVC data obtained in this program 
with that obtained from other nosslea revealed that LITVC performance with 
an aerospike la equal to or leas than »Ath other nozzloe, because of the 
relatively short length of the aerospike. The level of side thrust efficiency 
for N 2°4 injection established through this testing vaa also found to be 
lower than that estimated using the blast wave analysis in conjunction with 
an empirical coefficient obtained fa- gas injection into flow over a flat 
plate. It was necessary to revise this coefficient to obtain quantitative 
agreement between theory and experiment for the configuration tested* 
Application of the test data to full-scale engine systems showed that 
liquid injection may be competitive with gas injection under certain 
conditions. In general, fuel injection provides higher in-flight engine 
specific Impulse efficiency but lower density impulse than oxidizer 
injection if vaporization and reaction do not occur within the nozzle. 

(c) On the basis of these results, it 1s recommended that the relative merits 
of liquid injection TVC be investigated through comparative systems 
analysis uning the conservative performance estimates presented herein for 
full-scale engines. It Is also recommended that improved LITVC designs 
such as a bipropellant injection technique be studied, end that the 
performance and operating characteristics of attractive systems be evaluated 
through large-scale environmental hot-flow testing. 
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SLIF STREAM PROGRAM 

(c) Because of interaction which ocoura between external and nossle flows, 
vehicle baaa flow characteristics encountered in missile flight differ 
fra* those prevalent in quiescent air nossla performance investigations. 
These base flow characteristics are of little consequence with conventional 
nossles since the expansion process is internal in this case} that is, 
th* exhaust gases within the nosale are shielded from the external flow 
by the physical expansion surface provided by the nossle. However, with 
an aero spike nossle, the external expansion boundary is formed by a gas- 
gas lnterfaoe, and is influenced by flow interference effects. Since the 
position of this outer boundary in the flow affects aerospike nossle 
performance at low pressure ratios where the base pressure follows changes 
in aabient pressure ("open wake"), the presence of an external flow can 
affect aerospike performance under certain conditions. Previous cold- 
flow testing conducted under contract NAS 8-2654 (Ref. 21 ) established 
that the effeot of external flow is snail and is confined to a narrow 
range of in-flight operating conditions. Experimental study of these 
effects was continued under contract AFQ4(6ll)-9948. The primary objective 
of this program was to confirm and extend, through hot-flow testing, the 
results obtained in the cold-flow slipstream study, A secondary objective 
was to evaluate the effect of base bleed flowrate on nozzle still air 
performance. 

• t . 

Scope 

(c) A hot-flow test program was conducted to determine the influence of external 
flow on in-flight aerospike nozzle performance. A hot-firing aerospike 
ongine using hydrogen peroxide propellants was enclosed by an aerodynamio 
fairing constructed in the shape of a missile body to simulate an actual 
flight configuration. The engine generated 400 pounds of altitude thrust 
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at a chamber pressure of 200 paia. An aerospike nozzle with an araa ratio 
of 25 and a length equal to 20 percent of an equivalent 15 degree oonical 
nozzle vaa utilised to control the expansion of engine exhaust gases. The 
secondary flowrate was 0.8 percent of the primary flowrate for all teats 
with external flow. Testing was conducted la the 16-foot transonic and 
supersonic propulsion wind tunnels st Arnold Engineering Developaent 
Center (AEDC), Installation of the model In these facilities is shown 
in Fig. 5 . 

Results 

(c) Fifty-two teats of approximately 1 minute each duration were conducted te 
obtain still air and slipstream performance trends in the transonic and 
supersonic wind tunnels. Valid data was obtained from only forty of 
these| however, because of a seal failure and excessive model leakage. 

In addition, five teats were conducted in the transonic facility to demon¬ 
strate engine performance trends with secondary flowrate. Results of these 
tests confirmed that high quiescent air performance (approximately 98 per¬ 
cent of ideal at design pressure ratio) can be obtained throughout a 
representative range of pressure ratios with a properly designed aerospike 
nozzle. The addition of secondary flow proved beneficial at all pressure 
ratios. It was found that the correct experimental performance level and 
trend with pressure ratio could be estimated abcve pressure ratios at 
which nozzle recompression occurs using previously developed semi- 
empirical base pressure relationships in conjunction with a potential 
primary flow analysis and viscous drag computations, 

(c) Nozzle performance was found to be unaffected by external flow in the 

"closed wake" pressure ratio region (pressure ratios at which nozzle base 
pressure is constant in still air). At low pressure ratios ("open wake”) 
performance of the model tested decreased at a rate which was dependent 


























on free stream Mach number rod chamber pressure ratio. When strong 
f]pv interaction effects occurred, they were found to result in relatively 
high nossle base pressure, which was also shown by previous cold-flow data. 
When flow interaction did not influence Mzzle base pressure, both hot- 
and cold-flow nossle performance data correlated with the "effective" 
chamber pressure ratio, Pq/?^ . On the basis of this result, it was 
concluded that: (l) missile base pressure approaching ambient pressure 
will result In nozzle efficiency in slipstream nearly identical to that 
obtained in still air, and (2) strong slipstream-primary flow interaction 
results in relatively high in-flight nozzle performance. 

(c) In-flight performance estimates generated under severe assumptions 

demonstrated that the time-integrated external flow effects over a typical 
mission result ir. a change in average specific impulse (I fl ) of less than 
0.2 percent. Boat--1stling, mass addition to the missile wake flow, and 
reduction in missile base area are shove to be effective methods of 
reducing these effects still further. 
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PERFORMANCE EVALUATION OF A HOT-FIRING AESOSPDffi NOZZLE 
INTRODUCTION AND SOMKABT 

(U) In July 1964, work was initiated on the design and fabrication of a hot- 
firing aerodynaiaic spike nozzle. At that tins, essentially no Lot-firing 
performance d/ta existed for this new nozzle concept* Basic performance 
for proposed new rocket engines utilizing this new nozzle concept was 
based upon data obtained from cold-flow tests. This program was initiated 
to provide a substantial background of parametric hot-firing performance 
data with an aerodynamic spike nozzle configuration and to correlate 
these data with cold-flow data* The specific objectives were to determine 
the performance of an aerodynaiaic mike nozzle as a function of nozzle 
pressure ratio, secondary gas flowrate, and secondary gss energy level. 

A secondary objective was the determination of nozzle base thermal environment. 

t 

(C) A 12 percent length truncated ideal spike nozzle thrust chamber with so 
area ratio of 25 was constructed and tested at locketdyne Propulsion 
Field, Laboratory at near sea level conditions and at varying altitude 
conditions at the Rocket Test Facility (j-2 cell) of Arnold Engineering 
Development .Center, The thrust chamber utilized SgO^/UMB-lI^CSO-SO) 
propellants and generated approxiru».;tly 7400 pounds thrust at design pressure 
ratio'. A gas generator utilizing uiu same propellants supplied secondary 
flowrates from 0 to 5 percent of the primary flowrate to the nozzle 
base region. 

(o) Ten sea level firings and 20 altitude firings were accomplished. The 
basic program objective of supplying a large qu uitity of aerosplke nozzle 
parametric data was successfully accomplished. 
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HiEWAHE DSSCHimOS 

Two water cooled thrust chambers and oca uncooled thrust chamber were 
coutructed x'or this test program. The water cooled chambers were wed 
to r obtaining aerospike performance data in relatively long (to 8 secot^e) 
duration firings. A geometrically Identical (except for a shorter nozzle 
length) uncooled thrust chamber with a firing duration of approximately 
0.8 seconds was used for injector evaluation and establishment of teat 
procedures. Both chamber types are of nenflightweight const* action. ' 

& Jtog.t..gan^£ Aa&mW, 

The water cooled thrust chamber assembly (IGA) is shown in Bigs. 6, 

J and 8. It is equipped with an aerosplke nozzle having a geometric 
area ratio o+ approximately 25 (defined as the ratio of the area enclosed 
jy d in Pig. 6 to the measured throat area)* The nozzle length from the 

9 

throat to the exit plane is * 2 percent of the length of & 15 degree 
conical nozzle hairt*-g the a m area ratio and throat. Betas area (defined 
by in Fig. 6) and design throat area of the nozzle are 167*5 im#*“ and 
It.9 in. 2 , respectively, 

The TBA Is composed of an annular injector, inner end outer combustion 
enember casing sections, inner and cuter nozzle throat sections, and a 
nozzle bt. ie p3.ate (Fig. 6) which attaches to the irner throat section 
to enclose the nozzle base region, A gas genex tor (GC) far introducing 
secondary gas flow into the base region ia attached to the upstream aide 
of the base plate. Overall length, diameter, end weight of the TCA 

(with GG stt*ched) are approximately 11 in., 34 in., and 250C lb * 

a 

respectively. Thrust ox tho TCA r.t the design nozzle pressure ratio 
(12, ,^) of 300 is 7400 lb^,, • nominal test duration and combustion char' ur 
pressure are 7 to 8 seconds and 390 psia, respectively* 
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The TCI utilized the two hypergolic propellants* nitrogen, 
tetroxide (N^O^) and an equal gravimetric mixture of hydrazine (K^) 
and unsymaetrioal dimethylhydrazine (N^ [CH^ ] g). Required total 
propellant flow rate is approximately 27 lb^aec at a nominal mixture ratio 
(O/F) of 1*8. Design total flov rate range of the GG is from 1 to 5 percent 
of the TCA flov rate. Operating pressure of the GG* using the same pro¬ 
pellants as the TCu at a nominal mixture ratio of 0.1* ia from 100 to 400 psia* 
depending on the flowrate. 


XttAector. 

(o) The TCA injector is constructed from type 547 stainless steel with stainless 
steel oxidizer and copper fuel ring inserts brazed into slots in the 
injector face. Three injector configurations were tested before satisfactory 
combustion stability vaa achieved. 

(U) Injector Mo. 1 (Fig. 9a ) had an annular three ring self-impinging 

doublet injection pattern. The outer and inner rings were for fuel injection 
and each contained 119 elements with orifice diameters of 0*023 i • All 
fuel fans were oriented in a position parallel to the adjacent chamber or 
baffle walls were thus oriented parallel to a radial line. Each fuel 
element va3 offset from the fuel rings centerline radius a distance of 
1 0.025 in. in an alternating ^.lus or minus manner. This prevented 
fan edge interference cf adjucont fuel elements. 

(u) The oxidizer ring (center ring) conpisfced of 210 elements with orifice 

diameters of 0.031 in. All fans were oriented pt a 75 degree angle with 
a radi'l line to prevent fan interference of adjacent oxidizer elements. 

The spacing between rings was nominally 0,544 in. The injector was 
• divided into sevan equal peripheral segments by two-ir.ch thick baft les 
brazed to its face. A section of the injector face near a baffle is 
shown in Fig. 9c. A detailed drawing of the injector is shown in Fig. 30* 
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Injector number 1 vas subsequently modified to injector number li. (Fig. 9b) 
in an effort to eliminate high frequency combustion instability. The 
modification constated of tapering and reducing the length of the baffles 
frcst 4 inches to 3 inches. In addition, the fuel elements adjacent to 
the baffles wore brazed shut. This injector exhibited an unsattsfactasy 
loir frequency instability. 

The injector pattern was redesigned and satisfactory operation was 
achieved with injector umber 2 (Figs; 11 and 12). This injector vas 
used for all water cooled hardware testa. Injector number 2 is divided 
into thirteen equal compartments by uncooled 0K3C copper baffles ( 4 inches 
in length by 1-J- X 2 inches in cross section) brazed to the injector face. 

The baffles are the only pari of the engine assembly which run uncooled, 
and thus are the limiting factor on test dure 4 ion. They were designed 
for 10 sec cod a duration at 500 psia chamber pressure. 

The injector pattern (Fig. 12) consists of 208 pairs of like-on-like 
doublet elements. There are 16 element pairs in each of the 13 baffle 
compartments. Oxidizer and fuel orifices are 0.031 and 0.026 in. 
diameter,, respectively. 411 fuel elements are canted 20 degrees toward, 
the central oxidizer ring. Each fuel ring contains a single fovr of 
eigit doublet elements per compartment. Oxidizer elements are directed 
perpendicular to the injector face and there axe two rows of eight doublet 
elements per compartment in the single ring. The propellant je+ impingement 
point is 0.150 in. from the injector face for all elements. The 
spacing between fuel aid oxidizer fans in an element pair is set at 
0.040 in. Injector elements are equally spaced on the inner fuel ring 
only. However, the pattern is symmetrical about a radial line through the 
center of the baffled compartment. 
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a. Injector Humber 2 Assembly 
Figure 11 Injector Humber 2 
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The inner and outer throat and casing sections (Tig. 6) are fabricated from GFHC 
copper. The sections bolt to the injector to form an annular combustion 
chamber with bq inner diameter of 23*2 in., an outer diameter of 27.3 in., 
and a length of approximately 7.3 in. Leakage of gas from the chamber 
is prevented by the use of single O-ring seals at each section-to~section 
or injoctor-to-eoction interface. Cooling of the combustion chamber 
walls is accomplished by flowing watei tiirough 5/16 inch diameter axial water 
passages (88 and 112 passages in the inner and outer sections, respectively) 
in the gas side walls. Eight isolated internal manifolds are located 
fore and aft of each casing. Water is supplied to and returned from the 
casings through sixteen feed holes in the injector body. Tin combustion 
chamber gas side walls are gold-plated to prevent erosion of the copper. 


The inner and outer throat sections are so constructed (with OKIC copper) 
that, when these sections are properly attached to the remainder of the 
TCA, an annular throat, having a mean diameter and nominal gap cf 22.1 
and 0.215 in., respectively, is formed (Fig.6 ). The inner side of the 
outer throat section has a contour immediately downstream of the throat 
with sufficient divergency (30 degrees) to ensure flow separation and 
thereby free expansion of the outer exhaust plums boundary at the nominal 
operating pressure ratio (PE ) range of the nozzle. 
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(u) Cooling of the inner and outer throat sections was accomplished by flowing 
water through a series of continuous circumferential coolant slots (fourteen 
and seven slots on the honor and outer throats, respectively) located 
0.15 to 0.25 in* from the gas side surface. Water from the casings 
enters each throat section (inner and outer) through four manifolds. Each 







manifold contains a set of drilled holes leading into the circumferential 
coolant slots. Water flows through the slots in each circumferential direction 
from t'ne inlet holes over an arc of 45 degrees to the adjacent outlets. 

The flow returns through four (in each throat section) main throat outlets, 
the casing, and injector ports. Flow distribution in the throats is 
accomplished by varying the sizes of holes feeding each slot, directing 
the majority of the coolant water into the critical areas. The cooling 
circuit is symmetrical so that the casings and throats may be rotated 
relative to each other and to the injector without affecting the intended 
flow distribution. Gas side walls of the inner and outer nczzlt throat 
sections are also gold-plated to minimize hot-gas erosion. 

gas, .fansratet 

(c) The gas generator (Fig. 13 ) was constructed entirely of type 347 stainless 

steel and consisted of two interchangeable injectors, a single combustion 

ci-wm^r casing, an internal flow mixer and two interchangeable throat orifices. 

Une injec or and a matching orifice (low-flow GG) were used for firings 

requiring secondary flow from 0 to 3 percent of primary flow; the other 

injector-orifice combination (high-flow GO) was used for firings requiring 

3 to 5 percent secondary flow. The injector orifices were sized for these 

percentages of a primary flowrate of 41.6 lbs/sec (P = 500 psia). However, 

c 

actual ordinary flowrate was nominally 27 lbs/sec (P = 300 psia) for the 

c 

majority of the tests. The correspondingly derated flow conditions for the 
gas generator did not noticeably- affect combustion efficiency of the high 
flowrate system. However, the ombustion efficiency of the low flowrate 
ga* generator wa3 10 to 20 percent lower with the reduced flow. 


mmm 







Figure 13. Cm Generator Asaenbly 




(?) The injector pattern. of both Injector* provides four fuel streieu 
impi ng i n g on one central oxidizer stream. Both injectors contained 
five pentad elements. To insure good miring and combustion a high 
chamber It* (i/* » 150 to 450 inches depending on the flow control orifice 
ured) and an internal flow deflector were used. 

Co) The GO sections were bolted te the base plate with the diffuser a nd orifice 
downstream side of the plate and the chamber section and injector on 
the upstream aid# (Fig. 6), Tha GG was pressure fed and required 
oxidizer and fuel supply systems separate from the TCI systems. 

Operation of the uncooled GG at relatively low mixture ratios (o/P ° O.l) 
prevented tbe metal surfaces from exceeding their design temperature of 
1800 degrees P* 

Ba sg-^onfiguratlona 

(u) Two base configurations were employed for injection of secondary flow. 

A hat shaped diffuser (Fig. 14) constructed of 347 stainless steel was 
used for all tests except the last three-(JO test aeries at me). Four 
-}■ inch holo3 diffused the GG flow (secondary flow) radially outward 
into the base cavity. 

(3) Prior to the last test series this diffuser was modified by plugging 
the ! inch holes and replacing them with twenty-might inch radial 
holes. The modified diffuser was installed along with the perforated 
base plate for the AD test series. A perforated base plate was fabricated 
and bolted to tbs nozzle exit face for use in the AS> test series. The 
base plate was constructed of -jr inch 347 stainless stool and contained 
578 holes of 3/32 inch diameter. An extensive series of steady state 
tests at AEDC with tiie perforated plate and the modified flow diffuser 
were planned. However, operational difficulties and hardware damage 
prevented tho obtaining of satisfactory data with either of the later 
base configurations. 
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▲ solid wall, uncooled thrust chamber ()Mg. 1$ ) was used for evaluation 
of injector performance and checkout of operational procedures. Tbs uncooled 
chamber is dimensionally identical to the water cooled configuration with 
the exception that the nozzle length was eight percent instead of twelve 
percent and the base diameter was therefore larger (base area of 201 in ). 

The chamber casings are constructed of 347 stainless steel and the nozzle 
sections are constructed of OFHC copper. The inner nozzle was plated with 
a thin dense chrome coating. The thrust charter is capable of approximately 
0.6 second firing durations at 300 psia chamber pressure. A base plate and 
gas generator were mounted to the inner nozzle in a manner similar to 
that employed with tlie water-cooled thrust chamber. 

Fluid Systems 

Fluid fittings provided on the thrust chamber aseembly consist of four 
primary fuel inlets, four primary oxidizer inlets, one aeoondaxy 
inlet, ens secondary fuel inlet, eight water inlets (fear for the sm alm 
and four for the outer auulus) and eight water cutlets. The fitting 
locations and the fluid flow paths are illustrated schematically In Fig. 16 , 

TEST INSTALLATION 

•i- irty-three gas generator tests, tea uncooled thrust chamber tests and 
ten water cooled thrust clamber tests ware conducted at Hockstdyne sea 
level facilities. Twenty water cooled thrust chamber firings were 
accomplished at the altitude facility (Rocket Test Facility. J—2 Cell) 
of Arnold Engineering Development Center (iEDC). 
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Figure 16. Hot-Firine Aerospike Engine Flows 























3 Installation 


(u) S«a level teats with the GO and with the uncooled and water cooled TCA'a 
were conducted on Sugar Stand at the Propulsion Research Area of the 
Santa Sue ana Field Laboratory. She horizontal firing thrust structure (Fig* 17) 
vaa newly constructed for this teat program. The engine assembly 
attaches to the main support pylon which is attached by axial end yaw 
flexures to the main support stand. The aft section of the engine is 
supported by structure having only axial flexures* 

(tj) The propellant system (Fig. IS ) included a 300-gal primary fuel tank, 
a 200-gal primary oxidizer tank.43-gal secondary fuel and oxidizer 
tanks, a gaseous nitrogen pressurieation system, and the required 
valves and fittings. Gaseous nitrogen systems were also provided for 
system purging and secondary propellant and water valve actuation. A 
hydraulic system was utilized for primary propellant valve actuation. 

Coolant water vaa supplied from a nitrogen pressurized 800-gal tank. 

Control of both propellant and coolant water flow was obtained by 

the use of automatic preset pressure regulators in the tank pressurization 

systems. 

Altitude,Tgg.t Installation (AEDC) 

(U) Propulsion Engine Test Cell (j-2) (Fig. 19 and 20 and Ref. 25 ) is a water- 
jacketed test cell, 20 ft. in diameter, used for captive horizontal 
testing of projulsion systems at pressure altitude conditions. J—2 
is capable of producing constant pressure altitudes in excess of 100,000 ft. 
by the use of parallel primary and secondary steam ejector-diffusers 
''perating In series with the RTF facility exhausters. However, for 
test program, nozzle pressure ratio transients (hence teet cell pressure 
transients) were obtained by essentially isolating the test cell and 
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figure 17. Onoooled Thrust Cheater Installation and Firing on Sugar Stand 
(Propulsion Research Am, Santa Susans Field Laboratory) 
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allowing engine exhaust gases to increase test cell pressure during the 
firings. Test cell isolation was obtained by valving-off the primary 
exhaust duct end or if icing the inlet to the secondary exhaust duct. 

Both the range and gradient of the transients wore controlled by the 
use of two remotely interchangeable exlutust inlet orifices and the 
inblecding of steam into the test cell during the firings. Desired 
pre-firing test cell pressures were obtained by setting pumping ratios 
on the facility exhausters. 

Firings requiring constant nozzle pressure ratios (constant test cell 
pressures) were conducted with the primary exhaust ducting open to the 
facility exhausters and without steam inbleed. By thus creating a sufficiently 
large test cell outbleed area, teat cell pressure remained essentially 
at pre-firing levels throughout the firings. 

The engine was mounted horizontally in an engine support assembly, which 
consisted of a thrust abutment, an aft support stand, and an engine pylon 
(Fig. 21 ) • The TCA was mounted rigidly to the engine pylon which was 
attached to the aft support stand in both the pitch and ya.r planes by 
universal flexures. Axial fores was measur* ' by two series-mounted load 
cells attached to the thrust abutment and th_ engine pylon by universal 
flexures which permitted forces to be transmitted only along longi¬ 
tudinal axis of the load cells. 

The propellant system (Fig. 22 ) utilized for this test program included 
primary (1500 gal) oxidizer and fuel supply tanks, a gaseous nitrogen 
pressurization system, and the required valves and fittings. Gaseous 
nitrogen systems were also provided for both TCA and GG injector purging 
and propellant valve actuation. <fater for TCA cooling was provided by a 
high-pressure supply system (Fig. 22 ) utilizing a 1000-gal tank pressurised 
by gaseous nitrogen.Control of both propellant and cooling water flow to the 
TCA and GG was obtained by the use of automatic preset pressure regulators in the 
tank pressurization systems# 
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Figure 21 . Test Cell Installation 
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Instrumentation was provided to obtain measurements of axial thrust, 

TCI and 64 combustion chamber and injector pressures t nozzle outer wall 
and base pressures, test cell pressures, nozzle base plate temperatures* 

40 combustion temperatures, propellant and cooling water flow rates* 
and propellant and cooling water system pressures and temperatures. 

Visual monitoring of the testing was provided by closed-circuit television 
and motion-picture oamer&s. Table 1 presents transducer ranges, recording 
Systems used for primary data acquisition, end estimated measurement 
accuracies for the AEDC test program. For the sea level test prograa 
instrumentation ranges and accuracies were similar. However, all performance 
and base heating parameters (chamber pressures, flow rates, nozzle and 
base pressures, thrust, and response temperatures were recorded by a 
Beckman model 210 digital data acquisition system and reduced by 
computer program. Location of TCI and GO instrumentation is shown In 
Figs. 23, 24, 25 and 26. Location of wator and propellant system 
instrumentation la uh—a in Fig. IB and 22 . 



Altitude Testing. Axial t’xruat was measured using two dual-outpxvt strain- 
gage-type load cells mounted in series having ranges from 0 to 10,000 l'o^ 
an. t to 20,000 lb ff respectively. Primary data recordings of lbs 
load cell outputs were in frequency form on magnetic tape. Calibration 
of the thrust measuring system was accomplished by a remotely controlled 
deadweight calibrator. The accuracy of the thrust calibrator was 
determined by comparison to a National Bureau of Standards certified 
standard to be within 0.2 percent. Overall thrust measurement accuracy 
is estimated to be within 1.0 percent. 






TABLE 1 

PRIMARY DATA ACQUISITION SYSTEMS 
(&» p roft n —4 Trm R*t, 2S) 
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Sea Level Testing. Thruat was measured using a Baldwin bonded strain 
gage, load cell rated at 20,000 lb f . Calibration of the thruat measuring 
system was accomplished by hydraulically loading the system and comparing 
measurements with an in-line, strain gage type thrust ring. The thrust 
ring was calibrated at the MBS and certified to have a precision of 
*0.1 percent. Overall precision of the thrust measurement and 
recording system was determined from periodic calibrations during the 
testing to be *0.3 percent. 

Pressure Measurements. Altitude and Sea Level Testing 

TCA and GO combustion chamber pressures were sensed by bonded strain-gage- 
type transducers having ranges from 0 to 300 and 0 to 500 psia, respectively. 
Nozzle base (Fig. 23) pressures were sensed by the same type of transducers 
having ranges from 0 to 25 peia. Test cell pressures vare sensed by 
bonded strain-gage-type transducers with ranges from 0 to 15 and 0 to 
20 psia. Propellant end water system pressures were sensed by strain-gage- 
type transducers having various ranges (Table l). Sensing of TCA and 
GO injector pressures was by 0- to 500-psia, a train-gage-type transducers. 
Primary data recordings of all pressure transducer outputs, with the 
exception of both TCA and OG purge pressure transducers, were an magnetic 
tape in either frequency or digital form. Recordings of the purge 
pressure transducer outputs were on strip charts (recording null-balance 
potentiometers). 

All pressure transducers were calibrated under laboratory conditions by 
comparison to secondary standards. Preselected precision electrical 
resistances were used in the transducer circuitry to simulate applied 
pressures electrically. The pressure values thus simulated were determined 
by comparing the outputs of the resistance-shunted transducers with 
outputs obtained during the previous secondary standard calibrations. 

Prior to an actual firing, these same precision shunt resistances were 
used to obtain calibrations of each of the pressure data recording systems. 
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The precision of pressure measurements obtained using electrical resistance 
calibrations of both the frequency and digital tape recording systems 
is estimated to be within 0.5 percent. 

Flowrate.. Measurements 

Altitude Testing. Propellant flowrates to the thrust chamber assembly 
were measured by dual-output, turbine-type flowmeters. Two such flow¬ 
meters were installed in aeries in both the oxidizer and fuel supply 
lines to the TCA. Calibrations of the flowmeters were obtained under 
laboratory conditions on a flow-calibration bench using utter as the 
working fluid. 

A flow calibration using water as the working fluid was made to determine 
the pressure drop-flowrate relationship for each secondary system. Tho 
pressure drop-flowrate functions thus determined were used with tank 
and GG combustion chamber pressure differentials to determine flowrates 
to the GG during the test firings, 

A single, dual-output, turbine-ty^e flowmeter and two calibrated square- 
edged orifices were used to determine total coding water flowrate and 
flowrates to tho inner and outer sections of the TCA,respectively. 

Calibration of the water flowmeter was obtained in a laboratory flow 
calibration bench. The two orifices were individually calibrated in 
place using the flowmeter as a calibration standard. Pressure differentials 
across the orifices wore sensed b. 0- to 300-psid, strain-gage-type pressure 
transducers. Recording systems and calibration methods used with the 
orifice transducers were identical to those described previously. 





(0) The precision of pressure measurements obtained U3ing electric al resistance 
calibrations of both the frequency and digital tape recording systems 
is estimated to be within 0.5 percent. 

Flowrate Measurements 

(«) • Altitude Testing. P.opeilant flowrates to the thrust chamber assembly 

were measured by dual-output, turbine-type Ao«meter3. Two such flow¬ 
meters were installed in series in both the oxidizer end fuel supply 
lines to the TCA. Calibrations of tie flowmeters were obtained wider 
laboratory conditions on a flow-calibration bench using water as the 
working fluid. 

(u) A flow calibration using water as the working fluid was made to determine 
the pressure drop-flowrate relationship for each secondary system. The 
pressure drop-flowrate functions thu3 determined were used with tank 
and GG combustion chamber pressure differentials to determine flowrates 
to the GG during the test firings. 

(U) A Single, dual-output, turbine-tyre flowmeter and two calibrated square- 
edged orifices were used to determine total cooling water flowrate and 
flowrates to the inner and outer sections of the TCA,respectively. 

Calibration of the water flowmeter was obtained in a laboratory flow 
calibration bench. The two orifices were individually ctlibrated in 
place using tne flowmeter as a calibration standard. Pressure differentials 
across tne orifices were sensed b„ 0- to 300-psid, strain-gage-type pressure 
transducers. Recording systems and calibration methods used with the 
orifice transducers were identical to those described previously. 
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(tt) Primary data recordings of all flowmeter outputs xrt rs In frequency 
form on Magnetic tape. The flowwter data recording systems were 
calibrated by applying input signals of known frequency* Overall 
measurement accuracies of the secondary propellant flow data and the 
orifice water flow data are estimated to be within 3*0 percent* 

(jjj Sea Level Tasting. Primary and secondary propellant r nd coolant water 

flowrates were measured with single, Fisher-Porter turbine type flowmeters. 
Because of the low flowrate in the secondary oxidizer feed system, tills 
aster var calibrated using 1^0 . ill other flowmeters were calibrated 
with water. The water calibrations vers corrected by the viscosity ratio 

i 

of water to propellant to make the calibrations applicable for the 
respective propellant. 

(Oj The precision of the propellant flowmeters was determined from periodic 
calibration to be $3.25 percent. The precision of the water flowmeter 
is within 2.0 percent (manufacturer^ certific-tiua). 
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Saagaafeas -Altitude mi Sea lovel Testing 




(U) Fuel, oxidizer, and water temperatures were measured by immersion-type 
resistance temperature transducers (ATT) located as shown in Figs. 18 
and 22 , Nozzle base plate temperatures were sensed thermocouples attached 
to tie base plate at locations shown in Fig. 25. 00 combustion gas 
temperatures were measured by thermocouple probes as shown in Fig. 26, 

Primary recordings of the temperature sensor data were in either 
frequency or digital form on magnetic tape. Calibration of the RTT 
recording systems and spanning of the theraocuple recording systems 
were obtained electrically. Estimated overall measurement accuracies 
of fluid temperature data are itlF. Nozzle base, plate and GG gas 
temperature accuracies are ^40?. 

Miscellaneous 

(TJ) Altitude Testiiyy. A pitot-st tic flow sensor was installed near the 
TCA to determine direction and magnitude of any external flow field 
that might influence nozzle performance. Thi3 flow sensor used a 
0- to 15-psia, strain-gage-type transducer which measured local static 
pressure and two similar iljj-psid transducers which measured the difference 
between the static pressure and the total pressure in two directions 
parallel to the lonz-dtudinal axis of the TCA, Data recording and 
calibrations o' the flow sensor instrumentation were identical to 
those described previously. 

(0) Indications of propellant valve functions required for TCA and CO 

operation were recorded on light-beam oscillographs. Oscillographs were 
also used for redundant recording of primary data and for time correlation. 
Strip chnrts were used to monitor the firings and to provide immediate 
access data. Events in the test cell during the firings were monitored 
by a closed-circuit television system and recorded by five 16-aa. motion 
picture cameras using color film. 
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(0) gg* level T^ettat* The uncooled thrust chamber was instrumented with 
three photoocno far the first five firing* md with tiwa photooons far 
the last firs firings (fig* 27)• Photocon output was recorded on light- 
beau oscillographs and high speed tape with a frequency resolution of 
approximately 15,000 cpe. 


(u) Indications of valve functions were recorded on Kaeterllne Angus recorders 
Oscillographs and strip charts ware used to record primary data far 
; Imediate access* Three 15-cum notion picture cameras provided visual 

j records of the firings* 

i 

j 

j EBOCEDOBES 

J 

i 

4 

! Sea hewl Testing 

1 

I 

(o) Pre-test prssedurea consisted of system and hardware leak checks, 

! calibration of instrumentation, and measurement of nozzle throat area* 

Boatzle throat gap measurements were made at six or more locations 
around the throat circumference with a hall micrometer. 

1 

(u) The propellant and water supply tank were pressurized. Coolant water 
flow was initiated manually and the flowrate observed on & strip chart* 
Whan adequate water flow was achieved, the automatic filing sequencer 
was activated. Tide sequencer controlled primary purges, all propellant 
valves, end the recording system. Venting of the water tank, cloning 
the water valve, and post-fire purging of the GG were performed manually. 
Post test c alibr ations, inspection of the hardware and measurement of the 
throat area were then performed* 
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The test program consisted of four test periods with three to nine 
TCA firings conducted at either transient or constant pressure altitude 
conditions during each test period* 


Pre-test procedures* including electrical and mechanical checks of all 
test hardware,measurement of the nozzle throat area and static leakage 
checks of the propellant and water-supply systems, the thrust chamber 
assembly, and the gas generator, were conducted prior to each test 
period. The propellant tanks were loaded, and samples were taken from 
the primary tanks and analyzed to determine propellent specific gravity 
variations with temperature and to determine that the propellants met 
applicable specifications. The test cell hatch was closed, and pre-test 
instrumentation calibrations were performed at atmospheric pressure. 

The test cell was then evacuated to a pressure of approximately 0,5 psia 
by the facility exhausters, and pre-test instrumentation calibrations 
were repeated. Propellant, water, and steam system bleed-ins were accomplished 
at pressure altitude conditions. 


(u) For each of the firings requiring test cell pressure transients, the 

primary exhaust duct was valved off, and the proper orifice vu3 positioned 
at the inlet to the secondary exhaust duct. The steam inbleed system 
valve controller was positioned so that when the steam inbleed valve 
was opened at TCA ignition, the required flow rate of steam would enter 
the test cell. Test cell pressure was set at the required pre-firing 
level using the facility exhausters. The propellant water, and steam 
systems were then pressurised. 
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(9) The final 60 seconds of the firing countdown was perforated automatically 
by an electrical sequencer which activated all firing systems .started 
the recording instrumentation, initiated cooling water flow to the TCA. 
initiated nitrogen purges throu^i both the TCA and GC injectors! and 
sequenced loth TCA and SC propellant valves to fire the engine for 
the prescribed firing duration, A typical sequence of major events 
is shown in Pig, 26 for a nine second firing with the GG shutdown two 
seconds before the main engine, 

(tf) The firings requiring a constant te.nt cell pressure were conducted in 
the same manner! except that the primary exhaust system was not 
valved off and steam wen not inMed into the test cell* 

(tj) At the completion of each test period! instrumentation calibrations were 
again performed at low te^t cell pres ure. The test cell was vented 
to atmospheric pressure, and aosttest atmospheric pressure calibrations 
were taken. Posttest procedures including measurement of the nozzle 
throat area Wei’s then performed on ♦he test article. 


(U) For the sea level testing all data nwcespery for determining engine 
performance (except for propellent temperature and pressure, which 
were recorded on direct inking graphic rec orders)were recorded in 
digital fore on tape using a Beckman 210 system. These data, with the 
proper calibration adjustments .were reduced to engineering quantities 
and units by a computer progress. The data was printed out in 0.01-recoud 
intervals. Approximately fourteen 0.01-second interval data points were 
used to obtain 0.5 aecond average data. Flowrates were printed out ir 
epe and reduced to lbs/soc by hand. 
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(U) Pot the altltudo testing, all data recorded in frequency fore on magnetic 
tape were translated into digital fora. The digital-form data thus 
obtained and the data originally recorded in digital form on magnetic 
tape were reduced to standard engineering unite and tabulated by a , 

digital computer at 0.1-second intervals for each firing. The computer 
was also programmed to use the measured data to compute average TCd 
and GO performance parameters over 0.1- and 0.5-eocond intervals for 
each firing. The performance parameters computed by this program mere 
not used for the final performance computations, but were vised for pre¬ 
liminary interpretation of engine performance end operating characteristics. 

(u) Basic engineering data (propellant flows, ambient pressure, Chamber and 
base pressures, temperatures, throat areas, and thrust) from both sea 
level and altitude test series were supplied to a computer program 
which computed, tabulated and plotted pertinent performance parameters 
averaged over 0.5-eeoond intervals, 

testing summer 

(IS) The basic objective of this test program was to demonstrate the performance 

of an aero spike nozzle over a range of altitude from sea level to design altitude 
and to determine the influence of secondary flowrate and properties on 
performance over this same altitude range. In achieving this objective, 
testing activity was divided into four main areas s (l; a large number 
of gas generator tests were accomplished to determine operating characteristics 
over a range of flowrates and mixture ratios, ( 2 ) uncooled thrust chamber 
testing was conducted to evaluate primary injector performance prior to 
its use in the water cooled hardware and to establish test procedures, 

( 3 ) sea level testing with water cooled hardware was conducted to establish 
engine operating characteristics, to uncover and correct engine structural 
deficiencies and to obtain performance data, and ( 4 ) teste were conducted over 
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• pressure ratio range frcm approximately 350 to 40 at AEDC to detendne 
nossle performance. The chronological sequence of the tost activity la 
shown in Pig. 29* A description of the testing accompli abed and operational 
difficulties la presented. 


(u) During April and May 1965* 33 gas generator firings (l3 low flowrate and 
20 high flowrate) were conducted. The objectives of the gaa generator 
testing program were I (l) establish propellant valve sequencing and 
special operating procedures* (2) determine injector and overall pressure 
lessee* (3) determine C* efficiencies and combustion gas temperature 
over a broad rage of mixture ratios and propellant flowrates* and 
( 4 ) demonstrate the feasibility of 10-second duration gas generator 
firings at a chamber pressure of 400 psia and a gaa temperature of 
approximately 1900°T, 

(u) All objectivea of the test progran were met and the hardware was in 

good condition after 33 testa. Test results are mnaaarined in Table 2* 


(u) The objective of the uncooled hardware test progrea was primarily te 
conduct short duration (te 0*8 aeoond) sea level tests to obtain a 
stable Injector with reasonable performance for use in obtaining performance 
data with the longer duration cooled hardware. 

(C) W.ve tests were conducted using Injector So. 1 with the uncooled 

aerodynamic spike engine* The tests covered a range of chamber pressures 
from 293 to 507 psia and a mixture ratio range of 1.63 to 1.94* These 
variation* were purposely imposed to insure stability over e 
. wide range of potential operating conditions. High-frequency 
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GAS GENERATOR TEST SUMMARY 
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oscillations (predominantly 2300 cpe) were experienced during theae 

initial tests. Bo hardware damage was sustained during my of the tests (fig. 30 ). 

The injector was subsequently modified (designated Id) and fired 

in the uncooled thrust chamber at a chamber pressure of 410 psia far 

0.73 second. Low frequency (530 cps) pressure oscillations were present 

over the mtire run duration. Ho hardware dmcge was sustained from 

this test. 

Since the injector operating characteristics of Injector No. 1 did net 
neet the standards desired, a different injector pattern (desigiated 
Injector No. 2) was fabricated and tasted. 

Pour tests were conducted with Injector No. 2 in the uncooled thrust 
slumber. 411 four tests with Injector Ho. 2 exhibited extremely 
stable operation over a wide range of chamber pressure and mixture rati# 
with essentially no chamber pressure oscillations (Pig. 3l). The 
hardware was in excellent condition after the tests. A summary of the 
uncooled test series conducted during June and November of 1965 la 
shown in Table 3. 

.a*, ga&isal 

Tbs objective of the water-cooled thrust chamoer test series was to 
demonstrate the durability of the hardware assembly and obtain sea 
level data. Ten firings were conducted at Rocketdyne and the results are 
summarised la Table 4. 

The water-cooled tnruat chamber was initially designed to operate at a 
dumber pressure of 500 pels and deliver a sea level thrust of approximately 
10,000 pounds. However, during preliminary water blowdowns of the 
coolant system, it become apparent that the pressure drop required, to supply 
the desired water flowrate was higher than theoretically estimated end above 
the normal capabilities of both the Hocketdyne and iEDC facilities selected 

tarn 
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B. Teat 64* Injector No. 2 


Figure 31 Comparison of Photocon Records for 'Typical Testa with 
Injectors No. 1 and No. 2. 
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to conduct the toot program* The static star pressure within ths hardware 
would also haws been higher than dsslrshls with operation at 50C psia 
dumber pressure. The first series of hot-firing tests (No's* 68 * 69# 71# aad 
01, Table 4 )» therefore# was planned to evaluate thrust oh an b er 

integrity end perfoxaance at a chamber pressure of 400 pala* 

(C) The first three firings were corducted with increasing durations up to 

three seconds. The gas generator was not uoeA for these tests. Tn s p s ot i on 
- of ths hardware after the third test shoved a slight discoloration above 
one of the 14 circumferential ooolant slots of ths inner throat and covering 
a 45-degree section of the throat. This indicated overheating suggested 
partial blockage of a 45 -dsgree section of the circuafersntial coolon. slot 
in the throat region. 

(c) The fourth test in the series (3DOl) was conducted at a chamber pressure of approx¬ 
imately 400 psia for a duration of 5 seconds. Flattest inspection cf the 
injector a.\d thrust chamber revaalsd no ha dwarw damage but a discoloration 
end alight "melting" (sw 0.50-inch diameter area) of the inner throat 
(Tig. 32 ). This occurred only on ths same 45-degree section of the Inner 
throat idiere a discoloration had boon noted during the previous test. 

Because of this evidence of overheating and the limitation on increased 
coolant flow# the chamber pressure was decreased to 500 psia# while main¬ 
taining the same coolant flowrate, for succeeding tests. Ths gas generator 
warn used during test RLOlj however# a very lor mixture ratio was obtained 
and the gas generator ’•flamed out." lbs fifth and sixth tests (RD 02 and R 003 ) 
were conducted with increasing duration and the gaa generator was employed 
satisfactorily fo- these tests. Combustion stability was excellent for 
all teats. 

(c) Prior to conducting further tests# water leakage was noted. Upon disassembly 
and inspection* leakage wae noted from braze Joints in the inner and outer 
throat sections end in the outer easing. Prior to further testing# design 
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Figure 22 . Condition of Inner Ihroat and Nozzle After Five Second Test at 
**00 psia. Chamber Pressure. 
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aodificat3.ona and hardware r ework were acocspliehed. Testing «u rssusm 4 . 
in April 1966, and the final four planned taata vara conducted suooerafully 
without incident. these taata we is at a chaebsr pressure of approximately 
3l3 pals, and with eeoond*ry flowrataa of 0, 3.2, and 5*3 percent of primary 
flowrata. 

(u) Boeauaa of tha avail changes in efficiency expected with secondary flow, it 
waa desirable to opexata with and without secondary flow during a single 
firing. This allow* a compariaoa of tha change in efficiency with tha 
addition of secondary flow during a firing without dependence on knowing 
tha absolute level of efficiency. Therefore, during tha aaa level tasting, 
tha sequencing of secondary flow was varied (Fig. 33) to establish tha bast 
method of obtaining data with and without secondary flow for a alngla test. 
It was date mined that when secondary flow waa initiatsd after several 
seconds of sain engine operation, or waa out off several seconds prior to 
the completion of sain engine operation, an accurate representation of 
performance chargee was achieved. Based on the results achieved in the aaa 
level teat prograa, tha teat sequence selected for the altitude testing was 
eight to nine seconds duration primary thrust dumber firings with gas 
generator operation initiating simultaneously with the primary chamber 
and terminating 2 seconds before primary cutoff. 

Water Cooled Hardware Testa at Altitude 

(u) the primary objective cf the altitude test program was to determine 
nozzle performance as a function of pressure ratio (PR), secondary gas 
flowrate, secondary gas mixture ratio, and secondary gas injection 
Method (base configuration). A secondary objective was the determination 
of nozzle base thermal environment. 
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Test Duration - Seconds 
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Twenty thrust chamber fIrinas were Achieved (Table 5) in four test 

periods (distinguished by the second letter in the test amber). The 
test cell rmaltved dosed sad evacuated to altitude conditions during 
n test period, htnoe, inspection of the hardware sad throat area Manure* 
seats between firings were not accomplished. The first sixteen thrust 
chamber firings (iAOl through 1C20) were conducted with a varying 
Mbient-to-chamber pressure ratio and the final four firings (iJ321 through 
AU4) were conducted at a constant pressure ratis of approximately 350* 

figure 34 illustrates typical engine operation and the transients obtained 
for two 8 second mainstage duration firings with constant secondary flowrate 
(103 and 15, V m 3.0 percent). Typically, two 8 second firings with 
constant secondary flowrate were used to cover a pressure ratio range 
free appcoodnataly 350 to 40* The GO fixing was initiated simultaneously 
with the prlaaxy but was cut 2 seconds prior to primary thrust chamber 
cutoff. 

The high altitude firing started above desigi pressure ratio and continued 
through the pressure ratio at which the nozzle base voice opens (PHsl50 te 
ISO with 0 to 5 percent ¥ >t respectively)* Du ng the lest two seconds, 
the GO was turned off to obtain zero secondary flow data* 

The low altitude firing started with the nozzle operating in the open 
wake end continued through a pressure ratio of approximately 40. The 
GG Vos turned off 2 seconds before prlaaxy engine cutoff to obtain nozzle 
perfontance with ns secondary flow. However, because of the slew decay af 
secondary chamber pressure after GG cutoff, valid performance data could 
not be obtained during the final 2 seconds of any altitude test with 
secondary flow* 
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ALTITUD3 TEST S& 



Combustion Chaaibe? 


Date Firing 


4A 6/30/66 


IB 8/9/66 


08 Combustion Chamber 


V. 


10 

11 

12 

8/17/66 13 


21 

9/19/66 22 

23 

24 



Test Cor 


2 2 
L._ P* 




0.42 1.8! 
OiJl 3.46 
2.65 8.74 


- 

- 

0.59 

0.703 

0.088 

0.64 

0.325 

0.109 

0.81 

0.624 

0.114 

2.00 

0.320 

0.111 

1.96 

0.834 

0.111 

0.46 

1.34 
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0.114 
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1.33 
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2.00 

0.828 

0.096 

1.96 
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0.097 

0.57 

0.792 

0.176 

0.55 

0.794 

0.174 

1.98 

0.003 

m 

0.113 

P 

•avg 


1. Mainstay operation 

2. During fixing duration 


3. During stabilized TCA and 00 opera 

4. Shutdown caused by apurioua signal 
safety circuit designed to initial 
TCA cooling water outlet pressure 


Min ^ 























TABLB 5 

ALT1T0L3 TEST SDWUHT 


an Chamber 




0.320 

0,834 

1.34 

0,823 

1.33 

0.828 

0.817 

0.792 

0.794 

0.803 


H 


0.088 

0.109 

0.114 

0.111 

0.1U 

0.118 

0.114 

0.117 

0.096 

0.097 

0.176 

0.174 

0.113 


0.42 1.85 150 

O'. 51 3.46 88 

2.65 0.74 35 


1.05 200 
5.10 65 


3.45 103 
3.39 100 


8.51 
3.75 97 

3.36 102 


Hoszle 


3 * A* 

V A> 

(—) percent 


P -0.88 
*avg avg 

0.83 


257 
360 
I 284 
143 
133 
532 
512 
154 

146 

147 
504 
526 
146 

* 347 
378 
317 
340 
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TCA Checkout Fixing 


GO Checkout Firing 


Premature Shutdown’ 


GG Oxidizer Inlet Orifice 
Plugged at Ignition 
Unstable TCA Combustion 
GG Drain Plug lost atlgnitii 
GO Drain Plug Off 


3. During stabilized TCA and GG operation 

4. Shutdown caused by spurious signal from automatic 
safety circuit designed to initiate shutdown on low 
xVA cooling water outlet pressure 


81/62 


-? 


V 





















I'MM 
I twin 
I IM«« 
|ll|S« 
I fil*« 

I 

I 'mi 

Itaeee 

luaai 

luui 

liuti 

Ihiii 

luui 

■anil 

Imu 

b: 

luui 

Ilia 

llllll 


■fillip 

BiiiiitiilaiiiiakiMiVili 
KiiSniiiiHiMaKlili 



aiijiaaiataimair 
• fimiiuiiliiil 

MHUiiiiiiiiivfC 

Mlllllllllllllfl 
■HI If I HI II If 

km 

UIIW 

In:; 



!Si] 

I naiiiiiniMiitaiiaiii 
■ijiiiii iiiin imuu 


|uiniiiii 2 ini|n|li«iiiHiiiuEiiiii 
■I iHn|iMHiiii) jiiiiniri iiimini 
■uif|ii;iiiii|illiiiii|iiiui(i;Mit 

■uiiiiiluiiiiHiiiiiiiuiniiiiiiii 


aaacaaaaaaaaaaaaaail 
caaaaaaaiafiaaiaaaa*I 

liaaaaiiiiBSiialtil 
••aasiaataaaaaaaijjj 
■■afiiiiaaaia 

ariaaiiaaaila 
abiaaaiaaaiaa 


M ii ii , ii i 

■liiniiiiiiiuuuijmiuiiMiiiiiiiniiiMituiii 
■■■■■■inniumiiiuiiiiiiniiiinRiiit 


tlMilMMMllll 

utiiiimiililri 


■Hniiifinni 
iiiiM«uini 3 iali 

niiMHij 


_^Ba ■■•■■■I 

a aaWUMfla mil 


P^mSStSil 

■Khsssssss;::::^ 

iliiiiiiiAiiliainaaiiiM 


iiaafiaaaaaaa■jeeeeaaaaaaaiiiaiaa1ivtai •tail 
HiaMiaaaili«iaaail>aa;tiaiiiiiiaiaaiiaaii-.|ftei I 
aaeai«aMBaieeii4iiaaiaeiuieia»*aea«siteeaiii*M| 
■aiiiBiaiiimiMSifiaiiiiMiiMliaiiiauiifiHiii 
iiiiiiiiiiiiiiiitiia 111 ■■ uni lam niii 
iftfimn him i«i|iiriiiM«fMuii •mi inuiuiil 
|iiliimiiHiuaii«iiiiiiiiim«iiimiiivMiiii| 

|Mi|iM|iiHimiiiiitiiiii 9 iiiiiiiinii>HHiiJ 
MMiaiiMlIl III 11 HI 11 • IIIIIT ailll llfl 

Mjnminiiinmi^H iliiii^ 


iiimiiiimiiiiiMniiiuiiK 

iiliiiHmHiiwiiiiiiiimilH 

iiiiiiiiiimiigiiiiiiiminpl 


mm 

In 



I lltfi 



Maiiil 

IlliMl 


law aaaaaa lust f 
mm (null > I 


HiiuiiliTiii] 

mumiiiiiiii 
liunilHH— 


iiiiuuH 
JiinuiMW 
MifiiiiiimiiB 


ml 


aoisiaiMainitf allies iu§>iium 
iiiiiuuaiuiiMiiiiuiniiiiii 
■aiiiiiiiiuiiinihiiiiiiiiiiiii 
MMpffiiiHiiHiniHrtHNMiii iiiuinRHi 
iiliininHiiiniiiiiiiiiiiiiiiiipMi iiiitiiiiuiiiiii 

liiiHiiHfiifiiiliBiiiiiiiiuiititHii iiiiiikfiiifliiiit 

iiiiiiiiifiiiiiiiiiiiiiiiiiiiMiiiiiiiiiiiiiiuiiiiinuitt 

iiiBiiiilii 9 iii«itiiiii|}«imiiiiiiiKiitiiitB«t|t|io|m<; 


Typical Altitude Transient and Test Duration 































TLa first firing (AAOl) was a >*eacond checkout test with no secondary 
flow. Testa AAQ2 and AA03 were 7.4-second firings with no secondary 
flow ever pressure ratios from 422 to 83 and 93 to "35* respectively. 

After these tests the engine was disassembled, inspected and reassembled 
with new seals and with the outer engine bolts reversed from the 
position shown in Fig. ^ . With the hex nuts located on the aft end 
of the engine, checking of the bolt torque a*>d tightening of the outer 
casing and throat were more easily accomplished. Throat area data 
from the sea level and altitude firings indicated that the outer throat 
was not adequately tightened when the nuts were torqusd on the injector 
end of the engine. Relatively large (to 3.5 percent) increases in 
measured throat area were noted after a single engine firing for tests 
with the engine assembled in this manner, whereas relatively small 
decreases in throat area were noted for the assembly configuration 
used for tests AR08 through AD24. This will be discussed again in the 
presentation of test results. 

The AB test series was to evaluate nozzle performance with 1 and 2 percent 
secondary flow using the low flowrate GG. Tests AB04 through AB07 were 
GG checkout firings to establish operating procedures. GO performance 
data was not obtained because of plugging of a AP control orifice 
in the oxidizer supply system. Fill times required for the oxidizer and 
fual systems were aporoxinately 7.5 and 0.4 seconds, respectively. 

Because of the large capacity of the feed system, the GG cliamber 
pressure did not decay rapidly enough to establish zero secondary flow 
nozzle performance in the two second period between GG cutoff and primary 
engine cutoff. 







(u) Test AB06 woo a scheduled 8-second firing with 2,6 percent secondary flow 
which waa prematurely shut down by an erroneous signal to a low coolant 
water pressure cutoff switch. Testa A309 and AfilO were 8-second duration 
tests covering the high altitude transient with approximately 2,6 and 1*2 
percent secondary flow, respectively. Testa AKL1 and 12 were 8-second 
tests covering the low altitude transient with 2.55 ani 1*2 percent secondary 
flow. 

1 

| 

(u) The AC series of tests investigated nozzle performance with secondary jj 

flowrates of 5 and 5 percent. The high flowrate GO injector and orifice 
were installed for this series* Teats AC13 through AC16 were 8-second 

k 

transient altitude testB with 3 and 5 percent secondary flow and a 
GO mixture ratio of .11* These tests completed the series designed to 
evaluate the effect of secondary flowrate (0 to 5 percent) at constant 
mixture ratio ( » 0,1) on nozzle performance. 

(u) Tests /Cl7 through AC20 were transient altitude tests to investigate 

the effect of GG mixture ratio on performance at a constant secondary ' 

flowrate of 3 percent. GG mixture ratios of 0.096 and 0.175 were tested. ^ 

The low mixture ratio obtained was (0.096) somewhat higher than intended 
(.06) because of difficulties in precisely controlling the small oxidizer flow. f 

' ■ I 

(u) the last test in the series, AC21, was conducted at a constant pressure 
ratio of approximately 330. This test was with 3 percent secondary flow 
and a GG mixture ratio of 0.1, identical to AC13 except for the constant 
altitude condition. Because the critical closed wake data was obtained 
over a very short { as 2 seconds) portion of &e instage operation, this 
test at constant altitude was conducted to provide more high altitude I 

performance data. As will be shown later, excellent agreement was j 

obtained between results for this test and the comparable transient altitude 
tests. The Aft test series completed the planned program to evaluate 
secondary flow effects on performance, 
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Eighteen constant altitude teste subsequent to the AC series were planned. 
9 m tests v*re to evaluate the effect of lose configuration on nozzle 
t rforwsaace and to provide additional high altitude data with various 
secondary flowrates. The first four tests were to evaluate a perforated 
base configuration (Fig. 14 b ) with secondary flowrates of 1, 2, and 
3 percent. Tbs remaining 14 tests were to be conducted with the open . 
base end the modified (24 hole) flow diffuser (Fig. 14a) at constant 
pressure ratios of 300, 120 and 70 and secondary flowrates of 0, 1, 2, 
and 3 percent. However, operational difficult!. 9 were encountered during 
all three teats in the All series and hardware damage was sustained 
precluding further testing. 

Test AD22 was a constant altitude test (PH » 378) with approximately 
1 percent secondary flow. Main tnrost chamber operation was satisfactory) 
however, the (30 oxidizer inlet orifice plugged at start causing c 
reduced and unknown oxidizer flowrate(G(J flowrates determined from system 
pressure drop) and poor combustion ( TJ^ StfJ 30 percent). 

Cambus vion instability occurred in the primary combustion chamber 
during firing AD23. Propollant flowrate and mixture ratio for this 
firing ware nominal, and ignition was normal; however, approximately 
0.5 seconds after iglnition, TCA combustion became unstable (Fig. 35 ). 
Measured fundamental frequency and peak-to-peak amplitude of combustion 
Instability pressure fluctuations were 487 cps and 60 psi (Fig. 35b ), 
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b. Combustion Pressure Waveforms 



COMlDailA 

a. lotion Transient 


Figure 35 . TCA Chamber Pressure Traces 
(Reproduced frort Reference 25} 
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(u) i cap on the G3 drain fitting blew off during GG ignition in Test A523, 
thereby venting an unknown portion of secondary flow izpetreaa of the 
mounting plate. Test AD24 was ccndur'sd without knowledge of these 
operational difficulties; and, althou^i stable TCA combustion was obtained, 
the results are of questionable value* 

(tl) Inspection of the test hardware after firing 24 revealed extensive 
melting of the combustion chamber baffles, heavy uepoaita of melted 
copper from the baffles in the nozzle convergent section, several 
radial cracks in the injector outer fuel ring and exceaaive water 
leakage from a yielded braze joint in the outer throat. The damage, 
apparently caused by the severe thermal environment within the combustion 
chamber associated with the instability, was sufficient to preclude 
further testing (Figs. 36 sad 37 ). 
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b. Ring Cracking 



a* Baffle Erosion 


Figure 71* Injector Daaage* Post-Fire AD Series 
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DATA AliLBflS 

(?) Several studies were conducted to analyze tbs perfomaucs and determine 
tbs influence of operating ccadttiona upon tbs performance of tbs 
cooled thxust chamber. Tbs major studies were determination of the effect 
of best loss to the model and cooling water* the effect of propellant 
imparities* and theoretical determination of nozzle performance. Using 
tbs results of these studies* a procedure to calculate performance from 
hat-firing 'ata was developed and programed for matonatie computation. 

All measured data were averaged over a 0.5-secoad interval for input te 
the program. A discussion of those studies and tbs computational procedure 
is presented in the following sub-section* 

(u) in addition* base heating information can be determined through analysis 
of temperature measurements hf probes located in the buss plate. A 
method of analysis is presented for determining the adiabatic wall imapor&tsrs 
and beat transfer coefficient of the gases adjacent to tbs nozzle base plate* 

rtrfgjWMM. SaaBStea, 

(u) The basic parameters v&ieh wore used to appraise the performance of the 

hot-firing model are tho characteristic exhaust velocity efficiency of tlie primary 

combustion chasber, specific impulse efficiency of the thrust chamber and 

thrust efflci&'^y of the nozzle. In addition, the base pressure is of 

prime concern since the base pressure acting over the base area contributes 

a significant portion of the thrust, Measured changes in base pressure 

with secondary flew con also be used to compute changes in nozzle 

performance independent of an accurate knowledge of engine thrust and 

flow changes and hence provide a check on tiu measurements. Base 

pressure and thrust efficiency are the parameters which are used to 

correlate aerodynamic spike hot-firing end cold-flow data* 





Characteristic Telocity (C* ) 

P 



efficiency of the primary flew la defined by 


P A* g 


C* 


th p 


Specific impulse efficiency of the aerodynamic spike thrust chamber ie 
defined es the total nozzle thrust ccapared to the sun of the theoretical 
thrusts of the primary and secondary flows whan optimally expanded to 
local ambient pressure. 


T Opt # p + *Opt,S 


V.p “W.p’p 

»«pt,» - 1^ „ tt . V, 

Theoretical optimum specific impulses ere based on the respective properties 
ef the primary and secondary flows, however, the reference pressure ratio 
is the primary chamber pressure ratio far both flows. 


An alternate definition of specific impulse efficiency in common use 
and computed for this engine is 




1 (i + ft \ 

A n,opt,p ' p s' 


This definition references the measured thrust to the total theoretical 
thrust delivered if both th? primary and secondary flows are considered 
to hove e theoretical optimum I based on the prir ary flow properties. 
This is commonly referred to as a topping cycle efficiency. 
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(U) 


Nozzle thrust efficiency, C^, is s Measure of ths notrle expansion process 
including the base region and does not includo combustion chamber effects 
or inefficiencies. It is defined in a similar manner to specific impulse 
efficiency with the exception that the reference thrusts are baaed upon 
actual characteristic velocities. 


C. - 


'opt,p ^C* 


+ P 


Opt,B 


% 


c* 


(u) When a theoretical primary reference only is used, a topping cycle nozzle 
thrust efficiency is defined by 

c _ * 

top /y\ r fO . • Y 

(2*. »»wpt»p P » 


p . u+ 4/5 ) 

'r p °pt,p a P 


with no secondary flow, either definition reduces to 



(a) In determining ths above parameters from the test data, all of the potential 
fact irs which may influence performance were considered. The areas 
wh ~.h zero considered included nozzle stagnation pressure, aerodynamic throat 
are/-., theoretical performance, propellant i-ipirity, heat lose effects, 
and base pressure, la reducing data, factors whose effect eras b# .. ivod to 
be less than 0.1 percent were neglected* 







(u) Bosnia. Stag nation Reassure. Two chamber pressure taps (PC-1 and PC-2) «r« 
located near the injector, mil one tap (FC-3) is located downatreea of the 
injector near the contraction zone (Pig. 23, page 54). The chamber tape 
ere located at a contraction ratio of apjrcadaately 10 where * B tatifl^total 

- 0.9978 from one-dimensional ideal flow, and therefore, the pro secure 
reading ia corrected by 0.22 percent for atatle to total pressure* 

^ Combustion effects on the nozsle stagnation pressure were considered 
because there is a loss in total pressure for heat addition to a gee 
flowing in a constant area duet. Because e pressure tap (fC-3) is 
located 4 inches downstream of the injector Just prior to the contraction 
zone, the combustion process can be considered to be completed and the 
combustion effect on R downstream of this tap is negligible* 1 drag 

C 

(friction) analysis was conducted for this model, and the effect ef 
drag between the pressure tvp end throat was negligible* Nozzle total 
pressure was therefore computed from P q « PC-2/.9978, 

(0) Aerodynamic Throat Area. To accurately distinguish between nozzle 

efficiency end characteristic velocity efficiency a transonic potential 
flow <malyeis and boundary layer analysis of the throat region vaa 
conducted. lotentiel flow and frictional flow discharge coefficients were 
determined to be .9954 and .9939, respectively, with a resulting actual 
flow discharge coefficient, equal to 0.9693* 

(C) Rrca geometry, tba geometric throat area A p is based upon the average threat 
gap (g) as determined by pretest and posttest measurements. 

A p ♦ Bg) g 

where 

Sj •• 11*064 in. (outer throat radius at t'.ya threat) 

*■ 11*048 in* (iaeasar throat radius at the throat) 

•r ' A p «€$.53g 


e&GBWlElf 







Applying the discharge coefficients the aerodynamic throat area A* w ia 
A* p - 69.53 Cp g - 60.79 g 

Daring the sea level test progresn the throat gap was measured in air 
locations around the throat circumference. During the altitude test 
program, the throat gap was measured in sixteen locations and two seta 
of sixteen readings each were taken. A ball micrometer was used to 
obtain the measurements. 

A stress analysis was performed to determine the' deformation of the throat 
region caused by thermal and pressure stress under hot firing conditions. 
There was an uncertainty as to the manner and direction of tie throat 
defamations. However, the maximum deflection that could reasonably be 
expected would give a throat area change of 1 percent. The major 
effect on throat deflections was found to oe a cyclic thermal buckling of 
the throat coolant slot walls. 

Because of the uncertainty as to the manner and exact magnitude of the 
throat deflection, an analytical stress correction to the throat area 
was not used in the data analysis. The determination of the throat 
area during a firing was made by considering both the measured pre- and 
posttest throat areas and a throat change established by the change in 
primary thrust during the firing. This method is discussed in detail 
in the results section. 

Theoretical Performance. Theoretical propellant performance was 
calculated for OT0/UffiH-<tf^^(5O»5O) based upon one-dimensional expansion 
in chemical equilibrium (shifting performance) for mixture ratios of 
1.4* 1.6, 1.8 and 2.2 at chamber pressures of 300, 400, arl 500 psia. 
Figure 30 is a sample page of the I£K printout (from Rocketdyne'e 
theoretical propellant performance program) at a mixture ratio of 1.8 and 
chamber pressure of 300, 
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Propellant Parfoznanoa Printout 














(tj) A kxaaMiry of theoretical primary perforaance ia presented is Figs. 39 to 
42. A su«ery of the gas generator combustion gas properties is shewn 
in Appendix, 4 * Figs. 213 to 216. Theoretical performance, as shewn in 
the figM'es was used in % data reduction program to determine nossele reference 
performance reported in Ref, 25. Although theoretical primary C* were 
properly accounted for as a function of mixture ratio, primary theoretical 
I was programmed as a function of pressure ratio at a constant mixture 

flfOpt 

ratio. Unfortunately this tends to prejudice the results towards those 

tests at high mixture ratio. As an example, one high altitude test 

with no secondary flow (AAOl) was conducted at a primary mixture ratio of 

1*77 whereas one high altitude test with 3 percent secondary flow was 

conducted at a primary mixture ratio of 1,67• (AC13). At a mixture ratio «f 

1.67 and a pressure ratio PR of 300, I g ^ - 3U.0 whereas at the same 

PS and a mixture ratio of 1.77, I . = 312.5. From the expression 

s,opt 


He* i 


T 


P 3,0pt, p p 


and with correct value of 


C* 


CO 

T ¥R - 1.77 

- 

4 HR « 1.67 


311.0 


1.0048 


(U) A difference of 0.1 unit in mixture ratio results in a difference of 

0.48 percent in both the relative C ? and^ I g for two tests performing 
equally but at this difference in mixture ratio. For the altitude test jvttgmt 
(see Table 5 ) the no seconds:'? flow testa were “automatically" higher performing 
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1.6 1.8 2.0 


Mixture Rafeie 

Figure 39. Theoretical C* vs Mixture Ratio 
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cy from 0.2 to 0.5 percent then the testa vith secondary flew aa reported in 
B*f. 25 because they wore accomplished at a higher mixture retie. Since these 
performance differences ere in tlm order ef magnitude of the gains expected 
with secondary flee it is necessary to include the effect of mixture ratio am 
theoretical reference performance. 

(u) 1 computer program using tabulated theoretical performance data and interpolating 
mixture ratio, PS, and P Q effects was written at Bocketdyne and used to obtain 
the final performance data presented in this report. The measured quantities 
of thrusts, flows, pressures nod temperatures obtained from the test sources 
were used for input. 
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I 


E 


?; 

I 


& 

k 

\ 

I 


(o) Propellant Xatwrltr. Because water content in the fuel and oxidizer will 
change the theoretical performance, theoretical propellant performance was 
determined for HSO/50-50 with various concentrations of water. In general, 
water in the propellants increases and decreases C* with a net decrease 
in I • The changes in C* and X at a chamber pressure of 400 psia are presented 
in Pig. 43. These changes are valid for a chamber pressure range ef 300 te 
500 psia since the change in performance is only slightly dependent upon 
chamber pressure. 

( 0 ) Balnea of A V#r * hmi coa ^ lt<,(1 fw **“ t ®* t 

tabulated In Appendix 1. Maxima values were AX 
Tb» a2 0 - .9907. ^ 


-.30 seconds and. 


(tj) Beat Loss. Effects. The effect of heat less to the cooling water was determined 
us in g a computer program. This program calculates ane-dimansional theoretical 
nozzle performance with heat removal or addition at the injector and heat removal 
in the nozzle. Beat removal in the nossle is performed in Increments by a 
constant pl e asur e process. The program maintains the propellant in chemical 
equilibrium through the expansion with beat removal. The magnitude and schedule 
ef the theoretical heat loss per pound of primary propellant, Q^jfor input te 
the progr* was determined from a theoretical beat transfer analysis of the 
actual thrfaat chaaber. At chamber pressures of 300, 400, and 500 psia and a 
mixture ratio of 1.8, was computed to be 193.1, 184.9* and 177*9 ht^/lb. 
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(u) the decrease of C* efficiency caused by boat removal frees the combuatiou cbm bar 
la efcown ia fig.44 for P„ of 300 and 400 and KE » 1,8. Thh ratio of the *otuil 
total heat lose per pound #f propellant, Q, to the theoretical leas' per pound of 
propellents, Q^, is used as a normalizing parameter. Because the hotr-firlng 
testa performed cn this nozzle were at various altitudes and because 7^} g ^ 


01 


im.. 

where 


s jVaCjH 


. J 1 


a,vac, adiabatio 


) 


1 m theoretical vacm» specific impulse for a given heat 

®» v «c» • • removal rate and schedule 




I j. . j.* m theoretical vacuum specific impulse with no heat removal 

a,vac,adiabatic 

cam emlj be directly applied to vacuum specific impulse, a curve of A 

(defined as (I —I ,, . u . ))tb heat removed was computed 

a,vsc,H.L. a ,vac , adlabatie 

(fig. 45). The AI „ . was directly applied to the site specific impulse to 
obtain an adiabatic specific impulse. 


(U) The effects of variations in heat loss, chamber pressure and mixture ratio were 

determined by perturbating each of these parameters over a range of 50 to 200 percent 
of tbs beat x v>, chamber pressures from 300 to 500 psia and mixture ratios from 
1,4 to 2.2. In Fig, 46. and 47 are shown the perform arcs variation of Y)^* and Al a 
for variations in mixture ratio* and chamber pressure. 

(u) Total heat transfer to the model includes the beat transfer to tha cooling water 
pitta the heat absorbed by tbs injector baffles in the combustion chamber. For a 
given teat, tha actual beat transfer to the cooling water is determined by measuring 
the bulk temperature rise and water flowrate. The heat absorbed by injector baffles 
is estimated front a beat transfer analysis rather .than test data since the actual 
heat absorption or baffle temperature at a given point is difficult to measure. 

(tl)Caxiir* baffle surface temperatures are shown in Fig, 4B to 50 for chamber pressures 
of 300- 350, and 400 psia and for C* efficiencies of 100 and 90 percent. Also 
shown are total heat absorption for the baffles as a function of test duration. 

These results are based upon the assumption that heating occurs along the surface 
exposed directly to the gas and to the blunt trailing edge but not to 
the surfaces immediately adjacent to the chamber walls. These 
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Total Beat Absorbed by Baffles, v}, Btu 





















Time, seconds 

figure 50# Baffle Surface I'enperature and Beat Absorbed vs Tit 


Total Beat Abso 





































assumptions are considered to b* the Boat realistic. the rate of absorption 
is not constant but decreases with increasing duration. Results indicate 
that the baffle heat absorption rates are approximately one-sixth the coolant 
absorption rates. 


(o) Beat loos effects were hand computed from measured water flowrate and temper¬ 
ature rise data. A typical outlet water temperature profile is shown in 
Tig. 51 • Since there is a lag in water temperature rise the maximum temper¬ 
ature achieved was used in the heat loss computation. A constant baffle 
heating rate of 445 BTU/aec was used. The heating rate.) for all testa were 
compared at the same firing duration by comparing water temperature rise curves 
and adjusting for the temperature rise over the difference in aainstage duration. 
This correction was approximately l°/aec or less. 

(u) The ratio of the "measured 1 ' heat loss per pound of propellant.Q, to the theoretical 
heal; loss* Q^» was computed from 

S^O I//*** ATsgo) inner + (T V AI H2 c) 445 


0/ Q 


th 


193.1 f\ 


193.1 ' 


for the altitude tests and from 


v ^ C P V * V> „ . “t 


193.1 K 


193.1 V. 


for the sea level tests. 


(u) ?or the initial tests at approximately 400 poia chamber pressure, a reference 
constant of 184.9 was used in place of 193.1. 
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>»3 V 



Time, Seconds 

?igur* 51. Cooling Vatsr Outlet Temperature, Test AB-11 






































(U) It should be noted that the heat loss effects are corrected to that of an 
adiabatic engine. This is slightly conservative when considering the engine 
in a regeneratively cooled application. The effect of the heat being removed 
and added to the inlet propellants vaa investigated for this engine operating 
at 400 psia chamber pressure using the same computer program. The effect of 
the overall heat removal end addition cycle as shown in Fig. 52 was to slightly 
improve engine performance over an adiabatic engine. 

(u) Basa Pressure . Six pressure taps are located in the nozzle base cavity exit lip 
to measure the base pressures as shown in Fig. 53 . The resulting aveiage 
base pressure is determined by taking a weighted average of the six readings 
by ares. Each of the two lines of taps is weighted by one-half the base cavity 
area, and the lip tap is weighted by the lip area. Based on the geometry of 
the base region, Fig. 53 presents the ereas used to weight the pressure readings. 

(tf) Change in engine performance with secondary flow relative to performance without 
secondary flow can be computed from the equations 
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Performnnca Calculation Procedure 


(u) The equations used to determine engine performance are described below. The 
equations with an asterisk were used in the Rocketdyne data reduction program. 
Other computed quantities were liand computed or supplied by the&ocketdyna 
Research and iSDO RTF test organizations* 


(U) Keasured thrusts, flora (except HgO), and pressures ere 0.5 second averages 
except for two testa (RI>C2 and RD03) which were 0.5 second Beckonn data allces. 

1 . P c <= PC-3/.9978 (See Fig. 23, page 54 for locetion of PC-3) 

2 . Vc* a . L . = f ($, pap, P e ) Figs.44 and 46 

3. AI 8|3 . l> * f U, ? c ) and 47 

4* Vc* 32 o 35 f (percent HgO, KRp) Fig. 43 

5. ^ ^a.EjO = f (Percent HgO, KP^) Fig. 43 

6 . P B = .12 (PB-1 ♦ PB-3 + PB-5) + .179 (P3-2 ♦ PB-d) ♦ .282 PB -6 

•7. V p c - V^c 

*8- c* p = g 0 p c A*/J p Vc*K.L. g o s 52 * 174 iV^V*^ 2 

*9* ^a = So p c,s C D,a 4g/*s c D,a * 0.£5 (secondary orifice discharge 

coefficient) 

* 10 . C*th,p * * ( p c . >®p) (tabulated values programmed) 

*11. C* th<a = f (P C|S (tabulated values programmed) 

* 12 . Ia.opt.p - f ( p c» ®p» PRp) (tabulated values programmed) 

*13. Is,opt,s 3 f ( p c » } ®s» PR s) (teoulated values programmed) 

*14. *> C*p/C* th ,p7c*B20 

*15. ?C* a - ^/C*^ 

16 . w p * ir 0>p ♦ ir ftp 

17. if 9 = ^o,s + ^f,a 

i° *r - * p ♦ v a 

19. KRp-VA.P 

20. f'Bg a ^0,sAf #a 

*2l. P ■ ? A ♦ ^*a,B.L. ^p ( p A iB meat,ured «*!•! thrust) 


22. A* a 68.79 g (g is average measured throat gap, in.) 

P 2/ / \ 

23. A ■ TTd /4 (d is average measured orifice diameter, in.) 

9 4 8 
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*24. 

*25. 

*26. 

*27. 

*28. 

*29. 

*50. 

*31. 

*32. 

*33. 


opt.p* * AX *H2°^ *P 

) 


P , * I, . 4. 

opt,« •.opt.p • 

*-V' 


r i* 

'faa.opt 

Cf - F/ (?c*_ F . ♦ 

".opt.p 

* P . , 
P opt.p 


opt.s 
opt.p 


<C*pl 

CT.opt - '/L V'p^.,,(1 *^p)] 


:Kvv 3 

opp.8? 


I, - f/ft* 

- tfp/if.KCV'cV 

€*-V^ p d, « 571.5 in 2 , nozzle exit are*) 

pa * P<Aa 


3ase_Heat Tranafer. D ata Beductioa 

(U) Surface temperature measurements were recorded on the base plate of the aerosplke 
model to gain information on the local heat transfer coefficients and tha 
recirculating gas temperatures. These results will indicate the existence cf 
certain problem areas, such as bass cooling requirements. Also, tha calculated 
recirculating gas temperature may indicate the amount of mixing between the 
secondary and primary flow. Tha method ef analysis and experimental results 
are presented in the following page*. 


(tri Analysis . The experimental method conslste of thermocouples embedded on the 
gsa-eide and the insulated surface. A circular slot is formed around the 
thermocouples to isolate and to obtain one-dimensional flow as shown in Pig. 54 * 
The actual measurements that are recorded ere both surface temperatures 
vs time. Based on an analytical modal, the local heat transfer coefficients 

and recirculating gas temperatures can bo computed. 

« 
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insulated 



T 


gas-aid* 



Gas-aid* 

Insulated aid* 


ANALYTICAL MODEL 


Figure 54, Base Heat Transfer 







>• 

i. 


(u) The experimental model can be readily analyzed by ae'juaing one-dieeneional 
heat flow, with one side exposed to the hot gas flow end the other insulated. 
Consider a slab aa shown in Tig. 54. To express the temperature distrioutioo 
in the slab in terms of nor •dimensional module, the distribution is written eat 


js. -L.Z* 


e 


- T. 


oo 

2> 


> j .-j.Wl 2 ) r «» *„ eM t 1 l 

'J [^+«m«T n cos5 a Jr 


where 


Va 




Hl 2 

it 

k • 


EL 


(u) Thus, the temperature ratio 


* 

can be expressed in terms of dimensionless terms, Fo, Bi, and x/L. 

(u) Another assumption which is required in the data reduction is that the gaa-eids 
cond.tiosrremain constant from 0 » 0+. This is a basic requirement in the 
derivation of the one-dimensional heat conduction equation. Since the heat 
lcrr from natural convection on the back-side of the base plate is email in 
comparison to the heat input, the condition that the surface is inaulstsd 
is valid. 
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(U) Data Reduction end Test Reaulta Local beat transfer coefficient and 

gas temperature are the two desired quantities. In order to solve explicitly 
for the a foremen ti'u.d values, two degrees of freedoms must exist. By 
considering a time slice in the two surface temperatures vs time curve? and 
substituting the temperatures and time into the basic conduction equation, two 
equations are obtained. Solving the equations, simultaneously, the local heet 
transfer coefficient and gas temperature can be determined. This ia the 
theoretical approach to the data reduction. However, the direct application 
is almost insurmountable because of the complexity of the one-dimensional 
conduction equation. In order to converge the equation to an acceptable value, 
many terms must be solved. Thus, the temperature ratios were predetermined 
under expected heat transfer conditions and time. Figure 55 and 55 illustrate 
the temperature ratios for the gas-side surface and back-side surface, res¬ 
pectively. The material is 347 stainless steel with a wall thickness of 
0.5 inches. 

(u) The more desirable procedure in the data reduction is to obtain the back-side 
and gas-side surface temperatures for a given time slice. Employing these 
values in conjunction with Fig. 55 and 56 , the local heat transfer coefficient 
and gas temperature can be obtained from a trial and error solution. However, 
for early time slices, the back-side temperature will be equal to the initial 
temperature of the base plate as seen in Fig. 57 . Consequently, the above 
approach cannot be employed for initial time slices. However, two different 
time slices incorporating two gas-side temperatures can be employed for a 
trial-and-error solution. 

(c) As an example. Fig. 57 depicts a typical surface temperature history for a 

thermocouple set. Superimposed or the graph is the secondary flow temperature* 
From the datum slice of five seconds to eight seconds, the recirculating fluid 
consists of primary flow gases. At the eight-second point, secondary flow was 
injected. A aolution was tried for two time slices, and the following results 
were obtained. 
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(C; ‘Typical nozzle base plate temperatures obtained in the altitude test program 
are shown in Fig. 58 . A summary of nozzle base plate temperatures obtained 
during this test program is presented in Table 6 . Maximum gas-aide and 
upetreaa-aide plate temperatures measured were 440 and 180°F ( respectively. 

A general trend of higher gas-side temperatures (TBP-3) during the high test 
cell pressure transient firings (firings AA03» AB11, AB12, AC15. AC16, AC17 
and AC20) was noted. However, this trend was expected, since nozzle base 
pressure for these firings was proportional to ambient pressure (open wake 
regime) and the gaseous film heat transfer coefficients are directly propor¬ 
tional to local pressure to the 0.8 power. 
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WATER COOLED HARDWARE TEST RESULTS 

(®) Hiaa sea level test firings and twenty-one altitude test firings were 

conducted with an experimental, 12 percent length aerodynamic spike thrust 
chamber. The nozzle had a nominal area ratio of 25 and utilised M 2 Qa/ 
DDMH-N 2S^(50-50) propellants for both primary and secondary propellants. 

(D) Sea level testing was conducted over a range of pressure ratios from 

22 to 29 (?e * 300 to 400 psia) and a secondary flowrate range from 0 to 
5.3 percent of primary flowrate. Altitude testing was conducted over a 
pressure ratio range from approximately 40 to 350, a secondary flovrata 
range from 0 to 5 percent, and a 0.0. mixture ratio range from 0.10 to 
0.18. 

(u) Satisfactory oparation of the gas generator was not obtained during 
firings AD22, AD23, and AD24; therefore, performance data for these 
firings are not presented. 

(u) Determination of the characteristic velocity of the thrust chamber and 
subsequent nozzle thrust efficiency from the test data required a con¬ 
siderable effort resulting in the development of an aerospike nozzla 
throat analysis method which should be useful in future testing efforts 
with this type nozzle. This method is described in detail. 

(u) Nozzle performance in terms of Cj, Cx tQp and base pressure are presented 
as a function of secondary flowrate and gas generator mixture ratio. 
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Determination of Nozzle Throat Are* 


(C) Post Test Throat Area Method . Originally it was planned to use the nozzle 
post test measured throat area {Table 7 ) for the determination of ng* 
and C T . However, it became evident that this measurement alone uaa 
inadequate because (1) the throat area was obviously increasing in a 
seeaingly repeatable manner during the first 3 or 4 seconds of a teat (this 
conclusion was also reached during nesting of ths nearly identical TVC 
engine. Ref. 26 ) and (2) from 3 to 9 thrust chamber firings were accom¬ 
plished between throat area measurements in the altitude tent program with 
a likely throat area variation for each test. Characteristic velocity 
efficiencies (Tabls S ) showed considerable variation among the altitude 
firings. Nozzle efficiency trends with altitude did not follow the 
theoretical trend {Fig. 59 ) and teats with secondary flow showed gains 
substantially greater than indicated by base pressure measurements {Pig. 60 ) 
This method was therefore considered inadequate for determining nozzle 
performance. 


(c) Constant n^* Assumption. Since normally one would expect a close grouping 
of characteristic velocity efficiency values f*r repeated tests with the 
same Injector, altitude performance was computed using this method and 
reported in Ref. 25 . Post test throat area measurements were used to 
obtain an initial value of average rig* over a 2-sscond interval beginning 
4 seconds after ignition (Table 9 }• An average ng* was then computed 
for each of the three test periods and these averages were in turn 
averaged to obtain a test program average . This is an arbitrary 
weighting and hence the absolute level of performance is also arbitrary. 

A constant A p was computed for each test uaing this and 2-second 
average values of W p and ? c> Using this constant A p , §.5*second interval 
average performance was computed over the duration of each test. 
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TABUS 7 


NOZZLE TliRQAT AREA MEAS0REKEKT3 CONFIDENTIAL 


TdSt 

Protest An B 

in2 

Post Tflflt Ap fB 

- -in 2 


RD 69 

14.546 

15.067 

♦ 3.58 

RD 71 

14.914 

15.213 

+ 2.00 

RD 01 

15.311 

15.505 

+ 1.27 


15.450 

«• 

- 

RD 03 

14.970 

15.206 

+ 1.58 

ED 05 


14.198 

- 

RD 06 

14.198 

- 

- 

RD 08 

- 

13.892 

- 

RD 09 

13.892 

13.989 

+ 0.70 

; AA01-03 

13.850 

14.347 

+ 3.59 

a AB08-12 

i 

14.071 

13.828 2 

- 1.73 

j AC13-21 

13.816 

13.507 

- 2.24 


1 Outer throat bolts reversed (torque applied at, nozzle end) for tests 
subsequent to AA test series. 

2 This value differs slightly from that reported in Ref. 25. 
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59* Nosxl* Thrust Efficiency Trends Using Post Tsst Threat Arcs Keasurwaent* 
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(c) The time variation of ncj (Fig. 61 ) indicate! that ncjj initial!/ 
deoreaaea and then increaaea aa the firing progresses. No*tie thrust 
efficiency trends (Pig. 62 ) indicated substantial deviation from theo¬ 
retical trends with altitude end secondary flowrate. Changing injector 
flow characteristics (Fig. 65 ) further indicated that a variation in 
i\q* was possible. Based on these results and considerations an alternate 
method of establishing performance was sought. 

(u) Wozsle Primary Thrust Method . Since the nozzle throat area can alternately 
be deduced from measurements of chamber pressure and the primary thrust 
of the no 2 zle and since small variations in ng* should likely result in 
even smaller variations in the primary thrust coefficient Cy , the use of thia 
quantity in determining throat area was investigated. p . 

(U) The thrust P p developed by the primary noszle (Pig. 64 ) can be expressed 
in terms of the resultant measured axial thrust P^ and other pressure 
forces acting over the engine by 

P p ' P A * P .,c “ P 8 + < P .,=0 U 1- P »,cwl> * P , "0. <*,„ * p . % \ 

( 1 ) 

(U) The primary nozzle efficiency 'HCp is a function of the nozzle design and is 
essentially unaffected by small changes in nozzle throat area. The theo¬ 
retical Cy v&0 is a function of nozzle area ratio and propellant mixture 
ratio (Pig. 65 ). Prom Fig. 65 the sensitivity of Cp vft(J to « ^nd mixture 
ratio variations indicates that two percent changes in e and mixture ratio 
result in approximately 0*10 and 0.25 percent changes, respectively, in 
C fvjw . A potential flow analysis of ths nozzle contour (Fig* 66 and 67 ) 
indicates that Cp is unaffected by ambient conditions until a pressure 
ratio of approximately 50 is reached. 
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Nozzle V&ll Pressure Ratio 
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(u) The above equation expressed in terns of A* 1# 

P 

A* « 7 p _ 

P *c\ C t 

¥ vac 

(u) The ratio of the throat area at any time relative to some reference throat 


area la then 


X* (P /P ) hep , Cp 

-* 'ipVr-^or^ 


(U) With the assumption that#, 


L ’J k \ 


■p,ref 


'^vac.ref 

_ <Vv c * 




v ac,ref 




where C„ = f (MR,£) 
*vac 


(C) This expression does not establish an absolute throat area but it does 
establish the throat area change during a fixing and the relative throat 
areas among tests operatl g above the pressure ratio at which nozzle 
. recompression starts. In the recompression region, 'Hep Ay ) 
a strong function of F/P (Pig, 67 ) ana hence no attempt wSs male to determine 
relative throat areas for the altitudo tests operating in this region. 
Fortunately the altitude tests over the low pressure ratio range achieved 
a stabilized (constant) throat area before racompreasion occurred. The 
above expression was not used to cor.^are the sea level throat areas among 
the different tests because f small differences in ? o and hence 
However, it was felt adequate to determino the change in throat area with 
time during « given test, since Pand T) ^ are essentially constant. 

The steps in the calculation of throat area variation with time for each 
test and the relative stabilized throat areas among the altitude tests were 
as follows; 

(U) 1, A reference point in the firing (3 to 5 seconds after ignition) wss 

silected. For the altitude firings, a point was selected which avoided 
the recoenpression region (v/P^ >50). 
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(c) 2• The primary thrust was computed at 0*5 second intervals from 0*5 
second averaged measured test data by 

VW.-’b'j 

“ ne,p « = ’»• “ m (r «.c«l - 'l.ocl 5 13 0 

(c) Outer nozzle lip pressures PH-1, IN-2, and Hl-3 (Fig. 24 . P. 55 ) »«* 

carefully examined for each test. Results presented in Ref. 25 which Indicate 

w *\ ' 

some aspiration of the outer nozzle are not representative, of the actual 
condition and were caused by a lag in response of pressures HU2 and IS-3. • 
All constant attitude runs (AC21 and 4Z> series) in this teat program and 
the TVC test program indicate IK-1, IN-2, and PU-3 ■ P # . 

(c) When computing F^ values it was noted that distinct decreases in P^ of 
22 and 31 pounds occurred during G.G. cutoff for the AC aeries with 
3 and 5 percent secondary flow, respectively. This was a definite indication 
that the base thrust contribution determined from the average base pressures 
vaa too low* Primary thrusts computed far the 40 test series by equation 1 
were therefore reduced by 24 and 31 pounds for 3 (22 pounds for teat JC19 
and 20: HE. * 0.18) and 5 percent secondary flow, respectively. No such 
effect ves noted for the AB aeries of tests with 1*2 and 2.5 percent secondary 
flow* 

(c) Increasing base pressure gradients with increasing secondary flowrate 
(Pig* 68 ) may have caused the base pressure averaging technique to be 
less accurate. During the last two seconds of the tests with secondary 
flow, the secondary flowrate decreased to less than 0.5 percent. Bence 
relatively uniform base pressures were achieved and a more accurate baa# 
throat could be computed... .. ...... 

mm 

(C) Values of Pg/P, tabulated for the AC test series in Appendix 1 were determined 
from the measured average base pressures and should be increased by .00048, 
(00044 for AC19 and 20) am .00062 for 3 and 5 percent second ary flows to 
give a more accurate representation of the effective base pressure ratio. 


























3. The primary thrust was normalised to 300 pula. ( 40 O pa la for testa 
ED69. 71* and 01.) 

4 . 4a initial area ratio waa selected for each test fraa available 

measurements. For the sea level tests* the posttest measures eats 

were used except for HD69 (Y)** « Y)-* ) and EDOS (average ef 

v p,ED69 ''p,BD71 

pretest ED06 and posttest KD09) . For the altitude tests pre-* and 
posttest values were used for the first and last teats in the AS and AC 
eerisa with a linear throat area variation assumed for intermediate 
tests (?ig. 69)* ^he test period initial area ie adjusted slightly 
lower than measured because a factor was applied which assumed that 
the decrease in throat area was caused by a uniform buildup of deposits 
on the throat. For the 44 series the posttast throat area was used 
for A403 and throat areas far 4402. and 4401 were extrapolated -using 
an average of the slopes of the 4B and 4C series. The changes in 
nozzle throat area indicated in Table. 7 • page 131 suggested that 
the method of mounting the outer throat in the sea level test series 
and in the 44 test series was not adequately securing the nozzle assembly. 
During several disassemblies of the engine it was note., that considerable 
effort was required to remove the outer throat bolts. This fact and the 
Indicated significant area increases suggested that applying torque 
to the nuts on the injector end of the engine was not securing the 
outer throat. Therefore* post tost throat area measurements were 
considered more reliable for the BD and A A test series. It should 
bo noted that the variation of throat areas in lig. 69 about the mean 

value results in a change of only * 0.33 percent in theoretical C_ . 

vac 
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(u) 5* Cy^ was determined u % function of area ratio (ocrst. for a given 
tost) and 0.5-eecond average mixture ratio* 

(c) 6. was computed ve. time for each test. Results (Figs. 70 * 71 

and 72 ) indicated that the throat area increased approximately 1.5 to 
2.2 percent and reached a constant value within from 3 to 6 seconds after 
ignition* for the initial teats in s aeries. As the number of consecutive 
firings increased* the magnitude of the throat change decreased. Since 
test AC21 showed very little change, and since it was the only valid 
test performed at constant altitude, the same technique of analysis was 
applied to several subsequent tests with a nearly Identical TVC engine. 

The TVC engine teats were all conducted at a constant altitude. Figure 72 
shows that teats BAOl and BC12 (each the first test of a series) exhibited 
similar behavior, i.e., the throat area increased from 1*5 to 2.0 percent 
during the iirst 3 to A seconds of operation. The throat area change on 
ignition was noticeably reduced by the eighth firing in the series (BC18). 
It would appear that some fora of elow recovery from thermal cycling is 
the engine may be occurring. 



1 

U. 

it 


(c) The scatter in the data between si: and seven seconds after ignition 
is caused by unstable conditions associated with cutoff and rapid 
chamber pressure decay of the gas generator. 


(C) 

(C) 


7. 


The unusual trend exhibited for testa SD02 and BD03 may have been 
caused by water leakage into the engine. 

For the altitude test series* the stabilized reference throat areas 
were then compared to the stabilized throat area for test AC 15 by the 
relationship 


■ A *p«rafi 


U *P,ref> 


AC13 


? e^ref, AC13 ^vac* ref 


r 

ii 
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to establi-b the relative stabilised throat areas for the altitude 
test program* 
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Throat Ari*a Char^ vs. Firing Duration, AAO* Through AC14 


















































































Percent Change in Throat Area ( 

































KttM 


P*» 




m 


(c) 8 . Absolut* Talus* of throat ut:n for the altitude test program were 

determined tq- selecting the pretest throat area measurement prior 
to the AC tea.': aeries for test AC13 and following the area change 
curve indicated is Fig* TO • The absolute values of all the throat 
areas at any time could then be determined by using the A* p ^ 

equation to establish the hot stabilised throat area for each test and 
the A*^/A*p equation to establish the tine variation of A* p during a 
teat. The overall proceos was repeated for the majority of the tests 
using the new A*^ to account for differences between the initially 
assessed A*^ ( £*) value and the one calculated on the first Iteration* 

Figures 70 * 71 , and 72 ere the area change curves from the 

second iteration. The final throat area values (A* ) arc tabulated 
in Appendix 1 as a function of time for each test* Sea level throat 
areas were computed using postteat threat area measurements (except 
for BD 69 and HT 06 ) and the throat area change curves shown in Tig, 69 . 
Ho poatteat area was available for HX>5 and an average of pare BD06 
and post HD08 values was 'used* The same 0 * efficiency was used for 
test RD 69 that was obtained with HD71. 

( 0 ) Typical characteristic velocity efficiencies obtained using this 

method are shown in Figs. 73 and 74 for typical sea level and altitude 
tests. The values of T}*# indicate a gradual upward trend. Sene 
of the curves (AA02 and BBoS) appear to have the saae initial shape 
as the throat area change curves* However* test AC13, which has 
the steepest ares change* has the same gradual upward drift of 
test AC21 which has essentially no throat area change. The fact 
that is actually varying in the manner indicated is substantiated 

by identical trends in the vacuum speoifio impulse of the primary 
nozzle (i - F 7w ) as shown in Figs. 75 and 76 • 
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It 1 m not certain what causes tbs upward drift in efficiencyc One 
possible reason is that there Is a heat sink effect occurring within 
the chamber. A rough estimate of the difference in heating rate for 
the engine with oold walls and hot walls ( t? 800°P) indicated that 
approximately three seconds of specific impulse would be gained during 
th. transition, deference to the theoretical baflle heating rate 
curves (Fig. 48, page 109 ) indicates that relatively constant 
heating rats occurs after approximately one second ef operation. The 
water-cooled walls should achievd s stabilized surface temperature 
within eves less time. However, in initial sea level testa at 400 psia 
chamber pressure, melting an a portion of the nozzle surface occured 
only after five seconds of operation. 

Another possible reason for the increase in efficiency is indicated 
by the injector flow pattern relative to the baffle surface (Fig. 77)* 

Cos quarter of the orifice patten is adjacent to the baffle surface* 
in appreciable portion of flow appears to impinge cn the baffle walls. 

As the baffles heat up, vaporisation and more efficient combustion 
may be iroaote*'. 

Voxels thrust efficiency results obtained with the primary thrust method are 
illustrated for zero secondary flow in Fig* 73* The altitude tests 
showed tha proper trend with pressure ratio and a very close grouping 
among the tores tests* Tbs results achieved with secondary .flow 
and presented in the next section showed equally consistent agreement 
with theoretical trends and an exceptionally close grouping of comparable 
or overlapping tests (high end lew pressure ratio) with the same 
secondary flovrato. The experimental efficiency data obtained with 
a scaled cold-flow model (See Volume X' of this report) are also shown* 

Hrcept for theoretical friction end kinetic differences, the efficiencies 
would be virtually the Barns. 
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Ths theoretical performance estimate for the hot-firing Model is 
comprised of a constant Jf ( » 1.25) transonic flow analysis of 

the throat region, a variable' Jf (corresponding to shifting equilibriu* 
properties during expansion) potential flow analysis of the nozzle, 
an analysis of theoretical reaction kinetics (using Bray criteria), a 
viscous flow analysis (drag) and measured base pressures* An area ratio 
of 26*1 vaa used for ths theoretical computations because this corresponded 
closely to the actual area ratio during the firings vitb no -secondary * 
flow, 

Ths -L.ieorotical efficiency curve shews a peak efficiency of .9565 at a 
design pressure ratio of 300 compared to an experimental maximum efficiency 
of 96*0, The experimental data agrees within 1 percent of the theoretical 
performance from a pressure ratio of 450 to a pressure ratio of 50 where 
nozzle compression begins. The experimental hot-firing efficiency is 
approximately 3 percent higher than the theoretical estimates in the 
pressure ratio range from 35 to 45. Tne fact that the cold-flow 
efficiency trend is the same as the hot-firing data suggests that the 
theoretical trend in t. e recomprossion region ie in error. 

The results achieved using this method were definitely more logical in 
indicating performan*. * trends than any other method attempted and were 
adopted for the final interpretation of data presented here. The 
absolute level of thrust efficiency, however, probably has an uncertainty 
on the order of * 1 percent. If the poettest throat area for AA03 were 
selected as the reference, the altitude results would be based on 0.9 ’oercaat 
higher throat srens. If either the pre-or posttest for the A3 series 

were selected as the reference, the throat areas would he one percent 
smaller than the ire as actually used. The absolute performance level 
presented is a mean value and is probably representative of the actual 
j -ref ormance level. 
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(u) Tabulated values of thrust chamber and nozzle performance In t*'-ua 

©f£* * TL* » 1 a * • T?j * °* C T t are presented vs tine 

P 8 S 8,top * ' 

in Appendix 1 along with other pertinent data defining engine performance. 

(c) Par this discussion nozzle performance is described by nozzle thrust 

efficiency* C,, and C_ « Specific impulse efficiency data is not 8 

good indicator of nozzle performance for this engine because of variations 

in C* efficiency among the tarts and during a test. This is illustrated 

by Pig. 79 which shows the effect of time (pressure ratio decreases 

with increasing time) on Tj^ for two long duration (7*4 seconds) 

altitude tests with no secondary flow. It can be seen that for the 

high pressure ratio test* /]j at l /3 of design pressure ratio is 

equal to T) T at design pressure ratio. The same trend is shown 
-3 

for test AA03. Except for the first data point, which is in a peak 
performance region of pressure .'atio, the f)~ curve is increasing 
steadily in a pressure ratio region where it should be decreasing. 

At approxirately 14 percent cf design pressure ratio Tj j has decreased 
only 1/2 percent. Therefore Tj j. is not a good indicator of nozzle 
performance fo'. thi? particular lerospike engine because its combustion 
performance is improving with time. 

(C) Sea level data is also shown in Pig. 79 • There is a difference of 

3.8 percent in I efficiency between the data. There is, however, a 

D 

difference of approximately 2.5 percent in Tj between the throe 

S 

30 a level testa RD69, 71, 01 and the test AAO?. However .the average 
slope of the thrust efficiency curve shown previously (Fig. 78 ) could 
readily be extrapolated quite close to the altitude data. Actual 
differences in betveen tests.therefore, can lead to erroneous 
conclusions about £ozzle performance. It can be seen by comparing 
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Tig. 79 and 79 that the use of T)r does not give an accurate 

*n 

representation of nozzle thrust efficiency trends for this engine. 

(C) The effect of approximately 1.2 percent secondary floe an aerospike 

performance is shown in figs. 80 and 81* in Improvement in on 

the order cf 0.3 to 0.5 percent, is indicated at design pressure ratio 

with this flowrate. A maximum performance increase of approximately 

1.5 percent is achieved at pressure ratios from approximately 90 to 130. 

Prom the pressure ratio where nozzle recompreasion begin# ( ^ 50), 

to a pressure ratio of 22, the performance with 1.2 percent secondary 

flow ia equal to the performance without secondary flow. With performance 

referenced to primary properties only (Cj , fig. 81 )» performance 

with 1.2 percent secondary fl r is equal lo^zero secondary flew performance 

at design pressure ratio, and a maximum of 1 percent greater than 0 

secondary flow performance at a pressure ratio of approximately 110. Fren 

a pressure ratio of 50 down to 22, C_ , with 1,2 percent secondary flow, 

* * top 

is approximately 0.3 percent lower than with zero seconder? flew. For 
the sea level tests, a line joins the efficiencies obtained with and without 
secondary flow for the same firing. 

(c) Figures 82 through 85 show the comparison of nozzle and tQp 

values for 2 to 3 percent secondary flow with those for zero secondary 
flow. C T gains with secondary flow on the order of .2 to .3 percent 
are indicated at desigt pressure ratio. With 2 to 3 percent secondary 
flow, a maximum performance improvement of about 1.2 percent is achieved 
at a pressure ratio of approximately 110. Again, the curves with and 
without secondary flow converge at a pressure ratio of 50. At a pressure 
ratio of 22, a loss In of 0.4 percent results with the use cf 2 to 
3 percent secondary flow. 
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(c) Vben performance is compared using the topping cycle definition of 

efficiency, t is a proxiuately 0.5 percent lover with 

3*0 percent secondary flow at design pressure ratio* 

(c) From a pressure ratio of 150 to 50,Cj is higher with secondary 

flow by a maxima of approximately 0.5 percent. At a pressure ratio 

of 22,C_ with 3 percent secondary flow is 0.8 percent lower than 
x, -op 

with no secondary flow. 

(c) With 5.0 percent secondary flcw,C^ at design pressure ratio was lower (Fig. 86) 

than the zero secodSk y flow by approximately 0.6 percent. Thrust 
efficiency with 5.0 percent flow was slightly higher than vith zero 
secondary flow from a pressure ratio of 150 down to approximately 50. 

At o pressure rrtio of approximately 23, was about 0.6 percent lower 
5 percent secondary flow. 

(c) C_ with 5 percent secondary flow was approximately 1.8 lower than 

•top 

the no secondary flow C_ at design pressure ratio, and generally 

top 

lower over the entir* pressure ratio range (Fig. 87). 

(C) Figures 88 and 89 show the results of the te3t3 to determine the 

effect of mixture ratio on nozzle efficiency. All the tests were 
with approximately 3 percent secondary flow. AC13 and AC15 wore high 
and low pressure ratio range firings, respectively, at a GG nixture 
ratio of .11* Test AC18 < nd AC17 were at a slightly lower mixture 
ratio of 0.10 and tests AC19 and AC20 were at & significantly higher 
mixture ratio of 0.18. Test AC21 was a constant altitude teat at 
a mixture ratio of 0.11, (similar to AC13 and AC15). Table 10 lists 
typical secondary flow 0* values for the test program. The effect of 
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energy level is not apparent by examining Fig, 68 alone. C^> for the 
high GG energy level firings (AC19 and AC20) appears generally lover 
than the other tests. When comparing ^ values* however, teats 
AC19 and AC20 appear to have shifted upward approximately 0.3 percent 
relative to the other tests. This shift is a consequence of the defining 
equations (page 93 ) and the lower reference energy level of the lew mixture 
ratio (v* .10) secondary flow. The topping cycle definition indicates 
no significant differences in efficiency with energy level. 


(U) Figure 90 shows the nozzle base pressures with secondary flowrates 

from 0 to 5 percent. Aim shown are the base pressures obtained with 
the scaled cold-flow model (CF^) described in Volume I of this report. 

(c) With no secondary flow and in the closed wake region F^’P^ is constant 
at a value of .0066. Transition t« the open ueke region (Pg influenced 
by P ) occurs at a pressure ratio of approximately 140. From a pressure 
ratio of 140 to 100, P,, is slightly below ambient pressure. At lower 

mm & 

pressure ratios Pg is higher than ambient pressure. The cold-flow 

data base pressures appear to be almost identical to the hot-firing values. 


(c) Base pressure increases continuously with increasing secondary flowrate. 

It can also be seen that base pressure is influenced by anbient pressure 
at higher pressure ratios than with no secondary flew. 


(c) Figure gi shows the bsce pressures obtained with 3 percent secondary 
flow and different GO mixture ratios. It is difficult to distinguish 
any effect of GG mixture ratio on the base pressures. 




















Figure . 91* Cflopariflon of Kirture Ratio Effect on Base Pres eons, F^P fi 
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Kajor conclusions frost the test results arm 

1* The method of determining re La tire nozzle throat area* 
developed in this study la ea analytical approach which 
should prove useful in the interpretation, of future data 
with this type nozzle. 

2. A relatively high level of nozzle efficiency vaa achieved 
( w* 96.0) at design pressure ratio with a 12 percent length 
aerodynamic spike nozzle with zero secondary flow. Hozzle 
efficiency decreased by only 2.2 percent over the pressure 
ratio range (*~ 350 to --35) investigated at JU3DC. Sea 
level tasta with r ro secondary flow at pressure ratios 
free 22 (8 percent of design Pfi) to 29 (10.8 percent 
of design PR) indicates nozzle efficiency decreased 
in this region to a value of about 89.5 percent. 

5. Secondary flowrates fro* zero to 3 percent gave nozzle 

performance (c^) increases of approximately 0.3 percent at 
design pressure ratio. The maxima gains in (l to 1.5 percent) 
with zero to 3 percent secondary flow were achieved over 
a pressure ratio range from 150 to 50. 

4. At very low pressure ratios (~ 22) small lasses in C^(o.l te 
.3 percent) resulted with the introduction secondary flew. 

5. Hozzle Cj gains at all pressure ratios were approximately 
the same with secondary flowrates of 1 to 3 percent. 

6. Hozzle Cj was noticeably lever with 5 percent secondary 
flow than with the other flowrates tested. 

7. Vhnn the nozzle efficiency la referenced to primary properties, 
a decrease in Cj ^ of from 0 to 0.5 percent results at 
design pressure ratio with the introduction of from 1 to 

3 percent secondary. It should be noted that this small 
decrease in ^ still represents an efficient utilization of 
low energy turbine exhaust gases. 
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' Ho significant difference in thrust efficiency was noted 
for different energy level aocondary flows* 

9* Nozzle thrust efficiency and base pressure corresponded 

quite closely for the cold-flow (CF^) nodal and the ho Wiring 
thrust chamber. This au&cesta the use of inexpensive cold-flow 
tests with C?^ will provide near quantitatively applicable 
design information for hot-firing engines. 

Kajor recoraaendations resulting from this test program are 

1* For future testing efforts, special effort should be made 
to determine the base thrust contribution from base pressure 
measurements. These measurements can provide an accurate 
determination of nozzle efficiency trends and nerve as a 
valuable and independent check on efficiency trends determined 
from measurements of engine thrust, flows, chamber pressure 
and throat area* 

2* Base configuration and the method of introduction of secondary 
flow appreciably affects performance. Bot-finng tests 
. should be conducted to provide performance data, heat transfer 
rates, and other design technology with various base configurations 
3* Recent analytical studies indicate that aerospike contours 

other than a truncated ideal may provide a significant improvement 
in low pressure ratio performance. Contours can be designed 
specifically for the low pressure ratio region and still give 
altitude performance close to that of an ideal spike. Analytical 
• contour design and cold-flow testing of several different 
contour designs should be conducted to verify initial analytical 
work* 
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SECTION IT 


EXTERNAL FLOV EFFECTS ON AEROSPUE PBHPORKAKS 


introduction 

(c) Because of interaction which occurs between external and nozzle flows, 
vehicle base flow characteristics encountered in missile flight differ 
Trom those prevalent in quiescent air nozzle performance Investigations. 
These base flow characteristics are of little consequence with conven¬ 
tional nozzles since the expansion process is internal in this case; that 
is, the exhaust gases within the nozzle Are shielded from the external 
flow by the physical expansion surface provided by the nozzle. However, 
with an aero splice nozzle, the external expansion boundary Is formed by e 
gas-gas interface, and is influenced by flow interference effects. Since 
the position of tide outer boundary in the flow affect* aeroeplks nozzle 
performance at low pressure ratios where the base pressure follows changes 
in aabient pressure ("open wake*), the presence of an external flow can 
affect serospike performance under certain conditions. Previous cold- 
flow testing conducted under contract KAS 8-2654 (Ref. 21) established 
that the effect of external flow is email and ia confined to a na rrow 
range of in-flight operating conditions. Experimental study of these 
effects was continued under contract 4704(61 l)-S948. The primary objective 
of this program was to confirm and extend, through bot-f low testing, the 
results obtained In the cold-flow slipstream study. A secondary objective 
was to evaluate the effect of base bleed flowrate on nozzle still air per¬ 
formance. Results of this investigation are discussed In tbo following 
sections. 

SOMXAHT 

(c) A hot-flow test program was conducted to determine the influence of 
external flow on in-flight aeroeplks nozzle performance. A hot-fixing 
serospike eng.se using hydrogen peroxide propellants va* enclosed by an 





IMP 


aerodynamic fairing construe tad in Us shape of a ales lie body to sieulito 
an actual flight configuration. Tbs angina generated 400 pounds of alti¬ 
tude thrust at a chamber pressure of 200 psia. in aeroapike nozzle 
with an area ratio of 25 a.id a length equal to 20 percent of an equivalent 
15 degree conical nozzle was utilised to control the expansion of engine 
exhaust gaaee. The secondary flowrate wae 0.8 percent of the primary 
flowrate for all tests with external flow. Testing was conducted in the 
16-foot transonic and supersonic propulsion wind tunnels at Arnold Engi¬ 
neering Development Center (ASDC). Installation of the model in the 
transonic wind tunnel is shown in Pig. 92 • 

(,C) ?orty tests were conducted to obtain still air and slipstream performance 
trends in the transonic and supersonic wind tunnels. In addition, five 
teats were conducted in the transonic facility to demonstrate engine 
performance trends with secondary flowrate. Results of these tests 
confirmed that hign quiescent air performance (approximately 98 percent 
of ideal at design pressure ratio) can be obtained throughout a 
representative range of pressure ratios with a properly designed aercapike 
nozzle. The addition of secondary flow proved beneficial at all precoure 
ratios. It was found that the correct experimental performance level 
and trend with pressure ratio could be estimated above pressure ratios 
at which nozzle recompression occurs using previously developed semi- 
empirical bo3e pressure relationships (Ref. 2 ) in conjunction with a 
potential primary flow analysis and viscous drag computati'vna. 

(c) Nozzle performance was found to be unaffected by external flow in the 
"closed wake" pressure ratio region (pressure ratios at which nozzle base 
pressure is constant in still air). At low pressure ratios ("open 
wake”) performance of the model tested decreased at a rate which wae 
dependent on freo stream Mach number and chamber pressure ratio. When 
strong flow interaction effedta occurred, they were found to result in 
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Figure 92. Test Installation in the Tranaoniu dind Tunnel 
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relatively high sotrie base pressure* which was also shown by previous 
cold-flow data (Ref. 21 ). When flow interaction did not influence nozzle 
base pressure, both hot- and cold-flow nozzle performance data correlated 
with the "effective" chamber pressure ratio, P /P 0 . On the basis of 

C 

this result, it was concluded that* (l) missile base pressure approaching 
ambient pressure will result in nozzle efficiency in slipstream nearly 
identical to that obtained in still air, and (?) strong slipstream-primary 
flow interaction results in relatively high in-flight nozzle performance. 

(c) In-flight performance estimates generated under severe assumptions 

demonstrated that the time-integrated external flow effects over a typical 
aiaaion result in a change in average specific impulse (i^) of leas than 
0.2 percent. Boat-tailing, mass addition to the missile wake flow, and 
reduction in missile base area are shown to be effective methods of 
reducing these effects still further. 

SLIPSTREAM TEST PROGRAM 


Prelimir 


Analysis and Design Studies 


(c) The slipstream investigation was designed to confirm and extend, through 
hot-flow testing, the results of previous analytical and cold-flow 
studies into the effects of an external flow on aerospike performance. 
The engine selected as the test model was a modified version of a 


hydrogen peroxide monopropellant engine previously used to verify cold- 
flow aerospike performance trends with secondary flowrate (Ref. 15). 

This selection was baaed on the demonstraxed high performance of the 
engine, the err>ellent decomposition characteristics of the propellant 
using the selected catalyst pack design, and repeatability of test results. 

The use of HgOg monopropellent allowed a very accurate measurement of combustion 
efficiency, resulting in consistent and reliable determination of nozzle 
efficiency, Cj. C* efficiency (approximately 97,5 percent) was determined 
directly from the measured combustion temperature ( 4S1350F), Testing was 
conducted in the Propulsion Wind Tunnel at AEDC because of the 


capability of this facility to simulate a wide range of potential 
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operating conditions. Pertinent nozzle flowfield and mission operating 
characteristics leading to the selection of the model design and simulated 
test conditions and the expected nozzle performance and base pressure 
trends are discuaeed in the following paragraphs. 

(c) The external flow studies described in Ref. 21 provided invaluable 
insight into the flow process encountered when an aeroapike nozzle 
operates in the presence of an external flow, and established many guide¬ 
lines for the teat program discussed herein. In the cold-flow testing 
it was established that, for the conditions Investigated, the presence 
of an external flow influences aerospiko performance only in the 
open wake region. In still air, the open wake region 

occurs below pressure ratios at which tha nozzle base pressure Just begins 
to feel the influence of ambient pressure as the chamber pressure ratio 
decreases. The external flow influence at these pressure ratios was 
found to alter the compression wavea, or envelope shock, in the primary 
flow field which induces a change in engine thrust. This phenomena was 
explained on the basis of the still air nozzle flow field (illustrated 
schematically in Fig. 93 ) as follows. 

(c) Initially, the primary flow undergoes a controlled expansion from the 
nozzle throat to the shroud exit. Beyond this point the flow expands 
freely about the point at the shroud exit to the local ambient pressure, 
P^. The left running expansion waves in the vicinity of the shroud 
exit are reflected from the outer free jet boundary as compression waves, 
which, in some cases, coalesce to form an envelope shock. The altitude 
compensating characteristics of the aeroapike undor still air conditions 
are directly related to the position of these compression waves in the 
flow. 
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(C) At very low pressure ratios (largo P®) the position of tha outer fra* 
jet boundary ia «uch that these compression waves reflect onto the nozzle 
contour and Internal free jet boundary afl shown In 94a • Both the 
pressures along the affected portion of the contour surface and the nozzle 
base pressure, P a , are subjected to a relatively high recompression pres¬ 
sure (approximately equal to the local ambient pressure) which results 
in high nozzle performance at off-design conditions. As the ambient 
pressure is decreased the outer free jet boundary moves outward so that 
the compression waves move down the nozzle contour. Once the ambient 
pressure reacbee a certain low value theae recompression waves can no 
longer intersect the contour surface and the thruat developed along this 
surface remain j unchanged with further decreases in ambient pressure. 

The nozzle base pressure* however* remains under the influence of the 
local ambient pressure (Fig.94b ) until the position of the outer free 

jet boundary ia such that the racompression waves no longer intersect 
the internal free jet boundary (Fig. 94c ). Decreases in the ambient 
pressure below this value* which corresponds to a pressure ratio that 
is usually twenty to fifty percent of the nozzle design pressure ratio 
depending on tho nozzle configuration* have no further effect On the 
nozzle base pressure. 

(c) These trends with the local ambient pressure are changed slightly in the 
presence of an external flow. In this caae there are two interrelated 
phenomena which influence the primary flow field. First* the local 
ambient pressure to the nozzle* Pg^* changes relative to the slipstream 
otatic pressure, and in turn changes the initial structure of the 
primary flow free jet boundary. Because this miseils base pressure* Pq^* 
is normally lover than ambient (the magnitude of base pressure decrease 
depends on afteroody geometry and external and primary nozzle flow 
conditions)* the position of the outer free jet boundary is moved further 
away from the nozzle centerline than in still air. Thus* the compression 
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waves emaninating fro* the initial portion of tbs outer jot.boundary 
•trike the inner jet boundary farther downstream than for still air 
operation as shown in Fig. 95 . This offset results in reduced recoa- 
pression effects in slipstream with attendant lover aosxle base pressure 
than obtained in still air* 

(c) Secondly, the structure of the free jet boundary of the primary exhaust 
stress is further altered dovnstresa of the impingement point between tbs 
external and nossle flows (point k in Tig. 95 )* Because of the flow 
Interaction at this point, the compression waves reflecting from the free | 

jet boundary downstream of this point, and tbs free jet boundary itself, 
are turned inward, as shown in Fig* 96 • Under these conditions, tbs 

i 

compression waves say intersect the Inner frse jet boundary farther up¬ 
stream and with a higher'pressure than in still air. This causes tbs 
nossle base pressure to be sensitive to changes in the ambient pressure 
for lower values of F 0 than the corresponding still sir case. 

(C) The net result of these two effects can be either am increase or decrease 
in base pressure from that obtained in still air operation, depending 
upon the relative strengths of the two compensating processes. The 

first effect described above is referred to as tbs influence of missile ' 

S 

beoe pressure in all subsequent discussion. To facilitate this discussion 
the second effect is referred to as shock flow interaction, or Simply | 

interaction, in succeeding sections. However, it must oe remembered that 

f 

in reality both influences are interrelated, and are the result of inter¬ 
action between external and norcla flow* 

(c) In the cold-flov test program it was found that missile base pressure 

was nearly equal to the free stream static pressure for subsonic external 
flow. Under these conditions, the position of the outer free jet boundary 
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is nearl y the mom as la still sir *t the corresponding pressure ratio 
(PcAo»), as shown in Pig. 97a ). Hence, tbs influence of low missile 
base pressure was nearly negligible* and the shock flow interaction 
inflv.nce was predominate, is shown by the cold-flow data presented in 
fig. OB , the nozzle base pressures in this case are increased over 
those obtained in still air over a abort interval in pressure ratio 
because of the influence of the relatively high interaction pressure 

acting along the affected recompresaion waves. This increase in base I 

pressure results in a nozzle thrust Increase as indicated in fig. 96b . j 

(C) Conversely, relatively low missile base pressures were encountered in J 

the cold-flow evaluation of supersonic external flow. In this case the j 

position of the outer free jet boundary la as shown in Pig. 97b • Thus, i 

although the compression waves are turned inward by the shock flow inter- j 

action process, as in the subsonic case, the initial portion of the free J 

jet boundary is such that these waves intersect the internal free jet 
boundary farther downstream than in the still air case. This causes the ' } 

nozzle base pressure to remain insensitive to changes in the ambient j 

pressure, P^, up to higher values of than in still air (Fig,9&a ) * j 

with a subsequent loss in noz2le thrust in this region (Fig. 9Sb). j 

f 

i 

(c) Since in external flow the primary flow i..c. initially expands according 

to the missile base pressure, Pg^, nozzle performance and base pressure ; 

say correlate with P^ depending upon the relative strength of the inter- j 

action effect. Therefore, a correlating performance term has been j 

defined to enable computation of nozzle performance under flight conditions 
from still air data. This parameter, $, is defined by the equation (refer t 

T j 

to Appendix 2 for nomenclature): 
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a) Subsonic External Flow 




Supersonic External Flow 
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Figure 97. Slipetresa 
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and ia referred to as a normalized thrust coefficient In subsequent 
discussion. When shock interaction effects do not Influence ooesle 
performance, Eq. ( 1 ) reduces to the definition of nossle efficiency 
(compare the above equation with Eq* ( 6 ) of Appendix 2 ), and the 

normalised thrust coefficient in external flov la identical to that 
obtained in still air for c ^responding values of However, if 

■bock interaction effects are strong (i.e., compression waves reflecting 
from the outer free jet boundary downstream of the impingement point ere 
turned inward and intersect the inner five jet boundary farther upetream 
than if the expansion mm governed only by the missile base pressure) the 
no* 7 .la base pressure is higher than would be expected from the value of 
P^ alops. Under these conditions, the value of i obtained for nossle 
operation in slipstream is higher than that obtained for etd.ll air 
operation at cone spending values of Pq/Pb^* 

(c) fbe nature of the normalized thrust coefficient, £, for the cold'flow 
test conditions is shown in Pig. 99. It can be Been that external 
flow thrust coefficient data correlate with still air nozzle efficiency 
at all but the transition pressure ratios with subsonic external flow. 

The base pressure data in Fig. 96a indicate that interaction effects 
were predominate for these conditions. Interaction effects resulted in 
an increased no realized thrust coefficient over that obtained in still 
air through the transition pressure ratios as would be expected on the 
basis of preceding discussion. The objective of the current program 
was to confirm and extend these cold-flow results. 

Since external flow effects on aerospike performance ere dependent on 
the nature of both the external and nozzle flows, a trajectory study was 
conducted to establish representative operating conditions in terms of 
free stream Mach number and chamber pressure ratio combinations for pump- 
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and pressure-fad booster engine*. _<ua study rsvealed that due to dif¬ 
ference! in operating parameters a wide rang* of environmental condition* 
aay ariae depending on the application aa ahown la Fig. 100 • However, 
while the natvre of the external flow and angina operating conditions 
era determined by the data in Fig. 100> the expansion characteriatica of 
the nozzle are not reflected by these curves. In order to coupla conditions 
in the free stream with the flow characteristics of the nozzle used in 
each of these applications! the ordinate in Fig. 100 waa normalized in 
terms of the nozzle design pressure ratio, and the trajectory data wera 
replotted versus this normalized pressure ratio as shown in Fig. 101 • 

The normalized trajectories allow the testing of a single nozzle at a 
fixed chamber pressure over a small range of ambient pressures with 
valid application of the data to other nozzles with different chamber 
pressure, expansion area ratio, and mission Mach number profile. 

(u) The operating limits of the test facilities at AEDC (discussed in Ref. 20 ) 
sure shown in Fig. 102, These data, and the normalized trajectory data 
ahown in Fig. 101 were used to establish the permiasable operating ranges 
shown in Fig. 103 for test models with various ares ratios and chamber 
pressures. It can be seen that the desired flight conditions can be 
simulated with a wide range of model ares ratios by proper selection of 
the model chamber pressure (or vice versa). 

(c) The availability of comparable cold-flow data and condensation limits 
of the decomposition products of the hydrogen peroxide propellant led to 
the selection of a 25:1 nozzle area ratio and a chamber pressure of 200 
psla. As shown in Fig, 103 , this allows testing throughout a represen¬ 
tative range of Mach numbers and chamber pressure ratios. L short outer 
shroud was utilized which was designed to yield parallel axial flow at 
the throat and across a linear control surface drawn from the shroud exit 
to the end of the full length ideal spike contour. The spike contour 
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Figure 103. Fernisaable Gperat: 


































was truncated to an axial length which ia twenty percent of the axial 
length of an equivalent fifteen degree conical nozzle* Ninety percent 
concentration hydrogen peroxide which ideally decomposes at temperatures 
around 1400 degrees F (depending on inlet temperature) was selected as the 
propellant for both the primary and secondary flows. 

(c) Theoretical performance trends for this engine were determined. The 

primary flowfield of the nozzle was analyzed using the axially symmetric 
method of characteristics (programmed for automatic computation) to 
develop velocity and pressure profiles, and a boundary layer analysis was 
conducted to establish friction losses along the contour. Predicted 
primary nozzle wall pressure profiles are illustrated for various 
chamber-to-ambient pressure ratios in Fig. 104. The rise in nozzle wall 
pressure at low pressure ratios is caused by the recompression phenomena. 
This effect was found to cease at pressure ratios above approximately 63* 
These primary nozzle wall pressures were integrated over the nozzle sur¬ 
face area and combined with the pressure and momentum thrust at the throat 
to establish ideal primary thrust. This primary thrust value waa cor¬ 
rected for drag losses and added to the base thrust established by es¬ 
timated base pressures to obtain total nozzle thrust. Base pressure 
estimates were made using the empirical techniques described in Ref. 2, 
and are shown as a function of chamber pressure ratio for various 
secondary flowrates in Fig. 105. For these calculations it was assumed 
that yc*a = yC*p . 

(C) Predicted nozzle thrust efficiency with 0.8 percent eecondary flow is 
shown in Fig. 106 l a function of the chamber pressure ratio. Efficiency 
gains with secondary flowrate are evident at all pressure ratios of 
interests optimum secondary flowrate at design pressure ratio (PR *»410) 
is approximately one percent of the primary flowrate as shown by the 
estimated performance trend with secondary flowrate in Fig. 107. 
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Estimated Base Pressure Trend Vith Altitude end Secondary Flowrate 











































































Estimated Performance Trend With Secondary Flowrate 
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(c) Hardware Description . The engine assembly ie shown schematically In 
Fid»108» The engine wee operated with hydrogen peroxide monopropellant 
(90 percent concentration) in both the primary and secondary systems. 

The peroxide was decomposed in a concentrio arrangement of allver 
screen catalyst packs located within the engine. Radial outward 
secondary flow injection ie effected through sonic orifices locatsd in 
the center of a deep base cavity. The secondary flowrate waa maintained 
at a constant value of 0.8 percent of the primary flowrate throughout 
the alipatream phase of the teat progran. Still air testa were con¬ 
ducted with 0 and 1.7 percent aecondary flow at the conclusion of the 
program. The engine is fabricated of 347 stainless steel and is un- 
cooled with a steady state operating temperature of 1350°P (combustor 
and throat regions). Model dimensions ware set to achieve a chamber 
pressure of 200 psia, design thrust level of approximately 410 lbs, and an 
expansion area ratio of 23 when the ateady-atatw. operating temperature 
waa reached. 

(u) The location and installation of the test article in the 16 foot tran¬ 
sonic and supersonic wind tunnels at AEDC is shown in Figs. 109 through 
112. These wind tunnels are continuous flow, closed circuit tunnels 
capable of operating over a range of Mach numbers from 0.35 to 1.6 and 
1.7 to 3.1, respectively. Operating limits of these facilities were 
presented earlier in Pig.102, page 202> A detailed facility description 
is contained in Ref. 20. 

( 0 ) The engine was mounted on e water cooled force balance whioh was sup¬ 
ported by a strut extending from the floor of the test section. In 
order to simulate a typical launch vehicle, the engine and ferns 
balance assembly were enclosed in an aerodynamic fairing constructed in 
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Figure ill. Test Installation in tha 16'" Teat Saetion 
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Figure 112» Installation of Slipstreaa ftodel in the Transonic Wind Tunnel at AEDC 














the shape of a aiaaile body. A dimensional sketch of the model ie shown 
In Fig. 113! end e cross sectional view of the assembly Is shown in 
Fig. 114. The exit plane of the model extended approximately two strut 
chord lengths dovnstresa of the strut trailing edge to reduce the strut 
interference on the aodel base to a minimum. In eider to obtain nozzle 
performance as a function of the pressure which controls the expansion 
of primary exhaust gases, a flat, cylindrical missile boat tall was 
selected to insure a separated flow over the missile base with an 
attendant uniformly distributed missile base pressure. This is not 
necessarily typical of future configurations because of the relatively 
low missile base pressures characteristic of this geometry. Extensive 
testing would be required to cover all possible future boat tall 
geometries, and the flat, cylindrical base was chosen to simplify the 
interpretation of test data. 

(u) Pressures along the missile base were equalised with the preasure 
within the simulated vehicle by providing an annular passage between 
the engine and outer skin which allova a gas flow from the model baee 
to the interior of the missile body. This enables direct measurement 
of nozzle thrust referenced to the pressure that controls the nozzle 
expansion (i.e., the missile baae pressure) exclusive of the missile 
baee and skin drag. Concentricity between the engine and the missile 
akin was maintained by means of adjustable set screws located in the 
thrust mount. Pressure inat\<umentation was provided along the forward 
face of the engine and on the fore and aft aections of the force 
balance as a precautionary measure to enable thrust corrections in the 
event of an unbalance between the missile baee and internal missile 
pressures. 





figur* 113 . SiMasioned Sketch, SlipstrMm Motel 
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(u) Basin# propellant linos, coolant lines for tbs fores balance, and 

instrumentation lines were routed to tbs model assembly along the strut 
and enclosed by aerodynamic fair.' 1 ago. Propellants and coolant vers 
supplied through rigid tubing which vaa free floating through a right 
angle turn down to a fixed cantilever point well within the support 
strut. This cantilever point was located such that undesirable tare 
forces on the balance system were negligible. 

(u) As shown in Fig. 114, peroxide was supplied through four dsscrets 
feed lines to the primary annular catalyst pack from a toroidal dis¬ 
tribution manifold located on the aft section of the force balance. A 
fifth feed line supplied propellant to the central secondary catalyat 
pack. Drilled passages in the shell separating the annular and central 
catalyst packs allowed communication between primary and secondary 
supply systems after peroxide decomposition. A facility flow schematic 
for these teats ia shown in Fig. 115 * 

(u) Pressure orifice and thermocouple locations on the % 2 Q 2 eng * ne and 

model are shown in Fig. U6 . Steady-state pressures were measured with 

differential pressure transducers located in the tunnel plenum and 

referenced to test section wall static pressure. The rocket engine 

chamber pressure and injection pressures ware measured with model-mounted, 

absolute strain-gage-type transducers. The total flow rate 

(primary + secondary) was measured with a turbine-type flowmeter 

located outside the tunnel shell. A thermocouple located in the H_0 A 

2 2 

supply line just upstream of the flowmeter was used to correct the 
measured volume flow for the density. A bench calibration of the 
secondary flow discharge orifice was used to calculate the secondary 
flow rate. 


218 








Hydrogen P«roxid» Prop*llM* Sy*t* B 









Pressure Orifice and Thermocouple Locations 

















WVSBHKk 


(?) Test Procedure . The teat program was designed to systematically cover 
the range of conditions indicated in Fig. 103* The “as tested* operating 
parameters are plotted along vith the data of Fig. 103 in Fig* 117* As 
indicated, both the transonic and supersonic facilities at AEDC were 
used to cover the deairod range of operating conditions. It can be 
seen that', although the testing was conducted over repeated increments 
in chamber pressure ratio, most of the data points vers taken at con¬ 
ditions which closely approximate those along the trajectories in 
Fig* 103. 

* 

(u) During a typical test sequence, the engine was fired after the propellant 
system was pressurized and the desired test conditions of Mach 
number and total pressure were established in the teat section. The 
correct propellant weight flow was maintained throughout the firing by 
supplying the run tank with regulated nitrogen flow. The rocket engine 
was operated for approximately 30 seconds at each of the tunnel test 
conditions to allow the combustion temperature to reach equilibrium. 
Transient data recorders and motion picture cameras were turned on just 
prior to the rocket firing) steady-state data points were obtained at 
3-sec. intervals throughout the fir'ng in the supersonic facility, and 
at 3-oeo. intervals in the transonic facility. 

laaS-Baaita 

(o) A summary of the testing conducted in each facility is indicated in 

Table 11. Forty teats with ¥ = 0.0 percent wero conducted to evaluate slip- 

B 

stream effocts. The remaining five tests were conducted to establish nozzle 
performance trends with secondary flowrate. Reduced data for each test 
include) nozzle thrust and specific impulse efficiency based on both 
ambient end missile base pressure; wall pressure ratios) ? V /F C ) average 
engine and miselle base pressure ratios, Pg/? c P fi ^/F c ) chamber and 
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miaiilri base to ambient pressure ration, P c /P 00 and Pg^/P^ and no condo ry 
flowrate ratio, VV Data reduction was performed at AEDC using 
automatic digital computation equipment# The techniques utilised to 
obtain these parameters from the measured data iro discussed In 
Appendix 2 • Measured parameters and reduced data for each t»*t or« 
listed in ""He 17 of Appendix 2 and Appendix 3# respectively# Engine 
opereting characteristics established by these data in still air and in 
slipstream are discussed below. 

(c) Cuieacent Air . As indicated in Fig, U7, extensive testing was conducted 
under still air conditions to quantitatively establish performance trends 
with altitude and secondary flowrate for reference purposes. This 
testing confirmed that thrust efficiency values greater than 98 percent 
can be achieved at design pressure ratio with a properly designed 
aerospike nozzle operating uith secondary flow. It was alao established 
that off design performance with 0.8 percent secondary flow remains 
above 94 percent down to pressure ratios of approximately 10 percent of 
design pressure ratio (corresponds to sea level for most engine 
applications; cf Fig.102) \a demonstrated by the data presented in 
Fig. 118. Altitude compensation is in evidence at all pressure ratios 
investigated down to three percent of design pressure ratio; performance 
of the aerospike is seen to be considerably above that of a non- 
compensatine- nozzle at all pressure ratios below 140. The non- 
compensa'.ing efficiency curve was determined UBlng the standard 
equations for conventional nozzle performance in conjunction with the 
assumption that design efficiency of the conventional and aerospike 
nozzles were the same. It can also be seen in FigJ.18 that good data 
repeatability waa obtained between the transonic and supersonic teat 
facilities at AEDC. Decomposition efficiency was nominally 97.5 per¬ 
cent for theae teats. The shaded symbol in Fig.118 represents question¬ 
able efficiency data and has been excluded from the remainder of the 
plots presented herein# 





118. Still Air Nozzle Efficiency vs Chamber Pressure Ratio 













(c) Aerot^ike "open wake" performance trends with altitude can be attributed 
directly to the influence of ambient preoeure on nozzle base and wall 
pressures. Average nozzle base pressure ratio, with 0.8 percent 

secondary flow is shown aa a function t I chamber pressure ratio in 
1Lg.llS. For this nozzle and secondary flowrate, base pressure remains 
constant (closed wake conditions) with decreasing ambient pressure for 
all pressure ratios greater than 150, which corresponds to a low point 
in t! s efficiency curve in Fig.118. Below this pressure ratio, base 
pressure is greater than ambient pressure for all of tho conditions in¬ 
vestigated. Thus, a positive thrust ia developed across the engine 
base at all pressure ratios. The base thrift and nozzle recompression 
contribution becomes substantial at low pressure ratios and results in 
the high nozzle efficiency indicated for the aerospike at low altitudes 
(Fig.118). 

(c) The recompression phenomena which causes base pressure to adjust to 
ambient pressure at low pressure ratios also causes the primary nozzle 
wall pressures to increase at very low pressure ratio* as shown by the 
wall pressure data presented in Fig. 120. As indicated, the wall 
pressure fcrerd with ambient pressure at locations near the end of the 
nozzle is similar to that predicted theoretically; good agreement 
between experiment and theory is evident for stations near the end of 
the nozzle. However, experimental data deviate from the predicted 
trend within the shrouded portion of the nozzle. 

(C) Experimental data that show performance treads with secondary flow are 
presented in Fig.121. It is readily seen that the addition of si ;ondary 
flow is beneficial to performance at all. pressure ratios. 
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(c) Tho experimental base pressure for secondary flowrates 0, 0.8* cad 

1,7 percent *»rs shown u t function of chamber pressure ratio in Fig.122. 
Hozxle efficiency computed using the measured base pressure differential 
from base pressure for 0.8 percent secondary flow (refer to eq (io) of 
Appendix 2) is presented in PigJL23« Efficiency gains with secondary flow 
ere again evident throughout the range of pressure ratios investigated, but 
computed efficiency without secondary flow is nominally one percent above 
the measured values (compare Pig.l2l). Also, computed performance for 1.7 
percent secondary flow is nearly identical to that for 0.8 percent flow as 
compared to the substantial loss ( - 2 percent) indicated for 1.7 percent 
secondary flow in fig. 121 . Although no reason could be found for thin dis¬ 
crepancy between the measured and computed magnitude of performance gain 
with secondary flowrate, these hot flow data do establish the expected 
performance trend in both cases, 

(C) A comparison between the theoretical and measured nozzle efficiency is 
presaatsd in Fig.124. Measured base pressure (from Fig, 122 ) was utilized 
to compute the predicted performance. As indicated, good agreement exists 
between experiment and theory. 

The efficiency trend with secondary flow computed from the measured change 
in base pressure foilowa the predicted trend very closely as shown in 
Pig025. 

(c) Base pressure estimated using the empirical technique developed in Ref. 2 
(Fig.105, nage 206)»aa found to be slightly higher than that measured for 
0.8 percent secondary flow In the "closed wake" and "transition" pressure 
ratio regimes as shown in Fig.126. A cross-over point between measured and 
estimated base pressure occurs at 1 pressure ratio of ICO. Estimated base 
pressures fall slightly below tb» measured values at pressure ratios less 
than 100. The percent deviation ranges from -7 percent at low pressure 










122 • Measured Base Pressure Trend With Secondary Plow 
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figure 123. Still Air Kozzle Efficiency Trend with Secondary Flowrate and Chaaber Prei 
Ratio Computed from the Measured Change in Hozsle Base Pressure. 
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Figure 125. Comparison Between Estimated and Measured 
Efficiency Trend with Secondary Flowrate 
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Figure 126 . Comparison Between Estimated and Measured Base Pressure 
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ratios to +17 percent at a pressure ratio of 150 and back to +3 percent in 
tbs closed wake regime. Similar results were obtained with aero and 1*7 
percent secondary flow as shown in fig. 127. 

(C) External flow . Slipstream testing was conducted over a range of Mach 
numbers from 0.55 to 2.2 and a range of chamber pressure ratios from 8 to 
115 percent of the nodel design pressure ratio (PH»410). Hozzla efficiency 
data (referenced to the static pressure of tiw free stream as in eq 6 of 
Appendix 2 ) obtained under these conditions are presented as a function of 
the chamber pressure ratio, P /P , in Pig. 128. Performance is seen to be 
unaffected by free stream conditions at all pressure ratios above approx¬ 
imately 150, which closely approximates the pressure ratio of base closure 
as shown by the data in Pig.122. Below thin pressure ratio, efficiency 
decreases at a rate which is dependent on the free stream Mach number; 
performance at low pressure ratios is lowest for high (supersonic) Mach 
numbers. 

(c) These efficiency data are replotted as a function of percent of design 
pressure ratio in Pig. 129. The flight trajectory data shown in Pig.101, 
page 20ii were used to obtain the indicated nozzle efficiency limits for 
the most adverse flight conditions. Typical aerospike booster performance 
below the closed-wake pressure ratio (in still air) will lie above the 
shaded region and the non-compensating performance curve. For higher 
pressure ratios, nozzle performance is unaffected by Kach number. It can 
be seen that nozzle perfoxmonce is only moderately reduced under typical 
flight conditions. Application of the data to a typical trajectory will be 
discussed in more detail in a later section. 

(c) The indicated decrease in performance with increasing free steam Mach 
number was found to result directly from a similar trend in nozzle base 
pressures at low pressure ratios. Engine base pressure data measured 
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Figure J.28. Aeroapike f.'orzle Efficiency vs S'. trber Pressure Hntio With External Flow 











































129. Asroapiice Nozzle Efficiency vs Percent of Design Pressure Ratio 





































» uoder the aforementioned external flow conditions are indicated in Fig* 13 a 

As shown, a closed vales condition oc.urs at lower pressure ratios in slip¬ 
stream than in utill air, and base pressure is unaffected by the presence 
of external flew at high pressure ratios* Also, at low pressure ratios, 
base pressure does not recover to the sane value in slipstream as It does 
in still air. The magnitude of boss pressure in the open voice is seen to 
be a strong function of free stream Mach number, and forms the basis for the 
trend in nozzle efficiency indicated in Fig. 12& 

( 0 ) Nozzle wall pressures were found to be unaffected by external flow except 
at Mach number 0.9 at a pressure ratio of 32 where a slight decrease 
occurred. These data are presented in Fig. 1JL 

(c) These efficiency and nozzle base pressure trends in slipstream are similar 
to those obtained through the cold-flow testing discussed previously at 
pressure ratios above which base pressure is constant in still air* 

Trends at low pressure ratios with subsonic external flow differ from those 
established by the cold-flow data, and were found to be the result of lower 
missile base pressures than those measured in the cold-flow program. The 
average pressure acting over the missile base with the hot-flow model is 
shown plotted against the chamber pressure ratio of the engine in Fig. 132. 

It is readily seon that sub-ambient missile base pressures were obtained 
for all tests with external flow. Kis3ile base pressure ratio decreases with 
increasing pressure ratio in subsonic external flow, while the opposite 
trend occurs with supersonic slipstream air. A reversal in this trend is 
observed at very low pressure ratios with free stream Mach number of 1*2, 
indicating a probable "opening" of the wake flow downstream of the missile 
base ( Fig .133) with corresponding tendency for missile base pressure to 
approach the free stream static pressure, 

(C) A crossplot of the curves in Fig .132 was made to show the effect of free 

stream velocity, and is presented along with cold-flow data from Ref. 21 in 
Fig. 134. As shown, the rate of missile base pimesure decrease with increasing 
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Figure 134, Effect of Free Stream Kach Number and Chamber 
Pressure Ratio on Missile Base-To-Ambient 
Pressure Ratio (Cross Plot From Fig. 41 ) 
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(c) Hach number is approximately the same in subsonic flow aa in supersonic flow in 
both cases. A discontinuity occurs for sonic slipstream velocity. At this 
free stream velocity, a reversal in trend with chamber pressure ratio alBO 
occurs except at a chamber pressure ratio of 36 (PR/PR^^ - 0.063) which is 
felt to be an "open vaka" condition at the baae of the missile with the hofr* 
flow engine. The hot-flow misfile bane pressures fall below those obtained 
with the cold-flow configuration for subsonic free stream Mach numbers. This ia 
apparently a consequence of slightly dissimilar gas properties, nozzle contours* 
and afterbody configurations between the hot- and cold-flow models. 

(C) The open-wake nozzle performance trends in external flow (Pig. 128, page238) are 

attributable to the combined influence of the reduced missile bans shown in 

Pig. 134, and shock flow interaction effects. It was discussed previously that 

the relative influence of these effects could be distinguished by means of the 

normalized thrust coefficient* (J) (cf Fq. (7 ), page^i). If the effect of 

reduced missile b&se pressure predominates, this parameter reduces to the 

definition of nozzle efficiency, and the thrust coefficient data obtained in 

external flow correlates with that obtained in still air when plotted versus 

the "effective" chamber pressure ratio* P a /P b • When shock flow interaction 

occurs the normalized thrust coefficient is hTgher than that obtained in still. 

air for corresponding values of Pg/Pg » because of higher nozzle baae pressure 

under these conditions than would be expected on the basis of P n alone. The 

> B v 

shock interaction effect was defined earlier as an influence on performance 
caused by compression waves emanating from the outer free Jet boundary down¬ 
stream of the impingement point (point A in Fig. 96, pagel93) which are turned 
inward as a result of strong flow interaction. These compression waves inter¬ 
sect the inner free Jet boundary farther upstream than if the expansion were 
controlled only by the missile base pressure. 

(C) normalized thrust coefficient trends with the chaaber-to-olssile base pressure 
ratio, P C /P 0 , are shown in Fig. 135. The normalized thrust coefficient is 
higher than lhat obtained ir, still air for M^- 1.2 and 1.4 at affective 
pressure ratios of 350 and 410 respectively. For these two tests* the nozzle 
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btM preabure was inc react'd through relatively strong flow interaction at 
these effective pressure ratios as shown in Fig.136. The correlations is 
Figs.135 andl 36 indicate' that the influence of reduced missile base pressure 
was the predominate effect in establishing nozzle performance and base 
pressure trend3 in Piga.128 and 130 for all of the remaining hot-flow test 
conditions. The absence of flow interaction effecta with subsonic external 
flow in the transition pressure ratio regime explains the discrepancy 
between hot- and cold-flow efficiency trends in this region. The correlating 
parameter* $ * in Fig. 135 can be used to obtain in-flight performance esti¬ 
mates by means of still air performance and known missile base pressure* but 
these estimates will be conservative because shock effects are neglected 
using this procedure. 

(c) Tbs results in Figs. 134 and 136 indicate that both missile base pressure and 
interaction effects are dependent on the physical and dynamic properties 
of the primary and slipstream flows, and on the missile and nozzle geometry. 
However, more work is needed to establish the relative influence of these 
parameters on missile base pressure and interaction effects. Once the 
nature of these effects is fully defined, a more detailed study of nozzle 
performance trends in external flow can be conducted. It is felt that* for 
the most part, these aspects can be evaluated theoretically. 

APPLICATION OF TEST RESULTS 



(c) The nozzle efficiency data discussed in the previous section is a combined 
function of Mach number and pressure ratio. Therefore, a typical booster 
trajectory must be examined to assess the overall effect on in-flight 
system performance. The correlations presented in Figs. 135 and 136 
demonstrate that aerospike nozzle performance and base pressure trends in 
slipstream are identical to those in still air (except when slipstream 
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interaction occurs) if represented as a function of the local ambient pressure. 
(P_ ) to the nozzle. Therefore, nozzle performance trends such as those In 
128 can be established for any engine-vehicle configuration through 
knowledge of still air performance and missile base pressure as a function 
cf altitude by means of the normalised thrust coefficient, {. 


(C) for cases without interaction, noszle performance based on the chaaber-to- 
ambient pressure ratio, ?c/Pqo can be obtained by first determining Pc/Pb^* 
Then, engine thrust is obtained from the still air performance curve for the 
noszle in question through the normalized thrust coefficient, $, and the 
estimated value of Pc/pB* as follows* 


P) p - (Fid, ♦ p idfl^ i 

* 8 , % 


(c) Tho thrust corresponding to the true ambient pressure, Poo* i* then 
obtained from* 

P « P »T 

where 1^ is the nozzle exit tires. Performance corresponding to P^is given 
hyt 

p )i 


0. - V P oo 
” ^ 


00 


(c) ? or isoenergetic primary and secondary flows with equal specific ho at 
ratios, this procedure can be abbreviated as follows: p_ 


‘■CD 


V ^ 00 

^opt'Pe/Po 


( 2 ) 


00 
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(c) la indicated by the results of this hot-flow program, the occurrence at 
external flow interaction effects are difficult to predict without detailed 
study of flow processes involved, in each case. Hovt ver, eceaervative 
estimated of nozzle efficiency in external flow can be obtained a imply by 
ignoring interaction effects (both the hot-flow and cold-flow data Indicate 
that these effects are beneficial to performance)* 

(c) In order to obtain a "worst case* estimate for the magnitude of external 
flow influence over a typical booster mission* it was assumed that the still 
air expansion characteristics in Pig. 113 (in percent of design pressure 
ratio), end missile base pressure trends in Pig. 134 were representative of 
an LO-^/lii, aerospike engine with area ratio of 80 and chamber pressure of 
15<0 psia. Interaction effects were assumed to be negligible. The assumed 
trajectory corresponds to Case II in Tig. 101, page201 (two-stage vehicle), 
which is reproduced in Fig. 137 . In order to facilitate performance com¬ 
putations, the nozzle efficiency in slipstream was normalized in terms of 
the still air nozzle performance, and plotted versus the free stream Mach 
numbers for various values of tbs percent of the nozzle design pressure 
ratio as shown in Pig.138. The interpolation at subsonic Mach numbers was 
accomplished by using the data in Fig. 134 in conjunction with eq. (2 )• 

These performance estimates are somewhat cdnservative,because in-flight 
missile base pressure can probably be made higher than indicated in Pig. 134 as 
discussed in a later section. 

(c) Application of the generalized efficiency data in Pig.138 leads to an in¬ 
flight specific impulse variation as shown in Fig.!;#. It can be ev-er, that 
slipstream effects are influential only during approximately 15 percent of 
the total trajectory time. The overall slipstream effect is to decrease the 
time-integrated specific impulse by 0,17 percent. 
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Fi^re 138. Nomnlised Performance Data For Mission Analysis 
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Methods of Reducing Slipstream Effects 

(C) Th“ hot- and cold-flow data discussed herein have shown that the presence 
of an external flow con Influence aerospike nozzle performance in two 
ways; both are closely coupled with the gas propertiea and expansion 
characteristics of the nozzle. The first effect of slipstream results 
from a decrease in vehicle base pressure with increasing free stream Hash 
number which causes the nozzle exhaust flow to expand through higher 
pressure ratios than in still air. Secondly, nozzle performance is affected 
when strong shock interaction between slipstream and nozzle flows is such 
that some of the recompression waves emanating from the outer free jet 
boundary strike the inner free jet boundary farther upstream than for 
the case where the missile base pressure is the sole factor governing the 
nozzle expansion process. 

(c) The increased expansion caused by low missile base pressures results in lew 
nozzle base pressure relative to that obtained in still air with an 
attendant reduction in performance at low pressure ratios. This is caused 
by increased turning of the outer free jet boundary of the aerospike thereby 
reducing the effectiveness of recompresaion waves in the nozzle flow as 
4 1 lustrated in Fig. 95» page 192. Thus* one way of increasing in-flight 
nozzle performance at low altitudes is to increase the pressure acting 
along the outer free jet boundary which controls the oxpanslon process. 
Missile base pressures approaching ambient pressure result in negligible 
slipstream effects. Past study naa shown that the most effective means 
of obtaining high missile base pressure is through proper design of the 
missile base geometry and/or through masB addition into the base wake 
flow. Afterbody configurations found to result in relatively high afterbody 
thrust throu^ previous investigation (e. g. Ref, 22 and illustrated in 
Fig. 140. Missile base pressures obtained from the cireular arc boat-tail 
configuration (Fig. 140b) are shown in Fig. 141 compared to that 
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obtained from a oimple cylindrical boat-tail similar to that tested in thia 
program, It can be seen that substantial increases in missile base pressure 
are possible through proper afterbody design. The effect of boss addition 
into the sake flow downstream of a rearward facing atep is illustrated 
schematically in Pig. 142 , and is discussed in Ref. 23 • is shown ir„ Fig. 142 
the base pressure increases markedly through the addition of a small amount 
of bleed flow. 

(c) Results obtained to date have shown that when flow interaction does change the 
intrinsic operation of the nozzle, the overall effect is an increase in base 
preseure over that obtained without flow interaction as shown in Pig. 136 • 

To show the nature of interaction effects, the average curve through the 
missile base pressure data in Pig. 132, page 243 > is shown along with nozzle 
base pressure data from Fig. 136 , page 249 . in Pig. 143 » The nozzle base 
pressure tends to follow changes in the free stream static pressure in the 
"open-wake regime Just as in still air (also shown by the date in Fig. 130 )• 

In slipstream, communication between tha nozzle flow field and free stream 
conditions is achieved directly through the missile base pressure as shown 
by the majority of thia data, and through flow interaction « 1 . 2 , 1 . 4 ) 
a* chamber-to-miasile bane pressure ratios of 300 and 410, respectively. 

However, only the portion of the outer free jet boundary of the nozzle 
downstream of tha point of flow impingement (point 4 in Fig. 95 , page 192 ) 
is influenced by Pq, in the latter case. Therefore, the base pressure increase 
is not as pronounced e<, it is for the corresponding case in still air. 










Figure 142, 


Effect of Bleed oo Base Pressures In Two-Dimensional Flow 
Over a Back Step, 
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(c) Seducing the portico of the nozzle free jet boundary exposed to the rela¬ 
tively low missile base pressure aa shown in Fig* 144 b will alleviate this 
situation. Altering the afterbody design in this manner will allow the free 
stream static pressure to act over nearly the entire free jet boundary, and 
nozzle base pressure will recover to this pressure rather than the missile 
base pressure* just as In atill air. Consequently, nozzle performance in 
slipetresa will be similar to that in still sir* Actually, if compression 
waves in tha nozzle flow are turned inward by the interaction process an 
illustrated in Fig. 96 , performance obtained in external flow may be 3 lightly 
higher than that obtained in still air at low pressure ratios. This 
apparently was the case in the cold-flow program where relatively high 
missile base pressures combined with flow interaction resulted in an in¬ 
crease in efficiency with subsonic external flow. Since the missile base 
pressure is no longer the predominate influence for email base areas, the 
correlation presented in Figs. 133 and 136 will not represent a true indica¬ 
tion of the expansion process. Of course, this afterbody design will also 
be beneficial to vehicle base drag characteristics, since the area subjected 
to sub-embient pressure is minimized. 

A recent paper (Ref. 24 ) presented results of an experimental study of the 
performance of low angle plug nozzle performance in slipstream. The aaae 
interaction effects discussed herein were observed and the use of a slender 
base lip improved performance considerably. 

CONCLUSIONS AND RECOMMENDATIONS 

(c) Analysis of the data presented herein leads to several conclusions re¬ 
garding aerospike performance in still air and with external flow. These 
are the following: 
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Qualitative Influence Regions of External Ambient Pressures 
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l) Still air pertarmflr.ee of a properly designed aarespike throat 
chamber is approximately 93 percent of ideal at dettign pressure 
ratio under the conditions tested in thin program. Altitude com¬ 
pensation Is obtained at all pressure ratios, 

a) The addition of secondary flow ie beneficial to per¬ 
formance at all pressure ratios. Optimum secondary 

•> 

flow is between 0.6 and 1,7 percent of the primary 

£ 

flow for the conditions tested. f 

b) Excellent agreement between predicted and experimenta l , 

performance was obtained for all pressure ratios 

greater than 32. 
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2) Aerospike performance is unaffected by external flow In the closed 
wake pares/ *re ratio region. In the open wake region, performance 
and base . 're of configurations similar to that tested in 
this program decrease at a rate which is Mach number and pressure 
ratio dependent. Similar results are obtained through cold-flow 
testing except when flow interaction influences performance. 

a) For cases without flow interaction, both not- and cold- 
flow nozzle performance and base pressure data tend to 
correlate with the chaaber-to-missile base pressure 
ratio, nds indicates that the missile base pressure, 
in most cases, controls the nozzle expansion and con be 
used to fora the basis for conoervativa in-flight 
performance estimates. 

b) Sot- and cold-flov s- sails base pressure and interaction 
effects differ indicating an Influence of nozzle gas 
properties on slipstream effects. 
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3) External flow effects integrated over a typical mission are 
small and can be further reduced by proper afterbody design. 

a) Conservative performance estimates based on the misaile 

base pleasure data presented herein Indicate that time 
integrated specific impulse (i^ is reduced by 0.17 
percent because of the influence of external floe. 

b) Missile bass pressure can be increased substantially 
through boat-tailing (Fig. 141 ) and/or mas addition 
to the base wake (Fie. 142 ) thereby increasing per¬ 
formance in external flow. 

c) Communication with free stream static pressure can be 
induced at all altitudes by causing flow interaction 
for all conditions through minimisation of vehicle 
base area. Nozzle performance under these conditions 
will be similar to tlxat obtained in still air at low 
pressure ratios. 

(C) Based on these results, it can be seen tttat external flow effects are small 
even under severe conditions, and can be reduced still further by proper 
afterbody design. Further analytical studies cm be conducted to theoretically 
determine missile base pressure trends with the following: primary nozzle 
geometry, g°.r, properties and flow conditions of the primary fiowfield, missile 
afterbody geometry, and external flow conditions. These studies should also 
attempt to establish the nature of external and nozzle flow interaction 
effects, and the conditions under which these effects influence performance. 

The results of these studies should be vised to devise methods of reducing 
adverse slipstream < > "'ects incurred because of sub-ambient missile base pressure, 
and to quaniitati .mine various means of using flow interaction effects 

to advantage. En r ' .ental testing should be conducted to verify the results 
of the analytical svudy. 
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AEROSPECS LIQUID EJECTION THRUST VECTOR CONTROL INVESTIGATICW 
IETRCDUCTIOR 

(u) Recent advances in rocket engine technology have resulted in a need for In¬ 
creased study of means for providing directional thrust control for future 
generation rocket vehicles. Secondary injection of fluids into the engine 
exhaust streams has proven to be an effective and efficient method of thrust 
vector control (TVC) in several present applications; and cold-flow testing, 
complemented by analytical engine system studies, has shown that thla Is 
also a competitive TVC technique for advanced aerospike engines. One of the 
objective of the Advanced Aerodynamic Spike Configurations Program (AF04(61l)- 
994 3) was to supplement current aerospike TVC technology by providing suffi¬ 
cient hot-flow liquid injection thrust vector control (LITVC) test data to 
establish design criteria and enable quantitative performance evaluations 
for future high-thrust aerospike engines. 

(0) A test program was formulated so that this TVC technique could be studied 
using a modified version of the storable propellant (^O^/UDMH-H.^, 50-50) 
aerospike thrust chamber tested previously in this program. Chamber pres¬ 
sure selected for the TVC testing was 200 psia with an attendant thrust 
level of approximately 5600 pounds at vacuum. Area ratio of tha aerospike 
nozzle was 25:1, and the axial length was 25 percent of the axial length of 
a 15-degree conical nozzle with equivalent area ratio. Injection of the 
TVC flow was effected through orifices located in uncooled contoured flow 
rings which comprised the aft section of the nozzle. Testing was conducted 
in an altitude facility at Arnold Engineering Development Center (AEDC), 

J2 cell. A typical test configuration is illustrated along with the flow 
field accompanying liquid injection into aerospike mainstream gases in 
Pig. 145 • The previous SITVC analytical and test results leading to the 
selection, of teat configurations are described in the following sections, 
along with the TVC performance trends that were established through this 
testing. 
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Figure 145 . Aerospike TVC Engine. Rocketdyne Installation and Firing at ASDC 
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SUMMARY 

(O) Thirty-three firings of 6 second's duration were conducted at altitude to 
establish engine performance without TVC, and to determine LITVC r.erfonrn* : ce 
trends with variations in the injection parameters. Five sea level check¬ 
out tests of froa l/2 to 5 second's durations were conducted at Rocketdyne 
prior to the altitude testing. Measured thrust efficiency of the engine 
was 95.1 percent forVa 0 and 95.2percont forW» 0.017. Combustion 
efficiency ( was nominally 89 percent throughout the program. The 
measured nozzle thrust efficiency without secondary flow was 0.8 percent 
greater than that estimated theoretically. Because of its magnitude, this 
discrepancy was attributed to effects such as downstream burning which may 
result from the relatively low combustion efficiency, and which cann ot be 
accounted for theoretically. 


(c) The semi-empirical blast-wave theory of Ref. 1 was utilized in conjunction 
with experimental data froa various sources to provide a basis for selection 
of 3ITVC test configurations. Testing of these configurations established 
that measured LITVC side-force efficiency trends with an aerospike are simi¬ 
lar to those expected on the basis of preliminary analysis: injection near 
the throat provides higher aide-force efficiency than injection near the 
nozzle exit, multiple-port injectors are superior to single-port designs, 
port spacing and axial port inclination have no influence on LITVC perfor¬ 
mance in the range tested near the nozzle exit, and parallel stream injection 
affords higher performance than radial stream injection at both locations 
studied. Control moment and nozzle specific impulse efficiency trends were 
found to be dependent upon the engine-vehicle geometric relationship. These 
efficiencies followed trends established by the aide-force efficiency for 
boost vehicles (r/h ■ 0.25), but in some cases optimized differently 

for upper-stage configurations (r/h *» 1 . 0 ). 
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(C) Comparison of the aido-thruat efficiency TVC data obtained in this program 
with that obtained from other nozzles revealed that LIT/C performance with 
an aerospike is equal to or less than with other noszlea, because of the 
relatively short length of the aerospike. The level of side thrust effi¬ 
ciency for injection established through this testing was also found 
to be lower than that estimated using the blast wave analysis in conjunction 
with an empirical coefficient obtained for gas injection into flow over a 
' flat plate. It was necessary to revise this coefficient to obtain quantita¬ 
tive agreement between theory and experiment for the configuration tested. 
Application of the test data to full-scale engine systems showed that liquid 
injection may be competitive with gas injection under certain conditions. 

In general, fuel injection provides higher in-flight engine specific impulse 
efficiency but lower density lipui.se than oxidizer injection if vaporization 
and reaction do not occur within the nozzle. 

(c) On the basis of these results, it is recommended that the relative merits of 
liauid injection TVC be investigated through comparative systems analysis 
using the conservative performance estimates presented herein for full-scale 
engines. It is also recommended that improved LITVC designs such as a bi- 
propellant injection technique be studied, end that the performance and 
operating characteristics of attractive systems be evaluated through large- 
scale environmental hot-flow testing. 

THRUST VECTOR CONTROL STUDY PROGRAM 

Preliminary Analysis and Design Studies 

(0) The design of the engine utilised for the TVC testing vaa basically identical 
to that of the 12-percent length engine tested previously in this program. 
Modification to the previous test hardware consisted of: an increase in 
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length from 12 to 25 percent of the length of an equivalent area ratio 
( € « 25) 15-degree conical no-zzl > to accommodate the liquid injection ori¬ 
fices in uncoolcd nozzle extensions, and use of a porous base plate flush 
with the base exit plane for injection of secondary bleed flow. The engine 
was operated with ^O^/lTOMI-NgH^.CsO-SOjpi'opellonta a fixture ratio of 
2,0 and with a chamber pressure of 200 psia. Under theso conditions vacuum 
thrust of the engine was approximately 5600 pounds. The nozzle contour J a 
shown in Pig. 146, 


(C) 


This modified engine was analyzed for constant 'f expansion using the axially 
symmetric method of characteristics to describe the inviscid portion of the 
primary flow field from which the intrinsic primary thrust is determined, 
a boundary layer analysis to establish thrust corrections for viscosity 
effects, and a Bray analysis to determine thrust corrections for reaction 
kinetics. The total primary thrust coefficient, Cp , is derived from the 

summation of these contributions by the expression f Refer to Nomenclature)* 



where C_ 
*id 


v 


is the full shifting 


one-dimer.3ional ideal thrust coefficient 


at vacuum for 6 *» 25. The performance contributions from these analyses 
for a thrust chamber mixture ratio of 2.0 are as follows: 


C- * 1.7564 

*int 

AC V 3 0.0245 

« 0.9T49 

C * 1.387 
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(o) The aotsle base pressure, ?g, wee obtained by Keane of the seal empirical 
techniques outlined in Ref. 2 and utilized to obtain a base thrust coef¬ 
ficient through the relations 

f b _ £a a b 

P 0 Ip r e 

(u) Thus, the nozzle thrust coefficient at any pressure ratio is given bys 
C F * Cy p + C ?Q - e/pa 

and the nozzle opocific impulse and thrust efficiency are obtained from 
Eq. ( 1 ) and ( 2 ) balow. 
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(C) The variation in kinetio efficiency with engine mixture ratio is ehown in 
Fig.I 47 Tor 12- and 25-precent length nozzles with chamber pressure of 200 
psia. A theorotical vail pressure profile for vacuum expansion is shown in 
Pig. 14 S. The base pressure trend with secondary flowrate van estimated 
using the empirical design procedure discussed in Ref. 2 , and is shown in 

Pig. 149* These data were used in conjunction with the theoretical primary 
nozzle thrust contribution to develop ssmiewpirical nozzle performance 
estimates as a function of secondary flowreto. These estimates are shown 
in Pig. 150. Values used for qg* and Cq* ware 0.89 and 0.60, respectively, 
on the basis of previous testing. Reference performance data were obtained 
both with and without secondary flow. Reference data for the TVC testing 
were obtained with a nominal secondary flowrate which was 1.6 percent of 
the primary flowrate. As shown in Fig. 150s, this corresponds to the peak 
value of no**le thrust efficiency, Cy. 





Figure 147 • Kinetic Efficiency Dependence on Axial Length »nd Thrust Ciastber 
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(q) To establish guidelines for the TYC testing, a literature review was con¬ 
ducted to determine high-performing TYC injector designs and performance 
trends with the system variables. This preliminary study revealed that the 
efficiency of this T7C technique is a function of parameters such aa the 
physical and chemical properties of the injectant, orientation and location 
of the injector, injection velocity and flow characteristics, etc. The 
secondary injectant nay be Em inert or reactive gas or liquid, giving rise 
t, complex fluid dynamics and chemical kinetic interference with the super¬ 
sonic mainstream flow. 

(q) Theoretical interpretation of this flow process is desirable since it enables 
comparisons on a common basis, facilitates isolated study of Influential 
parameters, and provides a basis for design selections. Because of the com¬ 
plex interference phenomena induced by secondary fluid injection, a rigorous 
solution is intractable. Nevertheless, flow visualization such as that re¬ 
ported in Ref. 3 and 4 have provided a basis for formulating a simplified 
model of fluid injection which is amenable to practical analysis. The data 
presented in these references indicate that the TVC flow remains essentially 
Intact after injection, ord forms an effective body downstream of the injec¬ 
tion port which provides an obstruction to tho mainstream flow (i.e., very 
little mixing occurs between the two streams for some distance downstream 
cf the injection port). Based upon this result, an idealized flow model 
can be constructed as illustrated in Pig. 151. 

(C) A variety of approaches used in the analysis of this flow model are reported 
in the general literature. Several of these have been evaluated and it has 
been found that, of the techniques investigated, the semi-empirical blast 
w-jve theory developed in Ref. 1 provided the most accurate representation 
of the flow process illustrated in Pig. 151. Tnis theory was use. to establish 
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qualitative liquid injection TVC performance tre rule with the injection pmra- 
Mt«ra to (elect meaningful test conditiona. Experimental data and results 
of similar analytical studies obtained from various aources vers ussd to 
support the theoretical trends where necessary, and to provide the basis for 
design selections for parameters whose influence is not predictable by the 
theory (e.g., interaction losses between ports in multiport configurations)* 

(C) The blast wave theory is based upon the similarity that exists between the 
effective body forced by the injectant in the mainstream flow and a linear 
explosion in the plane of the wall and parallel to the mainstream, which, on 
detonation, supplies a uniform energy per unit length of charge to the sur¬ 
roundings. The energy supplied to the mainstream it derived through consid¬ 
eration of the work that is dona on portions of the primary fluid by tha 
secondary injectant through various thermodynamic processes, anl through 
consideration of certain modifications required to satisfy the boundary 
conditions specified in the original blast wave theory of Ref. 6 end 7 
(used to compute the flow field surrounding the charge). The treatment in 
Ref. l results in the following approximate expression for the interaction 
force induced by secondary injection through single circular ports. (Refer 
to nomenclature)i 

3/4 . r ■■■ ~ v. ~' "y l /2 

F si =G <*i H® * J Poo »j “® W I ) c08 00 (3) 

(C) A format for prediction of either liquid or gaseous SITV3 data is provided 
by Eq. (3). Correlations presented for gas injection in Ref. 8 indicated 
that to obtain agreement with the experimental data, Eq. (3) must be prefixed 
by a spreading correction denoted by G in Eq, (3) which empirically was found 
to depend upon the distance between the TVC port and the nosale exit. The 
form of this correction for gas injection into ionical nossles is illustrated 
in Fig. 152, The quantity “U/g in Eq, ( 3 ) is related to the charge energy 
per unit mass of 
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charge which la ia turn related to tho energy of the secondary injectant. 
It Is pointed out in Ref. 9 that this quantity can be represented in tbs 
following Banner for both gaseous and liquid injection! 


VA a „ 
2 2 


i + Ll 


COS A 


‘00 


+ i (l- 1 ) 2 + ■ u ♦ (4) 

(Y-i) id, 


u 00 


'P C Pco 


where TTJj C p , is the effective molar specific heat of all processes occurring 
(evaporation, reaction, etc.), and is defined as XAH/Tqq• This quantity 
la dependent upon factors such as: mixing efficiency of injectant and main¬ 
stream gases, injectant stay time within the nozzle, droplet formation and 

t . 

vaporization. Since mixing efficiency ia normally lovr, and injectant stay 
times are very short for small-scale nozzles this tens has been assumed 
negligible in subsequent discussion relating to the short length aerospike 
tested in this program. Inserting Eq. (4) into Eq, (3) and rearranging 
results in the following expression for F g j; 
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(C) The geometric parameters appearing in the above equation and in eubaaquent 
aquations are illustrated in Fig. 153. For the aerospike engine used In 
this test program, the dimensionless induced force becomes: 
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•Inc* 

in p a 23.7 
Vp » 1.25 

4 = 2.24 

C* = 5029 ft/'eoo (HR = 2.0, tiq. * 0.89) 

P P 

(c) Sloe* liquid Injection teat data were not available for the aeroapike no sale 
prior to this program, a constant value of 0.7 (flat plate from Ref. 8 
used for the empirical spreading coefficient, G . Thus, the form of the 
expression for the side thrust amplification factor, which is a measure of 
L1T7C efficiency relative to main engine performance as discussed In Appen¬ 
dix 4, ie as follower 


(F si + P -r )/P w 
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= (0.521) (—SS5H3;) {I + ^ 

THVti). 1 3/4 w. -i , 

— 21 — V * (t* 1 ♦ (1.105) (10 4 ) V. Bin (<*+*) (6) 

(Y-l) n W B J 


v. 2 
<J^-) ♦ 

Ug> 


where 


P ar 3 *J v j tfin («* + 2V ) 
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(c) For multiport injection, it was assumed that flow interaction losees 
between porta ore mall if the proper port spacing is maintained.. Under 
this assuaption, the amplification factor, K g , can be expressed eat 

n 

K_ « K) f 1 + 2 51 cos T(J) (7) 

a B n=l «- k=l,3,5... 2 J “ 

for odd port groupings andt 

X_ = I„) f | cos 1 (8) 

* 8 **1 L n lc=2,4,6... 1 J 

for even port groupings. 

(c) It is demonstrated by Eq. (6, 7, and 8) that the performance of liquid 
injection TVC systems is sensitive to a vide range of operating variables. 
These variables include: injection flowrate and velocity, injector location, 
1 -ndaber of ports and port spacing, axial and radial port inclinatioo, end 
injectent properties. The ivifluence of injection flowrate and velocity is 
illustrated graphically in Fig. 154 for upstream injection through a single 
port located near the nozzle throat. The TVC flowrate is seen to have a 
atroug influence upon the efficiency of thiB secondary injection system; 






Figure 154 Estimated In^luenoe of Injection Flowrat' end Telocity 
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performance decreases sharply with increasing flowrate for all injection 
velocities. Performance is a weaker function of the injection velocity, 

p 

and, since ) <*cl, S g increases almost linearly with increasing velo¬ 

city. However,-a large expenditure in ayetea pressure drop is required to 
achieve a relatively small gain in efficiency aa shown by the data in Pig. 156. 

(C) it first glance it would appear that the best simulation of a full-scale, 
hlgh-chamber-prcasure engine would be to test with an injection velocity 
and pressure drop compatible with the large engine operating conditions; 
e.g., Vj s 300 ft/sec and AV = 1800 psia. However, this requires ab¬ 
normally small TVC orifices for the weight flowrates of the email-scale 
test configuration. Prom previous testing with this type of coifiguration 
(Ref. ll) it has been shown that very low performance may be encountered 
because of breakup and atomization of the injectant stream at the injection 
port (experience to date indicates that the best performance is obtained 
with a well-collimated fluid stream at the injection orifice as discussed 
in Ref. 12). Thus, an injection velocity of 100 ft/sec was selected for the 
majority of the testing conducted in this program. This value results in 
an orifice Ap compatible with the engine chamber pressure as shown in 
Pig. 153; that is, similitude between small- a*.. ^ ■urge-scale engines is main¬ 
tained through the parameter Pj/ rather than through the absolute magni¬ 
tude of the injection velocity. Since this study and various experimental 
data (e.g., Ref. 12 and 13 ) indicate that the injection velocity is an 
influential parameter, the test program was designed to evaluate several 
injection velocities over a range of TVC flowrates at two injector locations. 

(c) The theoretical performance trend with flowrate at various injector locations, 
and with injector location for various TVC flowrates is show in Pi*'. 156. 

Both parameters are seer, to have a strong influence on performance, and the 
performance trend with flowrates noted earlier for constant velocity injec¬ 
tion near the nozzle throat persists for injection near the end of the 
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Injection Velocity, v^, ft/sec 

Figure 155* Estimated Influence of Injection Velocity on SITVC 
Performance and System Pressure Drop 




































Figure 156* Estimated Influence of Injector Flowrate and Location 
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nozzle. It should be pointed out that to develop these curves, it vas 
manured s hat the location of the effective side force vector is at the 
injection port so the angle *>< in Eq. (6) is the wall angle at the point of 
injection. In reality, the effective aide-force vector is located zone 
distance downstream of the TVC port so tha wall angle at the point of appli¬ 
cation of this vector is less than that at the injection port. Also, the 
spreading coefficient, 8, was assumed to be independent from the injector 
location. In view of the trend establishad .‘or conical nozzles (Fig. 152), 
some variation in the spreading coefficient with axial location can be ex¬ 
pected for the aerospike. Thus, while the approximation that vaporization, 
decomposition, and reactivity influences are negligible become leas valid 
for injector locations fur upstream of the nozzle exit and offsets these 
latter approximations, both of these assumptions tend to exaggerate the 
influence of the parameter X/jf. Nevertheless the results of this and 
related study (e.g., the experimental and theoretical data for the Lance 
thrust chamber discussed in Ref. 12) do indicate that the injector location 
is an important performance parameter. Therefore the test configuration 
was designed to incorporate TVC injectors at three locations: x/Jt=» 0,25, 

X/t =» 0.40, and *// = 0.7. Separate contoured TVC flow rings were used 
for each location. 

(C) The pronounced decrease in performance with increasing flowrate indicated 
for single-port .injection in Fig. 156 demonstrates the desirability of oper¬ 
ating continuously in the low flowrate range. This can be accomplished by 
injecting the TVC flow through a number of ports, each operating over a 
range of relatively low flowrates. Because the pressure acting OTer the 
downstream area affected by overlapping induced shock fields is not increased 
significantly by overlap, care must be taken to space the TVC ports around 
the nozzle cir cumf erence such that these flow interaction losses are held 
to a minimum. Cosine losses coupled with interference effects lead to the 
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the type of optimization indicated in Fig. 157and discussed in detail in 
Ref. 12* Data for conical nozzles compiled in Ref.10 indicate that near- 
optimum performance ia obtained for porta radially spaced approximately 15 
degrees apart around the nozzle circumference as shown in Fig.158. Aa mining 
that interaction effects are negligible for this port spacing, theoretical 
LITVC performance varies with the number of ports as shown in Pig. 159,. 
odd port groupings and as shown in Pig.133for even port groupings. Substan¬ 
tial performance increases are realized by increasing the number of ports 
from one to five (or six), which is near optimum for porta spaced 15 degrees 
apart. 

(c) Identical results are obtained for both odd and even port groupings, so 
odd groupings were arbitrarily chosen for evaluation in this program. 

Because spreading and interaction losses are dependent upon the injector 
location, provision was made to test three- and five-port configurations 
at each of the three selected injector locations. The ports were spaced 
15 degrees apart in all cases. A single port configuration was incorporated 
into a flow ring at x/JL m 0.25 to provide reference data. A three-port con¬ 
figuration with 30 degrees between ports was included in the flow ring at 
X/l a 0,7 to allow evaluation of flow interference effects at this location. 
The nominal flowrate selected for t.sis testing was 8 percent for n * 1 and 
3, and 13 percent for n =» 5. Provisions were also made to confirm the theor¬ 
etical performance trend with flowrate at conetant velocity by testing various 
pert sizes at X/Jt= 0.25 with the flowrates indicated in Pig. 159 and with 
flowrates of 4 and 8 percent ( 1*3) and. 7 and 13 percent 
( a* 5) at X/X* 0.4. 

(c)Por the nominal injection velocity of 100 ft/sec selected for the majority 
of this tenting, it was found theoretically (fiq, 6 ) that the effect of 
the injector axial inclination is nearly negligible as shown in Fig. 161. 
Similar results have been obtained experimentally for moderate variations in 
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Wgur# 160* Estimated Influence of the Injectant Flowrate and Kvaeber of Injection Porte 
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Figure 161 « Estimated Influence of the Injectant Flowrate and the Axial Fort Inclination 





















X as shown by the data from Ref, 10 presented in Pig, 162. Thus, thla 
parameter was not en;p2mizod in this program. An axial inclination of 45 
degrees measured with respect to the contour as shown in rig.153 was chosen 
as the nominal valuo to prolong the injectant stay time within the nozzle. 

To verify the indicated trend for the aerospike, three and five port con¬ 
figurations with an axial inclination of 60 degrees were provided atx/tfe 0.4 
and x/J a 0.7. 

(c) Because of the variable influence of flow Interference effects with multi- 
port injection find asymmetric flow field surrounding radially inclined 
ports, the effect of the radial inclination of ports i3 not predictable 
theoretically. However, experimental data such as those presented in Pig. 163 
(from Ref. 13 ) indicate that this may be an influential parameter for cer¬ 
tain configurations. As indicated in the figure, injecting the flow through 
varallsl ports resulted in a performance loss as compared with redial injec¬ 
tion. This can be attributed to an uzifavorable spread of the pressure field 
surrounding the parallel injectors in a conical nozzle which increases cosine 
losses to a point vrhere they more than offset the gain in side thrust pro¬ 
duced. by the increased injection momentum in the lateral direction. Because 
of a reversal in nozzle geometry, including the ports in an aero3?ike such 
that all of the TVC flow streams are parallel or convergent nay tend to con¬ 
centrate the pressure field in a more favorable manner if the ports are 
spaced far enough apart to avoid severe interaction losses. Therefore, capa¬ 
bility was incorporated into the LITVC system design to test parallel 3tream 
injectors at each of the three selected injector locations with 8 and 13 
percent flov for n = 3 and n = 5 respectively. Additionally,, capability for 
testing a parallel stream injector with 4 percent (n a 3) and 6 ( n * 

5) percent flow and a converging stream injector with 8 (n = 3) and 13 
(n = 5) percent flow was included at X/i * 0.25, All of the remaining pa¬ 
rameters were investigated with radial injection orifices. 
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(c) lust testing rith various nozzles has shown that, In addition to the injector 
and flow characteristics discussed above, injectant properties exert a strong 
influence on the perforuance of the T7C systems. Parauetris studies conducted 
in conjunction with the Lance engine optimization study (Bef. 16) indicate 
that side force tends to correlate with the volume flowrate of injectant for 
system*) with equal pressure drop as shown in Fig. 164. This correlation, if 
valid for the aerospike, results in tha LITVC performance comparison between 
and ULMH-N„H^ (50-50) shown in Fig. 165a. The accompanying data in 
Fig. 165b represent tha trend estimated tiieoretic&lly by using Eq. ( 6 ) and 
neglecting the energy release caused by vaporization, decomposition, and 
reaction. The estimated influence of injectant properties is weaker using 
tha latter method, but the trend is the same in both cases. In view of the 
apparent performance advantage of UDKH-NgH^ (50-50) over K^O^, the test program 
was arranged to allew evaluation of (50-50) es an injectant with 

the injector designs selected at /£./£*> 0.25 and /)c/X m 0.4* 

(C) Nozzle recompression a+ low altitudes strongly affects tha undisturbed noz¬ 
zle pressure profile indicating that the ambient pressure may have a strong 
influence on LITVC performance at lew pressure ratios. Therefore, provisions 
were incorporated into the teat program to ftidy this influence by testing 
at lew altitvnes with the flow r/.ng at /&lt m 0.4. 

(u) To summarize, th-j engine was designed to enable experimental study of: 

(l) cons tar t-veloeity flowrate variation, and radial, parallel and conver¬ 
gent stream injection with three-anii five-port configurations at 4 ./X* 0.25, 
and single port injection at 40 /ta 0.25; ( 2 ) constant-velocity flowrate var¬ 
iation, radial and parallel stream injection and variable axial inclination 
with three-end five-port configurations at /ju/jL »0.4; (?) radial and 
parallel stream injaction and variable axial inclination for tlvee- and 
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Figure 165. Estimated Influence of Injectant Properties 
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five-port configurations along with variable port spacing for a three-port 
confipuration at x/t* 0.7. TYC flow rings designed to incorporate these 
features are illustrated schematically in Figs. 166and 167. It is readily 
seer fron the selected designs that the intent of the program was to deter¬ 
mine the oarfjneters which exert the strongest influence on LIT7C nerfomence 
with an aerospike and to establish the relative magnitude of this influence, 
rather than to optimize each of the many variables for one particular teat 
corfir-uratior. 

Test Program 

(u) Hardware Description. The aerospike thrust chamber tested in the T7C phase 
of the Advanced Aerodynamic Spike Configuration Program is shown in Fig. 168. 
The 77C hardware assembly is identical to the 12-percent length nozzle tested 
previously in the program with the exception that a new inner throat and 
nozzle section with liquid injection thrust vector control capability was 
utilized. The inner contour is 25 percent of the axial length of an equi¬ 
valent 15-degree conical nozzle with an area ratio of 25. Secondary gas 
is supplied from a gas generator mounted directly within the center of the 
inner nozzle. The secondary gas is diffused through a porous base plate 
mounted at the nozzle exit. Fluid systems consist of the primary propellant 
0.' 2 0 4 /OSEH-®^, 50-50), secondary propellent (W^/UPKH-!^, 50-50), TVC 
fluid (E 0 4 end EDKH-H^, 50-50), 

(’j) The thrust chamber contains the following basic components: the injector, 
a removable water cooled combustion chamber, a water cooled throat and inner 
nozzle section, and removable uncooled nozzle extensions which con.din tbo 
TVC injection orifices. Each of these components, except for the nozzle 
extensions, was discussed in detail previously, but is reviewed below to 
show the relationship between the hardware assemblies. 
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(U) The stainless ateel injector face (Fig.169) contains three propellant injec- 
tar.t rincs, the center ring (stainless steel) has the oxiuizer orifices and 
is bounded on each side by fuel ring3 (copper). A like-on-like doublet ori¬ 
fice pattern is used. Distribution munifolds behind the injector rings ard 
machined into the body and are fed tlirougb a series of drilled holes from 
the primary manifolds. Tlie injector is divided into thirteen equal compart¬ 
ments by uncooled copper baffles brazed to the injector face, 

(u) The water cooled casing and throat assemblies are constructed entirely of 
oxygen-free, high-conductivity copper. Coolan^ water enters the thrust cham¬ 
ber assembly through p* 'ts in the injector body. Four water inlets end four 
water outlets are provided for both the inner and outer sections of the chan¬ 
ter; each section having independent cooling circuits. The straight inner 
and outer chatter pieces have eight water manifolds at either end between 
5/l6ir.ch axially drilled coolant holes. The cooling circuit in each throat 
piece consists of eight drilled manifolds (four inlets and four outlets) 
from which a aeries of smaller holes lead into circumferential passages. 

Water enters these small hcles from the four manifolds, passes circumferentially 
along a 45-degree arc, and is discharged through adjacent outlet holes. 

(o) A gas generator, designed to operate on the some propellants as the main 
chamber, supplies the secondary flow to the base region of the nozzle . It 
is designed to operate uncooled at a maximum steady-state teaperature cf 
app^oxlmately 1800 F, based upon hardware (547 CFE3; limitations. The low- 
flow injector, which supplies secondary flow in the range from 1 to 2 per¬ 
cent of the primary flow, was used for the TVG testing. The injector flow 
pattern consists of four fuel streams impinging on one oxidizer stream. 

The porous plnte base configuration is shown in Fig. 170. 
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Figure 170. Porus Base Plate Configuration 







(u) Cm uncooled portion of the nozzle is made up of three in-line removable 
stainless steel flow rings, two of which (Fig. 168) contain TVC injection 
orifices in all four quandranta. The TVC flow is supplied to short circum¬ 
ferential manifolds in each quadrant though discrete feed lines (eight in 
all) 30 that the operation of one quadrant is independent from the other 
three* The manifolds serve as a common plenum for the drilled injection 
orifices in each quadrant* 

(U) A total of six flow rings, two for each injection location, was fabricated* 
The second flow ring at each location was used to servo as a backup in the 
event of hardware damage, and to provide a means of extending the range of 
parametric variation if necessary. Both rings at x/i= 0.25 contain injec¬ 
tion orifices in each quadrant. At each of the other locations, x/f * 0.4 
and 0.7, one blank ring and one ring with TVC injection orifices was employed. 
The injection orifice pattern in each operational flow ring is illustrated 
in Fig. 166 and 167. 

(u) As shown in these figures, most of the configurations contain five Injection 
orifices in each quadrant and make up the five-port geometries discussed pre¬ 
viously. During the testing, the porta indicated by the darkened symbols in 
these figures, were plugged with steel pins to provide three-port configura¬ 
tions. The assemblies that were used in the TVC testing at AEDC are shown 
in Fig. 171, and 172 • Note that by providing the passages in the blank 
ring at x/f » 0.4 through to the flow ring at %/l- 0.7, this piece becomes 
an integral part of the system design. This procedure is advantageous since 
it simplifies the propellant feed system to the flow rings at x/2* 0.4 and 
0.7 (both rings are supplied with TVC flow through the same feed lines); 
however, it also required that the operational rings at these locations be 
tested separately. A typical set of flow rings used in this testing (BE ser¬ 
ies) is shown in Fig. 173. 
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(u) The thrust chamber va s instrumented to provide information regarding prl- 
ca ry and secondary chamber pressure, primary wall pressure, secondary cavity 
pressure, prinary and secondary injection pressures, and secondary chamber 
temperature. The approximate location of this instrumentation is shown in 
Pi/?. 174 through 177. Facility instrumentation provided: force, weight flow, 
tank TvtH^fjur'e, om noil ant lime temperature, vs ter temperature and cell pres¬ 
sure data. Approximate ranges for these parameters are indicated in Table 19 
of Appendix 4. 

(u) Test Procedure . T7C testing was conducted at design pressure ratio for this 
nozzle (PR»290) in an altitude chamber (j-2 cell) at the Rocket Test Facility, 
AEDC. The operational characteristics of thi3 facility are discussed in 
Hef. 20 • A six-component load cell arrangement was used to monitor the 
forces and moments induced by secondary injection during each test. The 
engine mounting assembly is illustrated schematically in Fig. 178, and a photo 
of the test installation is shown in Fig. 179. Only the flow-ring quadrants 
situated in the yaw plane were tested in any given "air-on" (test) period. 

Ti., iin. 'art configurations were evaluated initially. The outer two ori¬ 
fices were hen plugged (during the "air-on" period whenever possible) and 
these Quadrants in the yaw plana were retested to evaluate the three port geom¬ 
etries. After the quadrants initially in the yaw plane were tested, both 
flow rings were rotated through an argle of 90 degrees and retested to evalu¬ 
ate the parameters contained in the remaining two quadrants. 

(tj) During each test, the engine was initially operated for 3-l/2 seconds with¬ 
out TVC flow to establish reference data for each parameter. Nitrogen 
tetroxide wa3 injected for thrust vector control during the last 2-l/2 sec¬ 
onds of each firing. Nitrogen purges were used to clear all propellant lines. 
Primary oxidizer and fuel purges were operative continuously prior to igni¬ 
tion and came on immediately at engine shutdown. Secondary purges were on 
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prior to each run sequence, and vere performed manually at the conclusion of 
the firing. A typical run sequence is illustrated in Pig. 180, and the fa¬ 
cility flow system used for this testing is shown in Figs. 181 and 182. 

(o) The planned altitude test schedule is shown in Table 12. Provisions to sup¬ 
ply TVC flow to two quadrants during each teat were incorporated into the 
plumbing system, and it was origi.ially planned to test both TVC quadrants 
during 10-aecond firings as indicated in the table. However, after the pro¬ 
gram was initiated, it was found more desirable to shorten the test duration 
to 6 seconds, and test only one TVC quadrant in each firing. Hardware dif¬ 
ficulties encountered during the checkout testing at Rocketdyne caused a de- 
xay in the program, so several of the originally planned testa were not 
conducted. Only the data in Table 12 denoted by an asterisk were obtained 
in the resulting abbreviated program. 

Test Results 

(u) Thirty-three firings were conducted over a series of five test periods. 
Performance and thrust vector control data from these firings are presented 
in Tables 13 and 14 respectively, A sea level data point (5-second duration 
test) obtained in the checkout testing conducted at Rocketdyne is included 
in Table 13. Pour additional short-duration (two at 0.5 seconds and two at 
1.5 seconds) checkout tests were conducted at Rocketdyne; however, performance 
data were not obtained and these tests are not tabulated. The measurements 
indicated in Table 19, Appendix 4 were used co compute reference nozzle per¬ 
formance without TVC, side forces and total control moments generated during 
TVC operation, and nozzle wall and base pressure profiles for each test. 

The meth.ls by which these parameters were determined from the measured data 
obtained in this test program are discussed in Appendix 4. 
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(U; Post test ins wet ion of the engine after the BT3 test series revealed that a 
substantial water leakage along the contour occurred during tide tent series, 
ai'.d, to a leaser degree, during the BA teat series. Therefore, the reference 
performance data listed in Table 13 fer tliese tests is sorewhat questionable. 
However, ;he ?VC performance data, for these teats are consistent with the 
trends established by the data obtained in subsequent testing after the water 
leakage along the contour was eliminated. Thus, the TYC performance data for 
the 2A and BB test series in Table 14 are felt to be of good quality. A 
failure in the aft yaw plane load cell which occurred during test HD22 resulted 
in Inaccurate side and axial thrust data for firings BD22 through HD29, and 
therefore, data from these firings have been excluded from Tables 13 and 14. 

A low frequency (ft* 130 c?:s) instability with peck-to-peak amplitude of enproxi- 
tuately 60 poia occurred during test BH32 v;hieh resulted in rodcrate hardware 
damage. Post test inspection of the hardware indicated th ’t portions of the 
chamber baffles and throat region had been eroded (Fig. 183). Eence, the TYC 
data for test BE33 (in Table 14) is also considered questionable. Reference 
and LITYC performance trends established by the remaining data presented in 
Tables 13and 14 are discussed in the following paragraphs. 

(d) Reference Performance . Except for the sea-1evol firing, all of the data 
listed in Table 13 were obtained from a 0.5-second time slice approximately 
3 seconds after the beginning of the run. Because of the shorter duration 
of the sea-level firing (five seconds), TVC flow was injected during the 
final 2 seconds of the test, and performance data were averaged over a 0.5- 
second time interval just prior to actuation of the thrust vector control 
lyntem. Time variations of critical parameters for a typical altitude test 
without TYC are shown in Pig. 184. It can be seen that all performance 
parameters reach essentially stable values after approximately 2.5 seconds 
of test operation. 
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(ft) ivera^e thruat efficiency of the nomzle is 95.1 percent without secondary 
flow from Table 13. This value is 0.8 percent above the predicted nozele 
efficiency without secondary flow as seen by comparison with Fig. 150 
pag* 275. The difference could arise from any of the following factors* 

1 Experimental inaccuracies 

2) Primary inviscid flow field analysis 

3) Boundary layer analysis 

4) Kinetics analysis 

5) Base pressure estimate 

6 ) Downstream combustion phenomena 

7) Differences in geometry between analytical model and actual 
hardware 

8 ) Differences in overall gas properties be twee.-’ ths analytical 
model and the actual hardware 

(c) Consideration of each of these factors indicated items (7) and (8) to be 
tha most orobabls causes for the difference noted. 
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(w) A comparison of the nozzle and specific Impulse efficiencies between the 
Rocketdyne sea level teat and the ASDC altitude tests is represented in the 
table below. A decrease of only 2 percent in nozzle efficiency and 1 percent 

TABLE 15 

COMPARISON OP SEA LEVEL AND ALTITUDE PERFORMANCE, V « 0 

0 


Teat 

P A 

97 

‘c* 

p 

\ 

C T 

KSp 

P c , P»U 

1 

14.4 

0.897 

0.836 

0.932 

1.54 

197.2 

BA01 

281 

0.891 

0.846 

0.949 

2.10 

196.1 

^cn 

280 

0.889 

0.847 

0.953 

1.99 

196.9 


in specific impulse efficiency was experienced with operation between 100 
percent and 5 percent of design pressure ratio. It should be noted that the 
mixture ratio wan significantly different for the sea level test, end chemi¬ 
cal reaction effects could be a factor causing a relatively higher nozzle 
efficiency for the lower mixture ratio. The results clearly show a high 
degree of altitude compensation was obtained. 

(C) LIT VC Performance . Liquid performance data were obtained from a 0.5- 
second average time slice near the end of the firing after all critical pa¬ 
rameters were essentially stabilized. Time variations of these parameters 
during a typical test with TVC are sho*m in Pig. 185. A a seen, these data 
stabilized approximately 0,5-3ccond after signaling for thr injection of 
TVC flow. Basic test results are presented a3 curves of P,/^# P oc /P v » and 

AP7?„ vs in Pig. 186 through 191. Each of these parameters is defined 

A v e 

and dismissed in Appendix 4 . The off-center force ratio represents the 
dimensionless moment about the reference set of axis used to define the noale 
contour design (Pig.l4§ .pag«270). 
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Figure 191. Relative Change in Axial Thrust vs Flowrate Ratio for 
Liquid Injection at ‘X'/j => 0.4> 0.7 
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(c) Side fores increases with the addition of TfC flow tluroughout the range of 
flowrates tested at x/t- 0.25 as shown by the data in Figo IBS . For a given 
flowrate, injecting liquid through multiple orifices re suite in higher 
side force than single-port injection at this location. Parallel stress 
injection (© « II.) also yields higher side force than radial stream injec¬ 
tion (0 m 0) with five injection ports at x/t » 0.25. Similar results were 
obtained at x/t- 0,7 with both three- and five-port configurations as shown 
in Pig. 1S7. However, port spacing and axial inclination did not appear to 
influence the induced side force significantly at the latter location. 


(c) Both positive and negative off-center forces were generated during this test¬ 
ing as shown by the data in Fig. 188 end 189. The trends at x/X- 0.25 imply 
that at low flows, the side force vector effectively acta near the injection 
ports, Thereby producing a subtractive moment about the throat plane. As the 
T/C flowrate is increased this vector moves down the contour causing the 
throat moment to become positive. The relationship between side-force loca¬ 
tion and throat moment derived and discussed in Appendix 4 ie illustrated in 
Pig. 192 . It can be seen that to obtain additive moments, the effective 
side-force vector must be located along the aft portion of the nozzle. Five 
port injection results in lower throat plane moments than three-port injec¬ 
tion because of a higher concentration of side force (Fig. 186 ) near the 
nozzle throat. Off-center forces are understandably slightly higher for 
injection near the nozzle exit (Pig.189) simply because of the more favor¬ 
able port location as shown by the curve in Pig. 192 » 

The axial thrust data in Fig, 190 and 191 reflect trends that are similar to 
those established by the side force data in Fig. 186 and 187 as would be ex¬ 
pected if the effective TVC forces are normal to the contour. However, 
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because of the small magnitude of the axial thrust differences it is not 
possible to distinguish trends in the chance in axial thrust with variations 
in the injection parameters. 

(C) The change in nozzle vail pressure during TVC is illustrated by the data in 
Pig. 193. It can be seen that pressure is increased both upstream and down¬ 
stream of the TVC port, »ind remains above the undisturbed wall pressure for 
some distance downstream of the injector. The test-to-test base pressure 
variation noted earlier during the reference performance testing persisted 
throughout the TVC testing. In general, it appeared that nozzle bane pres¬ 
sure remained constant or decreased slightly during liquid injection, but 
definite trends with the injection parameters could not be determined from 
the measured data. 


(c) The basic data presented in Pig. 106 and 187 were used to develop side thrust 
amplification factors to provide LITVC efficiency comparisons for N„0. injeo- 
tion with this asroapike nozzle. The constant velocity 3ITVC performance 
trend with flowrate established for throe- and five-port injection at x/t •* 
0.25 is similar to the expected trend (Pig. 159 a 3 shewn by the data in Pig. 
194. Performance decreases with increasing flowrate, and five-port injection 
provides the.highest performance in the range tested. Parallel-stream injec- 
. tion affords slightly higher performance than radial-stream injection for the 
five-port configuration, indicating that a more concentrated injection 
• pattern such aa that provided by radial streams in a conical nozzle (Fig. 163) 
is superior to a divergent flow pattern. The magnitude of performance bene¬ 
fit is expected to be a function of factors such as: port spacing, exposed 
uvea downstream of the port, axial inclination, and injectant properties, 

(c) Parallel-stream injection also affords hipV.er side thrust efficiency than 
radial injection with both thrse- and five-port configurations at x/if** 0.7 
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Fixture 194. Side Thrust Amplification Factor for Liquid N 2 O 4 
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as shown in Pig. 195. However, the absolute peifonaance level at this loca¬ 
tion is lower than at ,/Lli- 0,25 as can bo seen by comparison with the 
nominal perforaance trend for three- and five-pe-t injection at jkH- 0,25 
{from Pig. 194). The indicated performance insensitivity to the port 
spacing may not hold true for injection nearer the throat because interfer¬ 
ence losses are a direct function of the influenced are# downstream of the 
injection port. That is, the parameter, A*/ , may optimize differently for 
different stations along the nozzle. 

(c) As expected, thj axial inclination of the TVC porta did not significantly 
influences performance with the variation investigated at 0.7. Al¬ 

though the data for injection at /t/Z~ 0.4 is somewhat questionable (Test 
BE33), the performance level established with the five-port configuration 
at this location is consistent with the data obtained at the other locations 
tested. 

(c) A parameter similar to the side tfuvst amplification factor was used to 

represent off-center thrust efficiency for the va-ious injection techniques. 
This parameter, which is termed the off-center thrust amplification factor, 
Sy (defined and discussed in Appendix 4) is shown for injection at 

0.25 in Pig. 196. At low flows, negative off-center thrust amplifi¬ 
cation factors were obtained because the effective side force vector is 
apparently located near the injection port as discussed previously. The 
off-center thrust amplification factor increases with flowrate throughout 
the range of flowrates. Except for the data points that denote variations 
in injection velocity, those conditions that yield high side force amplifi¬ 
cation (Pig. 194) also yield relatively low off-center thrust amplification 
at this location. 
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Figure 196. 


Off Center Thrust Amplification Factor x'or Liquid N 2 O 4 
Injection at “X/jf « 0,25 
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(o) Off-center thrust performance data for infection at v/t > 0.4 and y/Jt - 0.7 
are shown along with the nominal trends at x/C= 0.25 (from Fig. 196 ) in 
Fig. 197. It can be seen that for locations near the end of the nozzle, the 
off-center thrust efficiency is higher than for injection near the nozzle 
throat, and tends to follow side thiuat efficiency trends more closely than 
in the latter case. No reason could bo found for the relatively low off- 
center thrust efficiency displayed for the configuration withA*F * 30 degrees 
ut y/jL- 0.7 and with A » 60 degrees 0,4; these data points are con- 

ridered questionable in view of the performance level established by ti.a 
ether data and the relationship required between side and off-center thruat 
indicated by the curve in Fig. 3.92 . 

(c) To provide a basis for more meaningful comparison of injection techniques, 
the side and off-center thrust amplification factors in Fig.194through 197 
were combined to fora a control moment performance factor, K, which reflects 
the influence of both quantities. Since K is indicative of the total control 
moment about the vehicle center of gravity, a geometric relationship between 
the engine and vehicle must be assumed to completely determine this quantity. 
As discussed in Appendix 4 , this is accomplished by means of the parameter 

r /h where r is the engine radius and h is the distance from the refer- 

e e 

ence gimb3l plane to the vehicle center of gravity. 

(C) Results are presented for N ? 0. injection at xJJL - 0.25 and for r /h values 
of 0.25 (typical boost vehicle) and 1,0 (typical upper stage vehicle) 
in Fig. 198 a and 198b, respectively. Overall TVC performance trends with 
flowrate are nearly identical to side-force efficiency trends for r /h ■ 
0.25, because of the relatively weak influence of the quantity, K^. How¬ 
ever, performance trends with flowrate and configuration are changed for 
V h -i*o indicating that the vehicle geometry may have an influence on 
the selection of an LT.T70 injector design under certain conditions. 

Similar results were obtained for injection at rft = 0.7 aa shown 
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Figure 197. Off Center Thrust Amplification.Facter for Liquid Injection 

at f - 0.4, 0.7 
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Figure 198 # Total Control Moment Amplification Factor for Liquid N 2 O 4 Injection at 






by the data la Tig. 199. Tbs nominal trondo established for three- and five- 
port injection at x/2=« 0.25 are included in Fig .199 for comparison. Control 
moment efficiency ia seen to be higher when the TVC flow ia injected near 

the nozzle throat ifr /h - 0.25, while the opposite is true ifr /h ■ 1 . 0 . 

0 0 

(c) The moment, efficiency data in Tig.193and 199 were ussd in conjunction with 

the axial tiirust data in Fig.l 90 and 191 to establish the change in engine 

specific impulse as a function of the equivalent gimbal angle, , developed 

during liquid injection tl.rusi vector control. The relative change in engine 

soecific immxlse was obtained from the relation: 

AI _ 1 + AWP V 

h 1 " Wi. 

and the equivalent gimbal ang]e is defined as (from Appendix 4 ): 



(c) These results are presented for injection at 0.25 and a/JL «* 0.4, 

0.7 in Fig. 200 and 201, respectively. Reference to Fig. 200 shows that engine 
specific impulse decreases sharply with increases in the control requirements. 
The rate of decrease is dependent upon the number of injection ports and the 
engine-vehicle similarity parameter, r e/ h » Five-port injection provides 
the highest engine performance for r^/h = C.25, while three-port injection 
appears to be optimum for r^h a 1.0 (at least for the port spacing utilized 
in thin program). Engine performance during TVC for injection at vc/P- = C.7 

is nearly identical to that obtained at x/t= 0,25 forr'/h» 0.25 as shown 

0 

in Fig. 201a, However, if r /h - 1.0 the data in Fig. 201b indicate that 

0 

engine performance is higher for injection of TVC flow rear the end of tho 
nozzle than for injection near tho throat. 
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In general, these ironda in angina performance during TYC arc identical 
to those exhibited by the control moment coefficient, K, vita variations 
in TYC flowrate ratio (or with variations iu the equivalent global 
angle since those qiantities are proportional). This indicates that the 
TVC injector designs that result in high elds force and moment efficiency 
vill also result in high engine performance during liquid injection T7C, 
which is a result that is not necessarily true of gaseous injection CTO 
ayaterns as shown by the data presented in Ref, 15, 

Application of UTVC Test Results 

Comparison with LITVC Performance Data for Other Nozzles. Previous test 
programs conducted by Rocketdyne have established performance trends for 
liquid oxidizer injection into high area ratio bell and H-F nozzles 
(Ref, 14) and a low area ratio annular bell nozzle (Ref. 16), 

The LITVC design utilized for the high-area-ratio testing incorporated 
multiple,, closely spaced ports that were inclined 30 degrees upstream 
with respect to the engine centerline. Testing was conducted over a range 
of axial locations and TVC flowrates with both engines. Vacuum thrust 
and chamber pressure of these engines were 10,000 pounds and 225 psia 
respectively. Propellants were NgO^/foMB-NgH^, 50-50 for the bell nozzle, and 
» 2 0 4 /0IHH for the F-H nozzle. 

The Lance annular bell nozzle ( <• = 5*6) utilizes single-port injection at 
a location near the throat. The TVC flow is injected into the nozzle at. 
an angle of ninety degrees with respect to the engine centerline. Flow 
modulation is accomplished by means of a variable-area pintle valve. 
Experimental evaluation of this LITVC design was conducted with a 90-degree 
segment of the full-scale Lance engine, which operates with IRFNA/tTDKH 
propellants at a chamber pressure of approximately 900 psia. Thrust 
level of the segment is approximately 10,000 pounds under these conditions. 
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Typical SITVG performance reuulta from these programs are shown in Pig, 202 
along with aeroepike L1TVC aide-force efficiency data from Fig. 194 , 

Since the injection porta were oloscly spaced in the high-area-ratic 
nozzles, the trends displayed for these configurations are more representative 
of single- than multiple-port injection as shown by the data in Eef. 10 . 

It can be seen that the performance level of liquid injection with an 
aerosplke nozzle is somewhat lower than with high-area-ratio bell and 
B-F nozzles. This can be attributed to the much shorter length of the 
lover area ratio aerosplke nozzle (oven ac the sane area ratio, axial 
length of the aerosplke nozzle is only 30 percent of the bell and 
60 percent of the H-F nozzles }• Similar results can be expected at higher 
thrust levels, but if scale effects exist, they are expected to be 
slightly more influential with an aerosplke because of its ehorter 
length. Thrust vector control demands for the Lance engine are relatively 
small so testing was conducted over a limited range of low flowrates. 

Ccaparison with aerosplke side force efficiency under these conditions 
is difficult because of the rapidly changing slope of tha side foroe 
efficiency curve at low flows. However, the level of aerosplke side 
forco efficiency does appear to be consistent with that obtained with the 
annular bell configuration at low flows. 




The side 


force efficiency data presented in FigJ.94 and 195 have established performance 
trends with injection variables, that are in qualitative agreement with 
the estimated performance trends presented earlier. However, the measured 
performance level is lower than that estimated theoretically as shown 
in Fig. 203. 
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Figure 202. Side Thrust Amplification Factor for Liquid 
Injection with Various Nozzles 
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(c) To obtain agreement with the teat data the rereading coefficient# 0# 
van revised to match the single port data at xJjL <*>0.25 and the three 
port data with AV « 30 degress at xfji «* 0,7 (interference effects are 
minimal with tho latter configuration). Because it was derived fron 
experimental data# this revised spreading coefficient, G, which is presented 
in Fig. 204, includes* (l) corrections for nonuniform nozzle How similar 
to the coefficient for gao injection into flow over a flat plute used in 
previous analysis, (2) corrections for variable wall angle end spreading 
(cosine) looses with length, and (3) corrections for the effects of lnjeotant 
vaporization and reaction. While the data in Fig. 204 applies 
quantitatively only to tlie aeroapiko nozzle geometry tested in this program, 
its use to estimate LITVC performance trends for larger engines than that 
tested should yield conservative results. The correlation shown in Fig. 205 
indicates that once the performance level ia established, correct trends 
with che injection parameters are predicted by the blast wave theory. The 
deviation in FigJ2C5a can be attributed to flow interference effects (which 
are apparently small) and/or to slight inaccuracy in the blast wave represent* 
ation of the influenza of the injectant flowrate (the blast wa*e thaery 

ft 

indicates thut K^.> ^T7C J " which may not be exactly true for the anrospdke), 

(C) ComjarigpiL-Be.t>feon.A^rc.opik.e--Liguf-..d^and. .G.as. TniQ.ction JPexrfor'manee.. Cold- 

flow testing conducted during the Aerodynamic Nozzle Study (Ref. 15) 
established the like-lntolike gaseous injection performance characteristics 
to be expected from an aero spike nozzle. Injection parameters studied 
include1 TVC J ejection location and axial inclination, TVC flowrate 
arid injection velocity, and tho nozzle chamber to ambient pressure ratio. 
Ares ratio of the aerospiko nozzle tested was 25 »1 and its length was 
16 percent of a conical nozzle with equivalent area ratio and throat area. 
Typical results of this investigation axe shown in Fig. 206. 
comparable LITVC data obtained for five-port injection at x/Jt *» 0,25# 
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Figure 205* Coranarison Between Estimated and Measured SITVC Performance Trende Usinfj 
the Revised S;jreadinc Coefficient from Fig. 204. 















Figure 205. Comparison Sstveen Liquid and-Gaseous Inflection Performance with an AerospUcs 
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(c) Reference to Fig. 20 tin .eveals that much lower flown are required to 
produce the same aide force if liquid 1^0^ by a high- 

energy gaseous fluid. As indicated, performance trends with the injection 
variables are more pronounced with gaseous injection than with liquid 
injection; it was found in the cold-flow touting tliat those injector 
designs which provide high control mocent efficiency for gas injection 
also result in relatively low nozzle performance at the corresponding 
TVC flowrate. Tills characteristic resulted in nearly identical nozzle 
performance during TVC from all of the configurations tested in the cold- 
flow prog: am as indicated in Fig. 206b. The nozzle performance level 
established by this cold-flow data (Fig. 206b) is significantly 
higher than that obtained with liquid injection, because of the lower 
flows needed to produce equivalent control moments. The high-area-ratio 
bell and H-F nozzle TVC data presented in Ref. 14 indicate that similar 
comparisons can be expected from hofc-flcw gaseous injection TVC systems, 

(0 Estimated SITTC Performance For, Pull Scale Engines . To make a more 

meaningful comparison between injectents and to provide a basis for future 
systems analysis, the data obtained in this program were used to generate 
performance estimates subject to the operating requirements expected 
of future aerospike engine applications. Two methods were used to estimate 
LITVC performance to ensure that realistic efficiencies were obtained. 

The first method involved direct scaling of the LITVC control moment and 
nozzle efficiency data obtained for five-port injection at x/jt = 0.25 
(Fig. 198 and 200 ) by means of the volumetric flowrate correlation 
discussed earlier. Vith the other method, performance was estimated 
theoretically using the blast wave analysis and corrected for spreading 
losses by means of the revised spreading coefficient obtained for the 
aerospike nozzle tested in this program (Fig, 204). Both methods 
of estimating liquid injection performance should tend towards conservatism 
since the influence of injectant vaporization and (reaction is assumed 
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constant and la believed to be negligible for Uu> nozzle size tested. 

In reality, these effects become more pronounced as the engine thrust 
level and size increase. Like-into-like gas injection performance 
vaa obtained through direct scaling of the cold-flow data in Fig. 204* 
Performance of low-energy gas injection was estimated by means of the 
characteristic velocity correlation discussed in Ref. 15* 

(c) High- And low-energy gas injection performance was compared with that of 
liquid fuel and oxidizer injection for two potential aerosplke booster 
engine applications, and an upper-stage engine system. The first of 
these boost applications utilizes a 1.6-million-pound thrust engine 
(pea level)with /50-50 propellants. Chamber pressure of the engine 
is 2000 psia, and the area retio of the aerosplke nozzle is 55* The 
other booster engine also operatas with a chamber pressure of 2000 psia. 
Propellants in the latter case are LO^/LH^, sea-level thrust is 24 million 
pounds, aiul the area ratio of tho nozzle is 78. Vacuum thrust of the 
upper stage engine is 25CK; area ratio of the aerosplke nozzle la 78. 

This engine operates with LO^/li^ propellants at a chamber pressure of 
1500 psia. Thrust vector control requirements expected of these engines 
are shown in Fig. 207. 

(c) Results of this ana’ysis are presented in Fig. 208 through 210. Reference 
to Flg.208 reveals that in-flight engine performance with liquid injection 
TVC is considerably lower than when gas injection is used for TVC in 
typical storable propellant booster engine applications. Comparison 
between Fig. 208a end Fig. 206b shows that similar results are obtained 
for both methods of LXTVC performance prediction, but the influence of liquid 
injectant properties is more pronounced for performance data generated 
using the volumetric flowrate correlation. Liquid hydrogen injection 
can be expected to provide in-flight performance comparable to low-energy 
gas Injection TVC in a typical LQX/Hg booster engine system as Shown in 
Fig, 209. The data in Fig.210 indicate that similar results are 
obtained from upper-stage LCOC/H^ engines j 
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Figure207* Typical In-Flight TVC Duty Cycle Requirements, 
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Figure 206 • In-Flight Performance loss Associated With Fluid Injection TVC for a Low. 

Storable Propellant Booster Engine , Thrust = 1.8 Millicn Pounds in Fig. < 
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(c) It can be Been that in all eases liquid fuel injection affords higher engine 

specific impulse efficiency than liquid oxidizer injection. However, 

liquid fuel injection also results in much lower density impulse than 

obtained with liquid oxidizer injectanta. For example, the tank mixture 

ratio for the UXZ/'d^ booster engine (engine HR without TVC is 6.0) with 

liquid fuel injection (Fig, 209 ) in approximately 5.6 for the mission shown 

in Fig2C7 as opposed to the more favorable mixture ratio of 6.7 if liquid 

oxygen is utilized for thruat vector control. A detailed systems study 

is required to determine the overall merits including total system weight, 

of each injectant. The data in Fig. 209 indicate that liquid injection 

with or (50-50) is not competitive with practical (low 

energy) gaseous injection TVC systems. However, LCK/Hg engines utilizing 

either liquid fuel or oxidizer as the TV^ injectant nay be competitive since 

both fluids are expected to exhibit much more favorable vaporization and 

reaction characteristics than the N„0 data which was used as the basis 

«- 4 

for the above analysis. 

CONCLUSIONS AND RECOMMENDATIONS 

(C) The performance data obtained in the hot-flow test program discussed above 
lead to several conclusions regarding engine efficiency and liquid 
injection thrust vector control with an a^rospike nozzle. These conclusions 
are as follows* 

1, Measured thrust efficiency (without TVC flow) at design pressure 
ratio of the aero3pike engine tested in this program was 95.1 
percent without secondary flow and 95.2 percent with secondary flow. 
The measured thrust efficiency without secondary flow was 0.8 
percent above the theoretical estimate. The difference is 
probably attributable to variations between the theoretical and 
actual geometries and gas properties. 


372 

CONFIDENTIAL 



Ifl 


Utfttj i h 4^ qa ^ i< «4 < .m « . t 


2. Test data indicate that u lurgu degree of altitude compensation 
was obtained with this aeroapike online in the range from 100 
to 5 percent ol“ design pressure ratio. 

3. SITVC side-force ef'iciency trends were as expected for the most 
part, indicating that the effects of the injection variables can 
be qualitatively determined through analysis. 

a. Multiport injection is superior to single-port injection; 
five-port injection provided the highest side-force efficiency 
of the configurations tested. 

b. Parallel-stream injection affords higher performance than radial- 
stream injection. The axial port inclination did not influence 
performance in the range tested. 

c. Port spacing did not influence performance at x/jL = 0.7, 

but the influence of this parameter is expected to be variable 
with axial location. 

d. Side-force efficiency is higher if the TVC flow ia injected 
near the throat than if injection is affected near the nozzle 
exit. 

4. Control moment and nozzle performance trends with the injection 
variables are dependent upon the vehicle application. 

a. For r^h = 0.25, (typical boost vehicle) control moment and 
nozzle performance trends duplicate side force efficiency trends 
with variations in the injection parameters. 

b. Hr/, .1.0 (typical upper stage' three port injection appears 
to be optimum at z/j£ =» 0.25; also, multiport injection near 

the nozzle exit provides higher performance than injection 
near the threat. 
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5. LlTVC performance with an aerospilce nozzle is gonerully loss 
than that obtained with other noazles because of the relatively 
ohort length of the aeroapika. 

6. Sapiric&l coefficients utilized in the blast wave analysis of 
secondary injection flow phenomena nust be revised to obtain 
quantitative agreement between experimental and theoretical 
performance for the configuration tested* 

7* Application of the teat results to typical advanced engine- 
vehicle configurations shows that liquid injection 

TVC systems are not competitive with 

gas injection ^ stems from .he atandpoint of in-flight engine 
performance with TVC* However, this TVC technique may be 
attractive for application to LCg/LHg engine systems. 


If the relatively low TVC performance obtained in this program is 
the result of negligible vaporization and reaction within the nozzle* 
then performance may be improved through bipropellant injection. However, 
.since maximum injectant collimation and penetration is desirable at 
the injection port (Eef. 12), the second fluid (fuel or oxidizer) should 
be injected downstream of main port as shown in Pig. 211 to snsure that 
the initial structure of the injectant stream is not impaired. Injectant 
stay time should be increased* and mixing and atomization efficiencies 
ehourd also be improved downstream of the injection port. An attractive 
source for the secondary TVC flow is the high-temperature, fuel-rich 
flow available in the form of excess turbine exhaust gases. 








(c) The test results presented herein have established the level of SICTC 
performance to be expected for 1 ^ 0 ^ injection with an aoroapike nozzle, 
and have verified expectations regarding the influence of the injection 
parameters. While the performance of liquid injection woo relatively 
low with the engine tested, several techniques not investigated may 
prove attractive pending further study. Liquid UUKH/^^ 4 (50-50) should 
provide higher performance in storable propellant engines, particularly 
if exothermic decomposition occurs within the nozzle. Both LO^ and 
1^2 216 expected to yield higher performance than that obtained in this 
program because of their more favorable reactivity and vaporization 
characteristies. Bipropellant injection techniques such as that 
suggested above are attractive because of their potential for chemical 
reaction without having to rely on mixing with mainstream gases. 

Tertiary LITVC propellants such as perclorate solutions or hydrogen 
peroxide may be advantageous as indicated by the high performance shown 
for these fluids in Refs. 10 and 17 ■ Gaseous injection TVC also yields 
relatively high performance as shown by the cold-flow data in Fig. 206 ,but 
further work is needed to quantitatively establish the performance of 
low energy gas injection systems. It ■ 3 therefore recommended that 
studies be initiated to more fully investigate these possibilities. 

Complete evaluation of the SITVC concepts described above would entail 
the following* (l) comparative systems analysis of operational engine 
systems that utilize all of the forms of SITVO mentioned above, (2) develop¬ 
ment and/or refinement of theoretical SITVC performance and design 
analysis for both liquid and gaseous injection with emphasis on aaroapiko 
nozzle geometry, and (j) further hot- and cold-flow experimental study 
of various liquid and gaseous injectants. 
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(c) The system design studies should include eval’iation of engine weights, 
cost, controls, and reliability as well cs performance. Stress and heat 
transfer analysis should be performed to establish application restrictions, 
if any. 

(c) The theoretical studies should be conducted to establish a basis for 
accurately determining induced pressure profiles and side forces for 
fluid injection TVC, TM 3 theory should incorporate provisions to 
establish the influence of injectant reaction (and vaporization if the 
injectant is a liquid) and to determine if injectant stay time and 
mixing is such that reaction will occur. For liquid injection, the theo~ 
retical models used in this program could be refined as proposed in 
Ref. 18 and 19 . The primary objective of the theoretical 

study should be to determine attractive injectants, both inert and react! e, 
and establish performance and design criteria for their use in advanced 
aeroepike SITVC systems. 


(u) Experimental studies should be conducted to support the theoretical analysis 
where necessary, and to provide required information in areas not covered 
by analysis. 
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APPENDIX 1 


TrtELVE PZRCF.ET LSKCTH AER0SP1KF. DATA SUMMARY 

A compilation of hot-firing data obtained v/ith the twelve percent length 
water cooled aerospikc is presented. Performance parameters /thrust, I , 

°V c* • ft i • H i * V c t * ( Weff-7 heat l08a 

r P s a ( top top e 

water content factors applied to them. The values of the factors applied 

are presented in Table . 

Performance parameters are presented vs. time for each test. For the sea 
level tests (RD designation)* TIME - 0.00 corresponds to ignition. For the 
AA test reries, TIME = 4.70 is thrust chamber ignition. For the AB and AC 
series, TIME = 3,9:’ is ignition. Peak thrust occurs within approximately 90 
milliseconds for all tests. 

An explanation of the Headings in the data summary is given below. 

TIKE - Arbitrary reference time during firing, seconds 

EAK3DAP - P /P , primary nozzle stagnation pressure to ambient pressure ratio 

PA - P ft , ambient pressure,psia 

PC - P Q , primary nozzle stagnation pressure, paia 

PCS - P a t G.G. stagnation pressure. pw.a (PCS s 0.0 designates GG is not 

c *' firing.) O’ is actually approximately equal to P Q at this time.) 

^ C#B a 

PB - P 3 , Average nozzle base pressure, psia 

P - Measured thrust adjusted for heat loss, pounds 

l/S/WP - wg/*p» Secondary to primary flowrate ratio 

ys/WP,EFF - (w/4r )(C* /c*J* Effective Secondary flowrate ratio 
s. p s p 

VT - Jr^,, Total engine propellant flowrate, pounds/sec. 

MPP - KR^, Primary thrust ch'imber propellant mixture ratio 








I 

; 






KBS - HR * G.C. propellant mixture ratio 
IS - I g s ?/Sr T » Engine specific impulse, sec. 

A* - A # p s *9693 kp. Primary nozzle aerodynamic throat area* sq.in. 

EP3IL01J* - £*( a A # ^/A e )» Primary nozzle aerodynamic area ratio 
pb/fc - ? B /P 0 
PB/PA - Pg/P a 

C*S - C* . G.G. characteristic velocity* ft./aec. 

8 

C*P - C* , Primary thruat chamber characteristic velocity (adjusted for heat 
p loss) ft./aec. 

?:C*P - |7 (s C* /C* fVl )» Primary thruat chamber characteristic velocity 
p P P» ■ efficiency (C* .. adjusted for water coolant), 

ft./aec. 

KC*S ~ T( ^ (s C* 8 /c* a ^)» G.G. characteristic velocity efficiency, ft./sec. 

s 

NIS - 7[_ /s F/(? .. + P tfj/t Engine specific impulse efficiency referenced 

'to theoretical primary and theoretical 
secondary propellant properties. 


KIS,TOP t & ?/P_ *^(l + WwJ7, Engine specific impulse efficiency 

a,top p * ~ referenced to theoretical primary 

propellant properties. 

CT - C_ £* ?/(Yl „ P -h + W c* P b th^-7' Kozale 1 ^ rus ' t efficiency referenced 
A p ‘'a * to theoretical primary and secondary 

propellant pe ropertiea. 


CT.TOP 


C T,top & F// ftc* 
P 


? th(l ♦ ' Mozzle thrust efficiency 

p ’ p refer®need to theoretical primary 

propellant properties. 


i 


« 


(c) Tabulated values of were computed from measured base pressures and 

the averaging equation (p.' 117) • Analysis of the last two seconds of 
each test during which ihe GG was shut off indicated that base throat was 
higher than that computed by the average base pressure method for the 
AC test series. It is therefore recommended that Pg/P^ values for thia 
series be increased by the following amounts t 


Icat 

A V P o 

AC 14, 16 

.00062 

AC 19,20 

.00044 

AC 13,15,17,18 ,21 

.00048 


| 
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TABI£ 16 


HEAT LOSS AM> ..'ATER CONTENT FACTORS APPLIED TO MEASURED AND THEORETICAL 

(primary only) data. _ 

confidential 


Teat 

AI Sec. 

’Wu. 

Al. see. 

V- 

Tic* 

^ HpQ 

RD69 

+6.27 

.9902 

-0.30 

.9587 

71 

+6.05 

.9906 

-0.30 

.9987 

01 

+ 6.16 

.9904 

-0.30 

.9987 

02 

+7.65 

.9878 

-0.30 

.9987 

03 

+9.25 

.9872 

-0.30 

.9987 

05 

+9.23 

.9856 

- 0.20 

.9994 

06 

+9.00 

.9860 

- 0.20 

.9994 

08 

+9.12 

.9858 

- 0.20 

.9994 

09 

+9.33 

• 9853 

- 0.20 

.9994 

AAQ1 

+6.90 

.9891 

-0.26 

.99915 

02 

+6.70 

.9896 

-0.26 

.99915 

03 

+7.16 

, .9888 

-0.26 

.99915 

A308 

+7.37 

.9884 

- 0.21 

.99937 

09 

+7.37 

.9884 

- 0.21 

.99937 

10 

+7.56 

.9881 

- 0.21 

.99937 

11 

+7.79 

.9878 

- 0.21 

.99937 

12 

+7.94 

.9875 

- 0.21 

.99937 

AC13 

+7.88 

.9874 

-0.19 

.99943 

14 

+7.54 

.9833 

-0.19 

.99943 

15 

+8.29 

.9869 

-0.19 

.99943 

16 

+8.26 

.9867 

-0.19 

.99943 

17 

+8.13 

.9871 

-0.19 

.99943 

18 

+8.06 

.9874 

-0.19 

.99943 

19 

+7.91 

.9876 

-0.19 

.999*3 

20 

+ 8.20 

.9872 

-0.19 

.99943 

21 

+7.91 

.9876 

-0.19 

-99943 


, 382 
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APF??DIX 1 (Coat'd) 

HOT - FIR INS TEST DATA — 12 PERCENT LENGTH AERUSPUE N022LE 

TEST NUMBER AA32. PAGE 1 
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APPENDIX 1 (Cont'd) 

HOT “ FIRING TEST DATA — 12 PERCENT LENGTH AEROSPttE NOZZLE 

TEST NUMBER ACiSt PAGE 1 


3 


CJ 


iMOBMllhrtrfHKfl' fOlfl W 

U. 3* 7 S'O « O in «) UMO C N 9> 

& 


• 0<BN4HOOino>4N><4 
^M^hBCOMUlhOHNO 
<0*»frO't'^N'00'tO'4Nll 


v-4-^-^\if\<3<or~r~r-coooco 


nO^W^N^lA^liyUM 

yirioowmsfornffm 
vin •• i ••••«•• < 

M II U CD 

mnnnnnnnnnimn 


l/» 

MONcneo^HN^vioos 

Ot: H ^ H H H *4 *4 <4 H #M p4 

r •*•••••••••♦ 

□ ooeoocioooo oe 


*-'> *■“ • • ••••■••••• (LU>Nanaii>H«N4iM4)i« 

uv)0'Oi*cN(mhhi>ch»c*<><c G£_jaoaocoK>cococoflO(7'aocoit> 

a.aj'iAiMntfMniricMAvuAvi 

X. •••••• ••»••• 


-l/MMIOI>IB>OJ ■> CO 00 O (M 

< ^cingio^^ON^ir^ 

CJ M » I • I «««••«•• 

&MO(MDO>80^4)IAIAtlMA 

a-cooftooonooon 

-'frtrf»mfnfc»mfOff|fPirOW»n 


ui»ino>J)u\<i(M<cNiA(oco 
UClft^KiJi^rtS^iACOiO^ 
t/)rrtoorA(M4>m<0cO-4tf\<0 
••VONONNN^ JiO Jlft 
X C /1 •••••««••• 1 » 

CO N ^ ^ h*- ^ hi h* N h» ^ 

_Jf\trgf\jr>i<\jogr\jtsjrvjf\jr\ic>j 


•»0‘i0SifCO'0-t>-c^lfl^N 

< ir» <t «••> «*■ co ir> f* o> r-j >- co 

<J«09BH'OOOia.'4'(Arf + 

tv)3iflO'N<i> cg>o o «v *n f» 


u. 

uu •» 

IUIOhMO(MSCDNiOU'M(Mn4« 

</k<\|f\Jf\JC\JOJMrvt\:<\l<Nir\J<\l 


X2T . . » - , • »•••*• 
^£000000030330 
*5 o 


avtf'CONff'uMTiiApgO'OaJiO 
<V)iAANO>4^iriin4’aDCSN 
Q U) • • • » i '•»••• 
ccj _j r- «o ' -t oo < ia 

x z o O' /> * * * 

< r ^ 


a.i/»OOO3O0OOO3OO 

*LUccti^rt>f*kcp»fn«<nnc»*cOf*> 

'l-iOOOOOOOOOOOO 

31 Z00000900 0 000 

O 


v» 

UJZ^hNNNNNI*NNCHI* 
X o • • * • • »«••»#* 
•xu^-^t^cn<ev}Nr>fl9C00*0 k 


iiQ3 



<A 

oir, iflcftirniMfliAKMiMniftin 

5 0 •••«••• t t • I « 

t- IM 

* , 


232*16 













1 


* 

) 



of- <1 (“■ 




g 


o 

o 


</> u 
* LU 
O cn 


^r*fflceco<ou3c5iB«coco 


u. 


oiu.ioofft-tftff'c 

p* 0- 0•O’JO'f O' O' 


«* r>\ rr* 
«# W3 4- 

tr O' » 


^•£3000000 CC.OOO 


fst 

*4 

<n 

O' 

c 


l) — 


l/lO>>©C'Jra«Ni**\0 sO -O <Ti 4- 4 
LU W f" f- <•-• 

L-_l'AU1Lriif\Lr\tn4’4’4''4'4--4 
LJO'O'tf'O'O'O'O'O'O'OO'O'O' 

«£••••■••••••• 

oooooosooooora 




I 


o 

z 


1 


HI 

V 


a 

*/1 

a 

a: 

iU 

< 


X oi 


O UJ 

C* r o 

£• UJ < 

% -i a. 

u; 

O u • 

3 z«n 

iu # 
•- o o 
v _. Si < 


tj'. 

P. 


< 

n 


CO 

-u 


3 

z 


at 

Mtf 

u. 

I 


o 

r 


<< i/i 

a.i/ii'»<x3i'J4LAco0'ir\jiao-4O' 

\UJNOOa4tf''t4(MWN^ 

x_ 

az I • • « • « * t * • • • 

O 


n tO 

l-lu*o^'0>-0'4''4-«'4'4'oo^:o'-* 
_j ^ ^^44444 lO 4 to 4 

► ZototooDaicQaiiOiiciiito 

u)I #•**•••*•••* 

wQoOfianoooorton 

z — 


1 


a at 
uj 
<M as 

-» X 

o 

I z 

t 


Oooo^aoiAf“'i--<>or-^'i , '4; 

a.l/lN'tiOiyJ’NN'ONrOf'i”* 
MUlOinNOO'*l < ' -S' IP f~- 00 O' 
aJJ^^HHNNONNNMN 
azooooo.'ietooooo 
X. 

aaooooooooooo 


V) 


t/ijj—»r<oit'o<NJtn^-4»'ah-<-< 
oOUjrU^f\Jf\J'-<OO r O — 
»->.J(niPir>lP‘Air'4’iA4''4 , '4'4 


ZZasasoooouoaccocococoeooD 

X. .«••••••••• 

ooootsactooooon 


CO 

LU 


# CO _ 

z to o -t- .fliftrt-iiftO 
OlU^4>0'(0«-t'4'0*'4' 
JJrtOl'O'9'OSSN 

tOZf-NO'O'O'O-OO 
a. Q(\Lt\l<’Jr>Jf'J<Mt'i(M 
LU '-’ 


■O 43 43 o 

o o o o 

is. n. 

• • • • • 

f\i (M t\J <NJ 


t/lUJtA'OO'O'tOCO'ONNcOCOtO 

* -Jeocoeoootcoccocoeooooooo 

M 7 * # « • • •• • < * * • 

z r j o o o o^oooc^o 
a 


7trtS0(O4'0N'1ONN‘NN 

b.h-r-r-cooofflcoO' ? !? o' 


iflCfCMOl o jOOiN* Ort 
(/) O N O ^ ^ ^ O h* N ® ^ O 
a ,aj!>'>^oo0'0'^;2O 

I'aJajoocooS®®®®®®^ 

••• * « 

2X!OUDOO^^OO‘J ^ J 

Q 












r « r o 4 9 >t C « *- »“ 4C 
U.7C0 41 <4 c N «- C «C C 
r c «. r- n- 44444444 

C.4<C<C'£<C4E>i:^<£<t<£'£ 


«r 

C. o «e> *r 

ar — n- f- 4- ► mcmtK4I 

4( •••••••••••• 

•• L ► 4 9 ^ 4 4 4 r< ** C 9 ® 
a44("fK'if('(<r.f , 'N> 
<4. fv «\ (V CC fl «k rv 44 «\) 44 «M 


-44 4; 09 4, «* h- 4 h >U <r ff. 

< «c <v « a r ♦* r~ f~ r c cm 

# -44-4h4M'4-«0 
ft44-*0< , fl4'c 4 I s1 l h 
£.•••••« ••••• 
». * »r m ^ 4> r- < cc ec o c a 


«/>f'C^‘4'4>'4.*9lf 4 4 4 4 

V' u <ci*r-t-r r- r- n-»- r- r- 

a *-« —* —* —— —— —h —- —— 

5 2 r* ^ 

a •*•••••••••• 

cccccccccccce 


— e •- «* n- c ^ on e9 m pj in © 
<f 4- c ^ *r C 4 4«t 
</■— «••»•«••••»• 
OvU'<£^-4fv «-*0 N'0«Cf*-f- 
46.4 4 4 444444444 
w*S.4\.*v,f4Cwf^lVr>l«\i«M»Vj|S, 


<ss o a a »-> c «*'•*'' c «c 

ttW4h.«i44tt*NO'roO 

C —-4 — i——4—- — —- —4 •— —4 


— *-»r. iro-ca.o'ir^mco- 
«:>r^-ia‘ir4<-‘Mere4 
Uw ••«<•( ••••»• 

0- <S’ 

ftccoc'cecetrcc 


un ■'N(?h4a pjc Nina 
UJr(^ir9j3>oc 4 s <r ir c 
l/> -4 4- * (Ci 4 -i«4o9 

kVlfl-JNCn-C -4OCC0- 
3K(/)********>4«« 
cCccct'Kaaoceccc cr a? accc 4- 
•JNfSiNf4(NiNf4N(4N^ft* 


— 4~ «e c «m c 4- O' * a in 

«t — 4-mmr\jirc«v<4. »<\jm 

<j—<*\rr, —.rjirircr. -^--irviO'c 
b^9'4-44>9l»CM44>C 

a *#••*•••«•■» 

— N1H44 4 4 4 4) 4) 4) 4 N 


U- 

U — 

Uj^vtir. <4irrtC43<4'-4Cr--<—1«* 
wiff. eoptoef-Nf- r-r-r^K 
*ujmi'Mnffii<im(<woio»r 1 (nn 

a-JOCCOCOCOCCOO 

•vXCCOCCC-wOCOOC 

</> C 



o.«/>a 4 D* h h a. 1 , 4 r- m © *•» 

< v. wa-HiAfNrw 

c uj • * •••■<<•<• 1 

44^-<4M6iftf'4in 
1 2 v. O- r 4/ 4 4 4' 4 4 4 4 «4 

< XT -• 

-J c. 


c VI «' 9 ' «t «• IP 4 < IT 4 IIMi> li 
Uj2^r-r4p-f«jr-P4rwr4h-P4N 

-» £ 


-wU k«»tfa 


i/f-coa.r;.-v»cuwr\i<v,cv<-v 
0. V. Ok, " c a ( © ®- i_ o C c c 
Jtuj-4'4^^'t'4'-4‘4'irif'irir' 

•v^cCCcCCCOCOOO 

</5 2* »•••••»«•#*« 

XX ucooucuvoocv 
o 


omininininii'inifMnuMniri 

lU2>4MM-NNNh- IM'P" (M 4^ 

x o •«♦••••••'••• 

*- u •» <r m m « 4J r- r- «o!«d ©■ ©> 

j • 

m ■ 











r 1 


t 






•*» c. 

k- if 

u 


4* (f a <Mi' cr o i'^ 

t—4— 

v> r v v w. it tr <r> • 


c v -» K a c <t c c a. r. «» c 

e u> ro -r <*-.-«>-**■- »• 

c. . J- «r (• K (*1 r< N N^ ^ CM 

yOffffOOCffffUCff® 

►a #•♦>•*•••••• 

t-CC'CtCCCCCC etc 


-p 

ft 

o 

o 


>-< 

n 


w 

d. 


CO «_;••• • 
4 u. CM tt O <7 

*_i 4/-. »-i tv <7 0 

C c 0 c 

K «4- •# «*> f* 

U. 


C. * Cc tT C t «£ 
«i —• — C C. —'C 

9 ;acc«c«aoc 
«* I* 1 , ffi r, r' r «o t* - 


(/JfiOf-irifCC.i' it a 
L^-r- , <-W'<X^C CCC C 
\r if. <*•■>* r> c 

L'^aooeoooooocc 

a «•»••••»••*• 

ccctitctccctw 


N 

e 

2 

u. 

* 

kM 

a 

<✓: 

c 

a 

u 


1 fSi 

e uj 

2 C5 
Im < 

^ a 


UJ -J 
«J «J 
a «t 
u 

a u 

UJ 

CM <U 

-i X 
3 
I 2 
I 

V- 
<r co 


c (/■ 

O ^•“‘e^'C'CCC 
^ U- o. .4 CO c_ 0'""*"~ , '“‘C t 4. O 
a _j ir 

... 

3f —i **4 —. —. #»c •— —> —* —* —* —* 

C. 


L l/l ir c — >£ C C. <-■ N «4 <e •"' <*• 

Oc/'vf-a'roccf-a'irerf'^OCM 

1C 4 40 CfM-i’XNCiO't.fM 


f C C 


cecctc-cc 


C4iC.CCttC.tt 


c c 

• • 

etc 


C £, «W 1“ C — 

t-u-iC'a—sfcjf" u t_ c *'* 

r 7 a eo a; « a « cr. ccactoca 

to X ••*••••••••• 

t-ecccc> octc cere 

2 - 


1/5 

a er^e (*■ 

e 4 ■» r t r •-* C 

i'Zartt.xcra<r<rttcrffoca 

X. «»«••»•••••• 

t L C. UL C LI- t. t_ t k- C- 


< 

C 


CO 


« 


* co 

2 h-Ct OC C.O 

e u. 7 -cCo.- 4 C' 

-Z .<•!•••••••• 

<oxr-f~r-«e>0>c>0'O>£>c5'C>c' 

a GCMCMCMCMCMCMCMCMCMCMCMCM 
U. — 


ic i.' t 4- >t c ® cr. ir- «t cm >c r- 
trot (Miriu , ''Oir>tj-rt O cm —• 
to u. « cm —■c —. t— e ccr-h f' C'^- 
tJac-trCCffe# cc or a cr. 

t; Z • •*••••••••• 

axeeeecc. c.ec*-Cw 

a 


at 

— 

u. 

• 

b- 

e. 

x 


< cr-r-a;a.ouocccattccco 

#•••#••••»••• 

C r> cn fo ff. c*i Oi <o en cm <»■. cm cm 


14 CC r<> rr, 0 c .—< -4 c 

O, 4) U' H c (" MC; u. IT 4) 4' 

- U. a, aou o ya-OW o u O-W 
# _j a acuoLCCcr aa-a a. a. a, 

n 2 ••*••••••••• 

z x o e e c O e e o e e fy c- 


CO 

O trt m «> «' K’ io tr m m trt (fi »r 

• (r *.#«••*•«•••• 

t—O'T'rtnw'Ci-cir-r-BODcr'C? 


CO 


I406 



(^tOir< M' «' tfMT U' «/' «' U' «' 

uj z >r r- oa rsjr*-fMf-our^r\jr- 

00 ® O' O' 

H UJ 


ii*.v *** 













If***. 




r 

W Vi 


ii 0 j L-w> -*■ '4 


4/1 


| 

2! 


vd 


rtKO^«*f“NNONO^ 
u.rvjj-iwf-rtiOHOKrt^ 
30'tcr^^u>tttV''#^< 4 >)*^**> 
n««<e4<a<a4«<o«'0« 
a 


0 

<r 

*• 

N 

m 

■P 

M 

4- 

O 




•a 



4- 

& 


<Ni 

in 

0* 

a> 


eg 

GO 

rT 

v> rj 

. 

• 

• 

• 

. 

• 

• 

• 

• 

• 

• 

. 

MU 


<c 

eg 

O' 


u% 

#n 


H 

0 

a 

O' 

Ui 

* 

■j- 

4- 

«9 

(A 

m 


m 

♦n 

re 

ra 

CM 

in 

«M 

PM 

(V 

Pyl 

rw 

cv 

Ol 

M 

N 

fM 

N 

CM 


e-> 

s 

0 

Cm 

IB 

O 

O 


a 

z 


CD 

a 

os 


o 

X 


—. t15 C- >- ff‘0<)t-»M , '»N 

< nM^on^^wcih-f-ioto 

a,i/:>ioO'40NCDM4to«i^ 

Q_ ••*••«•••«•• 

w^^injjiNf-ooooooO'T 


CD 

cDtMD^4N001'a<>0'»0 

coujcriiAif\^if\rf>i/'if> miiMfl'fl 

xrzooooociciooooo 

x ••••••••••« • 

aooooooccoooo 


<NaJ , ei»i''oovasoo 

l/IH • •»•«•»•••»• 

o^o^^iA^uM^'Oinin'Q'O 


X _• 

c» 

O Ol 

O * <5 
? cu *t 
4> J& 

3 ZrT 


o o 

oC < 

Ui 

a a£ 

Ui 

ai as 


CD 

a.aifflO'O'ti/'wiM/Mfl'O'flN 

QC_J«M(M(SJtVjrcir\ilM(\i<DAJfDriJ 

X ZNNNSNSNNNM'-N 
X • • • •••••••• • 

O A r4 p| *■*. *-4 m4 «-4 A —“I W ^ 


»>inicoNN'i<tiAmAO 
<UMV«4NN-COMV^NO>0O 
0»-««. •.***•*•** 
a.C0»(»l^'fll/MA'r. i/uaia^-j 
a. noooooDnnnDa 

— 0 D rD mrDrniDIDtDCMDIDID 


I z 

I 

►— 

< CD 
t- Ui 

< 6- 

Q 


CD 

Ui 

*- 

19 

z 

M 

<* 

u. 

I 


<UDAih-A-^iUD-H(\jr^fN)CO^ 

< »• _•«\|0'03^00^lDUDf~W|O 
aulO'^O'fO'MON'tOO'N 

a... ... ....«•* 

wrgiD^'t'J’Wfl'O'O'O'ON 


Ou^h-'CioiDMa+too^'t'i 
</)WO0'N»NlDa'IDf“0'(9 
am* • » *#••• * • * ♦ 
3Sj'fl04 , e8-^<ooioo^tni^fM 

4S"< 

-J o 


CD 

n trt tn 

ui z r- 

2 0 • • 

ti*■+ 

*• VfJ 
69 ; 

«« 


niAiAi/t in n iaiaiaia 

r» f»N N N> N N N f- • . _ 

...»»**••« i07 

m> «><o « <e eo o> 9* 

S »: • ; **.' *• * ; Ul 

wicc‘cd tfcc'c'viiii 



uain»4'DKOA«ino<t 
OJDi)ominD^Hii»Ka 
i/)iM<Din«NO'N'ncann<D 
vimonnkd «« n n inn 
(/>•*••«••••«*• 
tONNSNhNKKNSSh 1 
JN'MIMNN'MNIMNNIMN 


u. 

U. — 

UJl-'l 1 ^NM>0>»'000 0-4 
(/)hHH*4Ha4NNN N N 
*UJcgegrvjnjrgtMcg<\i<\ir40i 

a.jooooooodooo 
B Z » • *••■•»••• 
vxooooooooooo 

CD o 


cD0'(M(M0'O<n»'0l > “’Of“ 
a.CAHri^O'lOOCOOS 
K ui rD m m min in m ui 1*1 id n 
V —100000000003 

IA2 •••••■I**** 

1 2 : o 00000 00000 
o 


CD 

OirscricncniAiAifimiDiALri 

Ui X «»-N^Djn>-i>4A-<NA“Nr“l\J 

23I********** 

■■ i3 <i > 4 mm o 4 ) n- n* qo 00 o 
M ua 

69 • 


J 






9.75 0.0307 0.0221 

























1 


V *4 t—wl/ ) 


jL2?©<'J«n'# , c5r>if*'i'Crh'»'*r^ 
3rtlVN-Op»0'W#®U 
a h* nn Kh-r- 
a 


a s 


© <4) 4> © © «0 


B 

5f5 

8 


-no>«oooo ■a? ^ 

•f^^NO+MO' —4’l-l ^ NPI 
ggM (0 W N H W ^ 43 *n 1A © CO -4 

a.vor>oocBioa>r o nj m s a N 

a..*.**#*., ♦»•• 

wiMMMNNNnrtOrtrt'# 


I 


vt 


U { 

n««<4inNin'a»^ <m»-4 <© 

si? + k\ «n 9, 4* m rsi »n o» mm <3 

n < »••■••••• * • • 

M>omNO>-<«fNO©!» « 

uicmoMiimmviinui uv-4- «* 

MNNNNWNNNNNNdJ 


I/I 

i/KMftmdlim^^N+Kl'ON 
VlUJd-'O^'O-O'aNM'f-f'-N 
q> j0>0'(^Cd<dtMMMMd , tdO 
r zooucuacouoooo 

Qoooo^ooooaao 


a 

</> 

o 

ae 


x 


— ®'0!?Nr > -'0ouirtf-o(*i 

ONNO'Od-M' 

1/1-4 ••■•••••••••• 

Ui/i > M iti m ^ ^ ♦ n «i di n n 

A Ck. (f\ ^ 4* ^ ^ i^* 1 ^ ^ ^ 

—4 —4 —4 *4 —4 


I/I 

llOKN/d-OONIMHOO 

a. uicjin^jfsjaoinmfsJinoeN-fM 
a; Nn m 

* ZsNNhi‘NNd-d- r-'K ►» 

t *.I • • I 

Ct — —4 —I —4 *4 —4 »4 r4 *4 —4 —4 


/•iMama«i4)NOONiAo> 

4fMO>a)'4l9dMnHOCB4) 

0—4 *«•#«• • ♦ • 44* 

CL i/*. co 43 in in •* >* -d 4 <1 dl dl 

a-ooooooo o;o ©so 

•• .ti ^ in di d*i di f*i (m n in i 4| m 


Ut043^u\'t0n0<0<5l>'/ 

uJK'0<0'flNOOinmf-H» 

U)r4<Hd-COtVK>^OMSinOtM 

1 « 4 4 4 4 . 4 4 4 4 4 4 

<DSI>-d-NNNNr-d-NSN 

-J(M<M.->jiMfMCMn4<M(Mnjnin4 


im 

UJ 


o 


-(ntM-M'+IMtWa-KAN 
4jMftOKanooo«'«'» 
.r-cf)^fininO'»'» , ©>naB-o 
0.1/10 — rfimf'O'HfOirt'CHoo 

0.*»«»4»4»»4»» 

wO-4-4r-4-4-4(MrNjr\i(Mf\im 


u. 

uJ ^ eonootoa)®® a 

l/l O —4 —4 f\/ N —4 4 »4 *-4 H H 

■ HUNNPJNNNN^NN^ 

a -1900000300 oo 

ZZ44444|4444t 

S X O O O 3090 43 000 

t/l tz 

M — 


at 

—4 

u. 

1 

2 


<[ifli4|N»40*i/10'*|N»^N»4 

31U 4444IIIII4II 

it » h d» (4l o> n in 'f ni 4*4 oo 

-4’*4 —4 —4 

JQ 


t/ionjaO'^mttn-O'O^O'O 
A. MN430 9 0 0 0 0 0 0 
mrnndfiniiididinndin 
s’ 900 0 00000000 

|/|2|4I444I4I44 

*200093000300 


</> ; 

- irt A,m in m in m m!m m m m 

Ul Jf >•;• f4. n4 r>4 <NI !*• N A»|N hNd* 
469» •!••*• *•!• * • • 

"4 C5 9 <r>m m 3 9 n» <0 9 .O' 

3 


1»09 


cnnininin*nm*ninmminin 
^(.NNSNlMd-NNIVN 
*♦*•••••* •!»• 
^^■min.404»n4f-«o«o)i>9 




w\&’6 cjj L**^ *■»£>« 


0.0306 0.0/218 











1 







•Jj 

3 


■j 

1 


? 


i 




1 




















A 

i 

j 


«/» 

O IA m U> m IA lA lA IA UM/M/tm 
UIZ + NNNNN f\Tf» N f» Nf* 

ZC3**«**« «>»••*« 

-» o 4-■■+ ia *i -o •C «i»o o 






*s> 

Qvnvf»ir»irk>Ainir»«rt ia'ia «r» «\ 
UJ2r>yf>-r«J^cvJP~rgr»- fV »• <M h- 

k a • • *• • • • • • •• • • 

MU* ■» lA IA « <0 SN CO 00 C7> O 
M UJ | 

* 




0.0294 0.0229 27 . 421 & 1.7424 0.1765 250.00 











u 


1 


i ^ 


I 

w 

fr 

£ 


- w i kw ij 1 wL'vJp ^ 


A. II • 

• 

• 

• 

• 

• 

* 

• 

• 

• 

• 

• 

« Ui Ui 

I*' 

« 

<M 

«n 

fA 

«o 

vC 


<0 



4 1 V) tf\ 

o 


O 

ir*» 

CO 

O' 

CO 

CO 

o 

CO 


N. O 

o 

o 

o 

e 

o 

o 

o 

Ci 

o 

o 


4*\ 

U_ 

u% 


W\ 

in 

in 

in 


m 

in 

kOi 



■f* 

« 

O 

o 


f? 

£ 


't/lLJ************ 

'* LUO'N^HMDOIC^'ta^ 
Ol/1CO<'J>*N»''4-f r '-»(\J-*-st'COa3 
s. oD O' O' O' ^ O' O' ^ ^ O' 


v> 

&MO«'04’nWA«4C<tO' O 

nuiOOrfOh'f-K'h'OWI** 

•* O' O' O' O' O' O' O' O' O' O' 9 <Z 

• it 

►-1-1000000000000 

l)w 


tA 

isir-**t-4tvr~Atrr>>->T~-4-04 

i-j'OOot'U'UMMOiiMninio 
O^'O'C'O'O'O'O'O'^O'OO'O' 

»-•••••••••••• 

OOOOOOOOOOOOCJ 


a 

z 


a. 

lA 

a 

Q£ 

Ui 

< 

X <M 

►“ 

O U) 

z o 

Ui < 

-i a 


Z O' 
Ui <-4 

o o 

a: < 

Ui 

a. at 

Ui 

<\> cb 

•4 * 

3 
I Z 
I 

t- 

« »/» 
t— Ui 
< *- 
o 


i/> 

Ui 


<3 

Z 

KM* 

ac 

-* 

UL 

I 


3 

X 


< UI 

aui>i-No'oifiNNinuM<M , i^ 
SUiN + MIANioOhNON 
ffl J ai 'i’ O N lii 4- -4 <4 <f\ tA <*\ tA 

az < < ••••••• • •• 

a 


o.viO'Oo-iwiftNO'wni'iO 
v. uj oo O' o* O' O' cr o « -h r\j r\< m 
ajoonoon-i-JH^Hrt 
o.Zot>cononononn 
£•••••••*•••• 

Qoooaoooobooo 


e. (/» 

n^O'^Nin^K'. NOrtQSH 

k-uip-tmr'ir^r-aocoaoco'MaO'# 

»zaoaoaooocou>ooaooo«jocoao 

w I.. 

w oaaooaonaacion 

z — 


<A 

t/1.i-in*-!>-* 0 o(\|.»-eo-OI\l*» 

^IUJN!ON,'Jrtn10'^mN-tO' 

ZZeocou«aioott<Doo<sooa 

£•••••••«•••• 

200003300000J 


» 00 

ZWoO'lfl»N»Nt»NSNN 
3 UiO''4-fflrOO^lf>iAU>u>!«ir 
J J«WnNftlNH^H-4<4rt^ 
w Z .. 

ui — 


Zin-if-O'OO-iHr'HHH 
— 0 O 'i' in f-« CO to 00 00 CO CO 
* in K <i)>0-0>0<0'0'0'0'0'9 

< *•••♦••• ••«•• 


u> 

SS.Ai/kininirtiAininiAmirtir 

uiz^N(siK<Nir-Nr^niH.(N4h- 

III •« 

H» Ui 

US 


t/iO'<\i-iminOO'sl'tofvjcor- 
i/i in n ® so ^ >o * r-io i/i j 
i^uitoc* C'O'O'tf'O'O'OO'OO 
# jfotOffltoranooocDoooooo' 

... 

ZZOOOO30300030 

. a 



l/^'trtHl'ff-IOOvtl>£Ol> 

a.iojcococjco.29(na3aoaocoaocj 
♦ .ioocOBcOflOobcoDeocDCUcO 

cj ;•••••• • • • • • • 

Z COO 0 0 3 3 0 0 3 0 0 0 

o 


Hi 

OiftinuMiMAintuunmiivift 
•ia4 , >*NI*NN0iSNMMt* 

i x a • • • • • ••«•••* 

*> Ui 
lA 


I 

J 


I 


i 






APPEKDIX 1 (Cont'd) 

HOT - FIRING TEST DATA — 12 PERCENT LENGTH AERUSPUE NOZZLE 

TEST NUH3ER AC20* PAGE l 















APPF.KTJIX 1 (Cor.t'd) 

HOT - FIRING TEST DATA — 12 PERCENT LENGTH AEROSPUE NOIHE 

TEST NUM3ER AC2D» »-’AGE 2 




tlinj'OWSQJOOKlO' O' Q 

<s.ooooo*-<^ooa-<-« 

*>uAtr>mu%muav>«nifttn«om 

u. 


cr-i/'Q-O'O'&U'O'Cr'ij-U'Cr- 

•JL »»•••••• * • ' • 

r> O O O »_ OCjOOOO j O 
() — 


# u-' 

OUIcC'<4't'tl < tOO'OlM)® 

\0'00u0000 > 0?0'7 

u. 


w^tf'Kuno^f-t.'rt'fNn 

ar*»t******** + 

ooooooooooooo 


•< tsi 

G.iAsft^h-'flACAt'itA^&Cn'G 

sWNCODNaiein.uMnNuvM 

az»*«**»****** 

O 


wuiH^rtccin-'^inoffiMo 

e-2TaOCOOOCO<ti<X3COODCOjeCOOD 

“QooooooooaQOO 


DM n>H (0 Ifl mcONOOJ'NMff 
a.nairtowNoa'^N^NM 
uj <\j tr\ t~- »onm^^mm3 
cO .j -• .-i .h r\joj(Mr\i(\if\l<\.<*> 
a.znooooootsooft't 
£•••»«••••*• • 
Qoaoooaaaoftoo 


wHNJiowstotaa'-toN 

utujsaanirfN^HOiMaiA 

ZZcocaeccocnoocoa>cocDcoao 

x**>»**»*«**» 

Q 0 3 O O OO OO O ooo 


# </> 

ZU'-(-(l/\ff'(*ia>oa.O -0-0 0 

aOf\I<Mr\»rw<N(Mr\Jf^cj<NJO|<M 
UJ — 


WtO<f 

Wuj0wri|NN-irtHHH30 
* JO'J'fT'O'O'O'9'O'O'O'O'ff' 

U Z I • •••»••# • • • 

2X30000-3 3 00003 

o 


ZOOrgOrt^NM^ 
«ONin^00O0'<>0'C»0'0' 
# O4004}^'0*0<0^0'0 

<•••••*«•••••• 

on rfl f; :« :'< 1*1 «■! (** 


io<M^«m^-<#-uc!a5^>of , »o* ao 
a, lu co oo co io wooWoMoaxo® 
# _)0'icoa3»oc'ixiti}oocoa5 aj'co 

uz»* •■••••••#.•• 

2Z033000030000 

a 


n/vtrtiA'^uitn’nusuamtftin 

x o *••«•••«>•• • 




ol 

O ia ia irtifl ini/un>/M«iAinin 

¥m U* 

l/» 









WT&m 


*« U^ t w\J» ^ 


gO « • «#••••#♦•• 

A. 


a - 


?'0 , ONO , *®lONi'HN* 

4/it\ioJr^c\it'J« > u<'4<vt\<*'4f'4»N) 


IW 

§ -eH\NW^NONH^O- 

a3«co«ao^ooooo*o* « 

a.gocooof^h'^^ocoeocoh-^r*- 

ol «••••••••••• 

••NNNM^AiNNNNNN 


(/) 

go O' rtV'COOWt*'* *''*>'*> 

f£ ^ H H *4 H *-* H 

y y ^4 ^4 0*4 **4 p4 ^4 H #4 H ^4 ^4 
^•••••••••* • * 

QOOOOOOOOOOOO 


**(M^^OQC(M/Un»N^lft 
<r*o*<NNO‘o<oiftWoy) 
!•—>••••• • ••*••• 
UMWWMMWNrtNNN rJ ,' 4 


{ f,4 , a>~*'Ca—b-v>'~*0'~ , & k 

ec NNWN 

£•«••*••••••• 


♦; jo. 

S 5 - 

IV. (M 
*“ O O 
X *< 


« nin ^nn a *asNf» 
<'<0(0v>-4''v49iA»r>4 > vO trt 
uu ««*«•• • •»*•»• 

&UI03Na^!4M4lA<aU\IAUS 

&oononoaooonn 

w f*y 


o«ni\o>m»‘i\mui«\sHAtf' 
ai^N^inH9mno>()ON 
i/io^oawmc Mfin** 
t»seDNS4am^iMnin •* * t* 
ii/t »*»••••««*• * 

-4f\)r\jr\4tMf\j-g."sJ!Njrvjf\j<Mfs* 


— ^ f- ^ t- 0> * 

■*<ar-,~4>tf«>9><*'-4>©<\j0‘© 
<_c»>*»'0<fv*-f^4 > >*\r\'0f‘-'f» 
o.(/)ocr' 0 'ooaac£)oocococococo 

0!.••••*••••••• 

>.•400000003000 


UJW)^^HNN(M^Hr4^00 

Larfirfifrvi^if'-. 

*.LUfV|«M<M<M<NJ<MC4f\4lM^<N)CS 

a_ioooooooooooo 

^soooooooooooo 

</> O 


< X N ^ fO fO W (A fA lA <A ^ fA 
JQ 


viffHOOfO^OON^ 

tt.wo>oooo‘»(Mrooog 

V_JC>00000000000 

3S000099 0 900CI9 

a 


'U*4NN^NI»Nr*Nf»N!*' 
JCO »'••«•• *•* • • * • 
NU4 + K' , 'fl4<f , ; ,k ®W5'^ 

: ! (G 


*S» 

&** 'J «• •*• 


UJ 2 ; •$• f» NN NNN 

« t_S -*• •♦ rf\ Vft 'C'OS 
I* «U 


mminin 
r- NNN 


f- aO .OO a h 


9.75 











APP2KUIX 1 (Coiit’d) 


1 


■ m O ^ fn O r^l •+ 

)l/)«0'NC'aC'Cil3 , 00'-iO> 
•N.OOOOOOOOrUQ.40 


W .2. I 


o. «n vjj \ v* «* » tn r* * 
O uj\ny>»ritnLoir»yCif\ 
k-_ji«krt»AU - >w\inifv»n 
st w“ tr cr- oi ij* o* tfi O' 

« K • • ***»*. 

h-cioooooooc. 

u w 


l/JO »».»»••«•«»• 

# O' U3 

o^rto-n'' >t m >f il* N r<o«i 
"s.O'O'O'aiCT'O^O'Of'thO'Cr'flO 


Uj.“I»“4i»4«4<-4»4<\».4 

kjjiO'O'e'flO'O'O 

O O' CT O' O' 0»O'0'C' 

*■*. ...... 

Dooancooo 


< </> 

a.i/ii'i^ifrtfccoeiflfMcofnC* 

CO _l t/3 to O N N tomm N N H IM 

o_i;.»»»« > ••«••» 

iiMNinmMtftrtmKicflrtrt 

a 


a. t/> 

a t/i f* ri> 

J- 

• Zajtoeofficoajcoco 

v»x »•..«••* 

*-Qooor>e»or»o 
z — 


O-vlrt 

vUJ8>0MJiO«i>O'9i0'0'(r<M? 
co Joriosnoonoootsn 
aZoaftoooe»rt<3 3t3ft 
x.. 

aoaoooanodaao 


hhs 

t/»ujr»isio r>> *4 t\i O- f\i 
•^-JinintAiAiAiT, iniA 
ZZfflBtDtetOCOfflCO 

Z ••«••>• t 

QOOQOLiO-^3 


* 1/3 

z^oiKsrvKNs(»i>.ssf. 

ounNO^u'iflifti/'i/uflininifl 

•■4 2 *»•#»•»««»♦» 

WlNSShNSH-NNH- 
a. Cl ojf\l<\jtNj<\|<i 4 rg<\jr' 4 r\|<Mi>J 


^h(M03ffOM» 

t^MH^O'O'OOHT' 

t^UjOOOOOO-tO 

■»_ia'0 , >o>o3'0'o 

O Z t • • • • ( t t 

zxoooooouo 

a 


2 trs J3 i*4 »4 p~4 *4 *4 *4 **4 "*4 *4 *4 

«>ins»®cooo(oD»ttjta 
* 440«i0iAi04)4d4« 

i/)44HH#44H«44HH4 


vI'T' U JD O (4 O -O it 

o.uueuoocoM'iojooooo 
* . j ftf » -jo as « » ao so 

az ••••••• • 

2X00039000 

o 


OlrtifliAlfii/UrttftlOfltfMftlfl 

LUz^^NN-rof-ojfs.rgr-.fvf*. 

zo••»*•«•*•*** 

►» Ui », ■ „ 


msam 


WoLnOJ 



Cjtniftnu>tntr\i/\iA 
ui ZfNiNNMh-iNN 

X o •'••••* • 

Uj 



3.25 u ,8875 0.907L 0.8544 0.8485 0.9621 0.9561 

8.75 0.8863 0.9049 0.8524 0.8465 0.9613 0,9551 

9.25 C.8901 0.9017 u.8545 0.8485 D.959B 0.9535 

9.75 0.8865 0.8979 U.8520 0.8461 0.9608 0.9545 








i 1 




C 


r ; :. ' !'! 


oNW 1 


, . s;>. 3 . 

4iit<o&wu'u2> 


&!>#•«•■■•*«••• 

# U| O 9 1 f- K> O O ^ J 1 

owmO'^CfwtJ'O'^QO^ff' 
vOOOQOOOO-^O^O 
fc» *\ U3 «1 41 U3 43 «3 U3 lt\ If! U3 tfl 

a. 


i £ 


<A 

{“> 111 1/1 U3 43 I/' IT l/l i£ Ul 43 l/l 
J I'U'Ul HI 1-3 i r y 43 US U3 U1 
XO'&'fJ'O'trtffrO'CCQ' 

► SC ..»..*•••« 

►-rtOOOOOOOCiOO 
U v 


e* 

a 

a 

s 

S! 

8 




l/> o * 

• UJ U3 

• • • • 

rsl -J 

«0 N »4 » O Ifl O' 



tj VI C3 

o cn 

m M- --* <N r* o ® 



X. O' 

ch »> <y> !?■ 

o O' O' tf« O' o< CD 


UJ 

w— 

m m m 

*<3 ««*. <*s i<3 o co m 


~J 

u. 




NJ 





K» 





o 




( 

7 




1 

i 

UJ 




l 

V 




\ 

h»4 




{ 

o. 

** 




ul 

</» 




o 

o ka m 

qo 00 

00 CO <VJ CO ^ vC4 

\ 

OC 

^ uj in 

aoo co 

^ K ^ S ^ 

) 

UJ 

co _j «n 

OO ONN 

m m <r\ ini rg oj 


< 

Q. Z • 

• # » • 


) 


r in 

c^a ^ m 

m m i*l 


X <N 

o 




*• 

o uj 




, *""N 

Z <J> 




t 2r 

UJ < 




-p 

_i a. 




1 £ 




1 o 

o 

V- * 





2 ^ 

«*» 




U CM 

OHIO 

« r- o <nj 

U3 *- U3 <r •* 


O (_> 

cl. iA n 

nn ^ h 

*■>* /J #4 iJ H fJ H 

X 

oC < 

V UJ o 

o> a» c o> 

Cs [>• CS (T O' 

H 

UJ 

(O Jn 

00C50 

O (3 ooo o o 

e 

O. QC 

a. z o 

oooo 

D o n O -*5 o n 


LU 

x • 

• • • • 

• •«#••• 

i CL, 

r; co 

a o 

0 0/30 

ftooooors 

\ cu 

-4 X 




! ^ 

i 

3 

1 Z 

1 

*- 




* 

j 

t 

< i/> 

►- UJ 

< ►- 




i 

O 

# v» 

z </* o 


KNSKN SN 

i 

J* 

a uj in 

o ^ u3 in 

(Ti iio «3 in in in m 

! 

in 

J J M 

fj -1 MH 

<*4 —4 *4 iJ »4 »J 

1 

UJ 

— z * 

• • ♦ • 



*- 

LSI X. 

NS 

i 


Cl a NNNNdJiNNiNNM <N<N 

; 


UJ w 




Z 




i 

<-4 




j 

at 





*•* 




t 

u. 




! 

1 

«» 



j 


# 


. 

1 


Z U3 

O —< —( -4 

H ^4 H #4 »4 

! 

o 

riANtUB 

00 03 09 CO 00 03 CO 


X 

# .0 

O vO 0 'O 

>o *o *o -O -0 o 


t/» 

(/socDintcvtoirK^tsir^ 
111 *M) *A —A «-4 f\J C4 

^-^J'Q'G'C'C'C'Q'O'Q'O'C 

o z cr> o> cfffjffj'b'O'O' 

jr « • t • » • • * * • 

aoaooeooooo 


a i/> 

O i/l K<M-i>-i-0<M<N|l>.iniA 
to ■O 

► JTCCCOCDCD« 03 aOCOCOOO 

iflS <••!>••■•• 

MQoaonnnnooo 

z — 


</> 

i/nn»<p>euftM» 4 N^# 

HUJONnn-<l\J4-(\J<KM 

ZZeD<C«®«tDO£HBBOfl 

X». ..*•«... 

Q Q Q O OJ .1 .1 3 S O 


c/> [•>• co vooo*«(vjO^O‘ 

WOJOOOO 3 O O O O 
*j0'0'!>0-a't7'0'0'00' 

OZv. ........ 

Z * o o o o o •? J o o o 

o 


<••••• 

3(i*unnifi'fi 
M <4 «4 »4 H >4 


-ci •*> <y> r* 


1/10 0 '■O-Of'-'O'O.TI/ir'l 
l/llAlAnO^l/l/l'ON'O 

a,u;caeoco»'»co»<o®» 

* _jh«'»aoce3j»a4'.oa3'0 

o;£* ••#••«•*• 
ZXOOO-33QOOO -> 

a 



<o 

ainilllAl/ll/MA/MrM/UfltMA 
“* J + 1/1 1/1 ^ ■ONNOSJ.Ji 


►- a) 
w) 



Ul6 



k 


CiinioiotciiAiniAv/iioiA 

uj zvj<Nirgr-(M(^rgrs.(\)(s. 

sco*...*..*.. 

*- 4J 

i/> 



5.25 C.C901 0.9017 u.8546 0.8485 0.9598 0.9535 

9.75 0.8865 0.8979 U.8520 3.8461 0.9608 0.9545 













I 


1 

j 


I 


X 

H 

£2 

s 


a 

• « 

Ci -• ru 
tk z nj*> 
ZJ nj fU 

O 40 CO 

a 

1 

g 

— mm 

o 

<t a <o 

c> 

08*4 0 0 

UJ 

O.V)IMM 

a • • 

*» N* !*• 

-J 

■4 *4 

*4 

•4 

a 

2 

UJ 

X 

M4 

a. 

tn 


o 

■«* Cl O 

0t 

«/»*■«« 

UJ 

oi/ioo 

< 

a. a 

X-4 

ISUJ 

zu 

UJ< 

JO. 

*4 

t- * 
Zu 

UJ -a 

— ON* 

OQ 

X o <0 

XOC 

UN t • 

UJ 

auiHN 

a. as 

a o <* 

UJ 

"• m 

njaj 

-4* 

3 

1 Z 

1 

N» 

•t m 

k-UJ 

a 

— o o 

*~ 

o o 

v» 

X *40 o 

UJ 

fi- “1 N N 

N* 

a « • 

O 

■*» m m 

N *4 

z 



UL 


I 


a 

x 


i “IN vt 

< “1MO 
out • • 
« J(Mf 
K2NN 

< sr 
J Q 




<A 

COO 
uj z m o 

x a • ♦ 

-* u o -* 

H- UJ 
</1 



. .J1- 



iA 

n<o 
u» » 
v» O • * 

*4 O m f*1 
UJ ~4 m 
w> M N 


i/l 1 

i/» 1 

</) uj 1 

oi~t M 

X T. © O 1 

X • • I 

a o o V 

1 


1/1 lA •#’ 
a. uj o in 
« j«m 
IZNI* 

X • • 

Q —< ~« 


N- "N ' 

* 8 , 

-j i 


I 


i 


i 


u. 

U. — 

uj m 
</» 

• UJ 

a- -J o o 
sz i * 

SS°° 


1/1 
a. m 
at uj 

■N. _J O O 

m z • • 

* sc o o 
Q 



m 

f)QO 
UIZIAO 
52 O • • 

** U O 

>— UJ 

<A 




&u • • 

# UNrt 
o Ui -!• UN 
VO O 
>- in u> 


U* 

0, UI O «0 

o in o o* 

H -J M -4 

ss o* o* 

*K • • 
1-000 
o — 


UN o • • 

# OJ O O 

(J l/> 


UJ 


o 

z 

UJ 

X 

a 

ui 

a 

at 


X<M 

k— 

_ OUJ 

?53 

1 J0> 

S5»* 

- SS 

><; ocoe 

M UI 

g? a.oe 

£ <m» 

24 -§ 

I Z 


<uj 
t-'-u 
< I— 

a 


ui 

UJ 


CD 

Z 

a—' 

X 

>— 

U. 

I 


3 

X 


< Ui 

auiO'O 
V UJ UN UN 
CO _| Ol <M 

a. z * • 

X -• -* 

o 


O UN O UN 

a. (/) <o <m 

v ui <m m 
csS -J «»■ ■* 
0.210 0 

X • • 

o o o 


# u> 

Z ON rf\ <T> 
O UI -O CO 
-J _J "NJ O' 

-z • « 

to ^ 

O. Cl <M <M 

Ui 


ZN 3) 
— 0<0 
# f- CD 

< « • ♦ 

o ♦ 

Ui -I 


UN 

o o o 

UIZ'^O 

X o ♦ * 

“• o o -* 

►» Ui 
Ui 



Ui 

UN «0 « 

moo 

N- -J <M «■* 

O Z O* o* 

X * • 

a o o 


a. un 

QHI'f'O 
Mil N # 
_J O O 
* 2 03 CO 
UN X • • 

—i Ci o o 
z — 


UN 

Ui •$" u> 
UN UI h- CO 

-i o o 

Z Z 00 CO 

z < • 

0 9 0 


UN 
UN 
UN UJ 

* -I O O 
uZ • • 

zxoo 

o 


UN 9 O 
UN f— O' 

o. m i— r— 

« _J GO CO 

uz * • 

Z X o o 

a 


UN 

O O O 
UI Z «N O 

tc o * » 

^ J Q H 
—■ UI 

UN 












i 

! 





i 








«4* 1 A&hwhMMvJ'*?*** *mw tM«. 



!Lw>*VJ fc**»iW<l 


</!««'«. •*«« 
q *» r* # N N ♦ (*l (V ^ 

3«tt9«iS«9««» 

a 


o ®oo«-r#N4'P' 

I/IC3 *•••#••*• 
-OO’OOOOOhnN 
UiO>4>4^>4>4H>4^ 
(/>NNft»NNN^NN 


rtoonm 

<<^N 

(0 "tp ifl O flo <£> CO 

a.or-tof-^coi'-cp^r'i 

H H H i4 ^ 


t/imi/Wf>»>** i f«» 
Muin«)N4>IAIAlA 
<K J Ift *«#•»♦>» ♦ 
XKOOOSOOOOO 

X ••••••*•• 

£3000000000 


«in«'0>f0'0'0 

^.'0»9<t4lA'<00 

</)•«»«••••••• 

UUI^ONOONBOO 


Ifl N N ♦ + -O «1 (*l O 

a w ^ o o •f n -j-oooo 

IZNSf*SN(»»*NN 


y i« 
S UJ 
» aae 
u m 

£ M* 

». -i* 

*4 3 

I SE 


<-4>o'T>er>«#-'»m>otA 

|JW«lf<<<<«« 

auiB'CiflinuMAiAiAin 

ft.OOG*G*C^O'^*^0< 


UBON-^lftajNjJK 
iu«iN) + in®«»OH 
v)^«oisnl^d>1>'# 
)-S^O'<OOOONN 
JUl • • o * • • • J • 

CDOOOOOOOOO 


— oooooaooo 

<400 0 000000 
<<•-00 0 000000 
Ok (. 254>ono33JOOCOOOCO 

&, I • I • • • I • • 


• aicjoooooa 
a-jooooooooo 

XZ •!••«••*• 
•nXOOOOOOOOO 
t/| 3 

3 — 


c J '-o<o<<'0*a»*</><»f» h "'0 

<|kOa5h-^~0 0'0>0'0'0 
Q Ui ■ • • ••««• * 

fi}J<3QCDO}fll)QOOOOCOQ 

SZNNNNNNNNN 

■4 X 
-J O 


i^NONNUmi 1 * 

O.bOiA'O'O'OXiO-O 

3IU! 

n joooooooqo 

Viz «• I • » < • » t 

axooooooooo 

o 


esooooooifloo 

tu2''f'C»'rtc»«'>0'*f f tf~ 

* c «•*••••♦» 

-s II 



3 0 0 0.0 O O <n O O 
ui2iAO xvo m o <r «*i r» 

to ••!•«•••* 

♦♦ 

K Ui 
I/I 






1 



I 

i 

I 


I 

I 


I 

! 



O.VJ** • 

• igS3«tAOK)<4Hf> 
O 'A .J vO iA -O O 0» CO CO 
•0.QOOOOOOOO 
miaiaiaaiaiavaiaia 


u. 

M 
f-t 

1 
E 


1/1 o • ••••*•♦• 

* UjN^NCOOOCf^OO 
o >t in 


C 

o 

o 


X 

H4 

Q 

fc*. 

S? 

•< 


u: 

►- 


j 

LL 


*4 



►4 



a 



z 



in 



* 



** 



a. 



CO 

< t/» 


a 

a.tAO' — oo-O'A 

o-oo 

at 

>»ujoo'3*o»a30'oo 

O' ~0 ■£> 

UJ 

cd.j^rgcgcg'Mrg 

<M Ol 04 

< 

az * • • « ‘ • 

t • • 


T* *4 •—4 «4 »*4 p4 

*-4 ~4 -4 

X CM 

a 


►— 

«■# 


cj> a. 



ZO 



04 < 



JO. 



•* 



z — 



•XJ o 

Oi/IOOJIAIAOIOJ 

O >iS ■#■ 

O 3 

O.yiNO'O'fflOtO 

OJ — O' 

OC ac 


'A •* (A 

Oi 

tDJ'j--*'*-*'*** 


a. a: 

azooaooo 

•3 0 0 

UJ 


• • • 

"0 CO 

QOOOOOOOOO 

— X 




i 1 
i 

< S 

K> -U 
<»- 

Q 


>/> 


<J> 


* </» 

M Z t • • • • « ••• 

«L3<'4<\|(M''>jr4<\l(\JOI'M 
U4 — 


of 

— 

Ik 

I 


a 

z 


* 

— c’UC'ojrOrAlAiA^AfA 

<••■»•>>•••• 

3 in 'f\ in *a ia in in ia ia 


u» 

LvtnO'toioa^'iiA 

M.JQQOOOOO — — 
Z (MM) 1 IHM> 9 1 
*«£••••••*•* 

— QOOOOOOOOO 
u «•> 


#■* 

V| 

~4 iXS 

VI 

UJ 

rO *4 

K -J 

^ f4 

O Z 1 , , I 

ii l i ** 

X 

• ♦ 

a 1 ! 1 1 

1 * 1 o o 


(X t/> 

Q(/ia)iA9 l '0'fNOIAO' 

juj^o-Ao-cococr-oiA 

-JOO'0'0‘^00'00 

!/»*••••••••• 

— QOOOOOOOOO 

z — 


l/) 


d 

pg 


*“ </» S’ 

(A O' 

a> 


IA UJ 
— -J 

•a ia 
o o 

5 

- 

Z z , I , , 

. 1 1 « no 

A> 


X 

• • 

X) 


o 1 1 1 

1 1 O O 

•H 

03 

+» 

3 

CO 

5 

tJ 



_ l/> 

<A 

* J 

as 

3 


o o 
• • 

o o 


£ 

& 

03 

•tJ 

c 

o 

o 

4 > 

CO 


fc. 

fr¬ 


et 

o 


c/> r.l —4 rrj m C4 eg 

a.ajf*-h'»c*co^0fl0oogoa& 
# .jflOaOCDOOGOOOOQOOO 

02t******’« 

c’tOOOOOQOOO 

a 


8 

o 

s 

iH 


t 


! 

( 


1 

j 

i 


<S) 

a o 
at z ia 
* Q * 

— JO 

— J 
t/> 


OOOOOiAOO 

O^OJlO-f^N 

<*•••«•• 



<A 

nojoooomoo 

lUZiflOiflOif'O'tflN 

XO •♦*♦•♦••• 

— J O — "•'ll N »*1 ^ 

— at 
<A 


t 











30>9'0i0*5>?OC'OOO0'»O 
3<r\<iv.n<rtuv,n>ev , < O'OJK'Wi 
6. 

— 


;!okioonooi<i«ni)'#»‘»< 

I04«»***«l****** 

OOOOOOOOOCT'OOOO—« 

uj»<?ooooo3^ooooo 

t/»<*.-Jr>jr«<'>4njOJft4«*t'JNM<V'W 


!R <wr'M'i'tOu\5*'tHH^O'Ort 
“ g]MM4QNr<^>4»0>«*AONN 
^M40N44)S0 O O* CS O 0> O O 

vU>tAiniAiAtn'OiAiAtniniA<niA 


£ O-J-O^^OOOM 

Mui IMlAOiO^lMNlA 

Be j 0'dm<o*o<0'0<o 

K2000000">NNNNNNN 

]£•••••••••••••* 

ooooooooooooooo 


— fl^NOOOO'fl 

<oooooooaaoeOHoa 

</i *-» • •«••••«•»•••• 

O^OOOOOO^^r-co^cor-r- 
a. a. 'O + 't't't + 'ir'T 


WOH>MMNONOlt «f«OIA*-4 
4 01?N0‘iM>0in'»'fJ-*O •4'CO'O'O 

4) *0 <0 ^ O 'O 

s; i ••••••••• i ••»• 


_ OUJ 


C> zoj 
LUr> 
»" i i a 

« ?** 

H U 

pi a.aC 


O—«•«•>•••••••• *• 

O.WoOiO««fflOfl(9(M>O l 9iO 
Q-0 I 3'9 , 0 > 0'»0 > ^0'00>^0'0 
• nfMMNNNNIUMNNN^O 


U(t^N4NOndO"*4«M« 

w<ochNO^otNoi«io>mi4in 

WN«a«f»Olnr4^r» 

|a\i4KKM«NOO>OI>aacO(D 

31 ^ i ••••(•••(••< • 

JNNNNNNKINMNIMNNN 


-•oooooaoooooooo 
<00000000000000 
+ * + '*•*•*'*'*'*'#•*•* 
a.'S)coa>coa3aococo'Bcoaoco<Dcoco 

Hi4H«4«4t4M4Nlf4Hi4^Hi4 


UU </> -KVMMKINNN 

U» P09<9<O<9<OM<O 

• OJ oooooooo 

A.JOOOOOOOOOOOOOO 

xar«*«*»*>»****** 
<xooooooooocoooo 
M o 


«i<s>.oin<niniAiftiftinw>*O'O>6<0x 

OUl • • i • I • « • • « I • • • 

iz^nwnnnnnnnnnnn 

< X 
JO 


</> MOOOOOO? 

a. </» oo-J-i -mhO 

X LU *■! *-4 H J fJ 

<..400009000000000 

mx************** 

3X00000900009009 

o 


ooooooooooooooo 

luzmoifio^omoifioiAO-ftO 

-.03 j <l lHf 

Wlvi 


ooooooooooooooo 

iuzuiOmo«o*nc>i/ioiAOiAO 

l—dL’ o»*»**»»*****»* 

lR uo-"HNNii«^^ininiO 9 r* 


1 


Data for this test vers obtained from C,5-second Beckman data slices, 
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DATA REDUCTION PROCEDURES USED IN THE EXTERNAL FLOW INVESTIGATIONS 
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APPENDIX 2 


DATA SEDUCTION PROCEDURE USED IN THE EXTERNAL PLOW INVESTIGATION 

(u) The basic data measured during each test are listed in Table 17 . The 
relations utilized to convert these data to parameters representative 
of atill air and slipstreaa performance are discussed below* 

(u) Average pressures acting across the forward face of the engine, the 
base of the missile body, and the engine base were obtained from the 
measured pressure and area data (see Pigs. 116 and 212 ) by means of 
the following relation* 



(o) These average pressures were used in conjunction with chamber pressure 

(corrected for gas velocity in the chamber) and cell pressure to form 

the ratios: Pg/? c , P^/P^ , P c /P*g , and Pg /P . Measured thrust was 

v v 

corrected for initial readings before each test. A thrust correction 
wae also made for cases in which a pressure unbalance occurred between 
average engine and missile base pressure using the relation: 
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TABLE 17 

DATA MEASUREMENTS 


Parameter 

Location 

(Refer to 

Pig. 116 ) 

Amplitude 

Tnrust, Axial 

Facility 

410 

Primary Cha. Press. 

P9 

200 

Primary Cha. Press. 

P8 

200 

Primary Cha. Press. 

P10 

200 

Secondary Cha. Press. 

P'3 

200 

Primary Inj. Press. 

P2 

225 

Secondary Inj. Press. 

PI 

225 

Nozzle Base Pressure 

F4 

Variable 

Nozzle Base Pressure 

P5 

Variable 

Nozzle Base Pressure 

P6 

Variable 

Nozzle Base Pressure 

?7 

Variable 

Nozzle Tall Pressure 

Pi 6 

50 

Nozzle Wall Pressure 

P19 

.5 

Missile Base Pressure 

PI 3 

Variable 

Missile Base Pressure 

Pi 4 

Var i able 

Missile Base Pressure 

P15 

Variable 

Missile Base Pressure 

P26 

Variable 

Missile Skin Pressure 

P27 

Variable 

Engine Pace Pressure 

P22 

Variable 

Engine Pace Pressure 

PI 2 

Variable 

Engine Paco Pressure 

P23 

Variable 

Engine Pace Pressure 

P24 

Variable 






TABLE 17 
(Continued) 
DATA MEASUREMENTS 


Parameter 

Location 

(Refer to 

Fig. 116) 

Amplitude 

Engine Face Pressure 

Pi 1 

Variable 

Engine Face Pressure 

P25 

Variable 

Balance Pressure 

P17 

Variable 

Balance Pressure 

P18 

Variable 

Balance Pressure 

P?1 

Variable 

Balance Pressure 

P28 

Variable 

Primary Cha. Temp. 

T2 

1400 

Primary Cha. Temp. 

T3 

1400 

Secondary Cha. Temp. 

51 

1400 

Base Tenperature 

T4 

1400 

Primary Flowmeter 

Facility 

2.460 

Secondary Flowmeter 

Facility 

0.025 

Peroxide Tank Pressure 

Facility 

300 

Cell Prose, (static) 

Facility 

Variable 

Cell Temperature 

Facility 

Variable 

Cell Press. (Total) 

Facility 

Variable 

Slot Pressure 

P20 

Variable 


'! 

! 












(u) When referenced to the misaile base pressure this relation becomes: 


s- 


TfT 


id. 




id 


P c /P B_ 


(4 ) 


vu) The quantities ?,. and ? id are obtained from the following relation: 

* 8 


V N 

j ^ i 


id'P„/P 
c 


w c* 


ii 


L « 


U 


(5 ) 


id»P e / P 


where flcrwrats corresponds to the measured value for each teat and the 
ideal thruat coefficient C ? and characteristic velocity C* are obtained 
free computed ideal performMce of the decomposition products of hyir'^en 
peroxide at tha correct concentration ana Islet temperature. Thrust 

efficiency Gj is obtained from eqs ( 3 ) and ( 5 ) by correcting the ideal 
thrusts in. these relations for the measured decomposition temperature of 
the primary and secondary gas flows which is essentially a characteristic 
velocity efficiency correction. This results in the following relations 
for thrust efficiency: 


c T ) 


oo 



( 6 ) 


P /? 

C 00 
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and 


$ 



(7 ) 


V P B 


0?) Note that a lace T « T , this is essentially a topping cycle efficiency 

c s 

for the results in this program. Aerodynamic throat area vas computed from 
measured chamber pressure, primary flowrate, and chamber temperature in 
conjunction with ideal properties as follows: 



( 8 ) 


and used to fora the expansion area ratio, where: 


£= kjk 


( 9 ) 


(u) The change in nozzle efficiency with the addition of secondary flow was 
computed from the measured change in base pressure as follows: 


- 




1 + 




2 *. 


ids 




- C„ 


(10 ) 


V* 0 

8 





I 


V 

t 


(U) Kiaaioo peraaoters applicablo to the trajectories la Pigs. 100 101 

listed la Table 18. Pertinent porforaanoe and pressure data obtained 
using the above procedure ore listed for each test la Appendix 3 • 
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L Decomposition Temperature was 1840 °R and 1851 °Ji for Ve3ts 5 through 59 and Teat* 4? 
jgh 52, respectively. Ideal Characteristic Velocity was 30&B ft/seo and 50o1 ft/sec for 
j 3 through 39 and Teste A? through 52, respectively. 

















Note: For these teats Ideal Decomposition Temperature was 1890 °R f nnd 
Ideal Characteristic Velocity was 3110 ft/soe# 
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FOR TVC PROGRAM 
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APPENDIX 4 

DATA REDUCTION AND ANALYSIS PROCEDURE POR TVC PROGRAM 

(u) The basic parameters measured during each teat are listed in Table 19. 
The measurements sere used to compute nozzle performance with and without 
TVC, and side forces and total control moments generated during TVC 
operation. The methods by which these parameters were determined in this 
test program axe discusead in the folio lng paragraphs. 


BASIC ENGINE PERFORMANCE 


(u) Nozzle performance was computed as it was for the 12-pereont length nozzle. 
Beat loss and propellant impurity corrections were obtained from the 
theoretical data presented previously after computing the heat loss and 
propellant water content as follows* 


^HgO + (450) 

(w p ) (205.1) 


Percent H„0 =* (Percent ELO in oxidiz e rUHR-) 4 (Percent H r 0 in fuel) 

rrcHSpT* 


(u) The constants in the heat loss relation were adjusted from those obtained 
for the 12-percent length nozzle to accc’.vat for the revised hardware 
geometry and operating conditions, Soeciflc imoulse corrections, AI 

®H.L. 

sad AI , and the characteristic velocity corrections, *7-^ and 
\0 ^H.L. 
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TABLE 19 

TVC LI,'SHE K2A2UEED PAEAMBTERS 


■ PARAMETER 

SYI<B0L 

LOCATION 

NOMINAL 

VALUE 

INSTRUMENT 

RANGE 

Force, wounds 





Axial 

\ 

Facility 

5600 

0-10,000 

Fora Yaw 

Y' 

;tf 

? YA 

*pi 

P R 

Facility 

0-10 

0-1000 

Fore Pitch 

Facility 

0-10 

0-1000 

Aft Yaw 

Facility 

0-100 

0-1000 

Aft Fitch 

Facility 

0-10 

0-1000 

Roll 

Facility 

0-20 

0-1000 

Primary Chamber 




0-300 

Pressure, Psia 

PC-1 

P3 

200 


PC-2 

!M 

200 

C-300 


PC-3 

P5 

200 

0-300 

Primary Injection 
Pressure, Paia 





Oxidizer 

POJ 

PI 

330 

0-500 

Fuel 

FFJ 

P2 

360 

0-500 

Secondary Chamber 




0-100 

Pressure, Psia 

PCS—1 

P8 

100 


PCS—2 • 

P9 

100 

0-100 


PCG-3 

PIO 

100 

0-100 

Secondary Injection 
Pressure, Psia 





Oxidizer 

POJG 

P6 

145 

0-500 

Fuel 

FFJG 

P7 

150 

0-500 

Oxidizer 

POJC-1 

Facility 

200 

0-500 

Fuel 

PFJC-1 

Facility 

175 

0-500 

Base Pressure, Psia 

PB1 

P22 

1 

0-25 


• PB2 

P23 

1 

0-25 


P33 

P ?& 

1 

0-25 


m 

P29 

1 

0-25 
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TABUS 19 

TVC EPGIK2 KSASGaiD ?A£ 


! 

PARAMETER 

SYMBOL 

LOCATION 

[ Tore** rounds 



Atial 

V k 

Facility 

Tore Ta» 

r Y? 

Facility 

Fore Pitch 

^pp 

Facility 

j Aft Yaw 

•r 

Facility 

Aft Pitch 

Facility 

Roll 

Facility 

Primary Chamber 



Pressur", Psia 

PC-1 

P3 


PC-2 

PA 


PC-3 

PS 

Primary Injection 



Pressure, Psia 



Oxidizer 

pa: 

PI 

Fuel 

EFJ 

P2 

Secondary Chamber 



Pressure, Paia 

PCG—1 

P8 


PCG-2 

P9 


PCG-3 

P10 

Secondary Injection 



Pressure, Psia 



Oxidizer 

POJG 

P6 

Fuel 

PFJG 

P7 

. Oxidizer 

POJC-1 

Facility 

Fuel 

PFJG-1 

Facility 

Base Pressure, Pm* 

PB1 ' 

P22 


PB2 

P23 


PB3 

P2A 


PB4 

P 29 


KGKIKAL r INSTRUMENT ~| 
VAUJS j RANGE 





TABUS 19 


(Continued ) 


PARAMETER 

SYK30L 

LOCATION 

NOMINAL 

VALUE 

] INST2UKKNT 
! RANGE 

Nozzle Skirt Pressure, 





Peia 

PNS-1 

P25 

3 

0-25 


PNS-2 

P?6 

3 

0-25 


pi;s-3 

P27 

3 

0-25 


PN3-4 

P28 

3 

0-25 

Outer Nozzle Pressure, 

. 




Psia 

FN-1 

P15 

Ambient 

0-25 


FN-2 

PI 6 

Ambient 

0-25 


Ri-3 

P17 

Ambient 

0-25 


FN-4 

PIS 

Abmient 

0-25 


PN-5 

P19 

Ambient 

C —25 

Secondary Chamber 





Temperature, F 

Tca-i 

T3 

1600 

0-2000 

TCG-2 

T4 

1600 

0-2000 

Water Temperature, ¥ 





Inlet 

TV1 

Facility 

Ambient 

0-150 

Outlet 

TWO 

Facility 

160 

0-250 

Primary Flo*, lb/sec 





Oxidizer 

WOP 

Facility 

12.5 

0-23 

Fuel 

WFP 

Facility 

7.5 

0-8 

Secondary Flow, lb/nec 





Oxidizer 

wos 

Facility 

0.03 

System A? 

Fuel 

WPS 

Facility 

0.30 

System AP 

T7C Flow, lb/sec 

WTVC 

Facility 

0-6 

0-6 

Coolant Water Flow, 





lb/see 

WCW 

Facility 

60 

0-120 

Primary Tank Pressure 





Oxidizer 

ptop 

Facility 

•* 

- 

Fuel 

PTFP 

_ 

Facility 









TABLE 19 
(Continued) 


{ 

I 

parameter 

SYMBOL 

LOCATION 

NOMINAL 

VALUE 

INSTRUMENT 

RANGE 

i 

Secondary Tank Pleasure 
Oxidizer 

PTOS 

Facility 



! 

fuel 

FTPS 

facility 

- 

— 

< 

i 

, 

• 

i 

; 

TVC Tank Pressure 

TVC Purge Pressure 
(Line), Paia 

PPLT 

facility 

Variable 

0-500 

; 

* 

; 

4 

Primary Line Temp., ? 
Oxidizer 

TLOP 

facility 

Ambient 

0-60 

i 

fuel 

TLFP 

. facility 

Ambient 

0-60 

j 

| 

Secondary Line Temp, F 
Oxidizer 

TLOS 

Facility 

Ambient 

0-60 


fuel 

TLPS 

Facility 

Ambient 

0-60 


TVC Line Teap., f 


Pacility 

Ambient 

0-60 

: 

Water pressure (inner), 
Peia 

Inlet 

PW1I 

Inlet Tee 

730 

0-1500 


Outlet 

FrfOI 

Outlet Tee 

160 

0-1000 

£ 

Water Pressure (Outer) 
Peia Inlet 

PWIO 

Inlet Tee 

520 

0-1500 


Outlet 

PWOO 

Outlet Tee 

220 

0-1000 

j; 

* 

Cell Pressure♦ Psia 

P a 

Facility 

0.7 

0-15 


f 


* 

t ' 

i 

i 


1 
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1 


giver *0 function* of Q and percent H 2 O in a previous auction. 

Values cf these factor* applied to each teat are given in Table 20. 
Specific impulse efficiency was obtained free 


V 


r . + f . 

° Pt p ° pt 8 


where 


F - meeKured axial thrust corrected for impurities and heat lost 


= t . ♦ (AI fl ) W 
1 a.L. p 

'opt • (I . „- AI . ) “p 

P P *pt p TIgO p 


V" \ pt ^ (Or I. W. for topping cycle specific impulse efficiency) 


8 opt 8 
* P 


where I * theoretical shifting equilibrium specific impulse at 
s 


opt 

p A (n «* 213 and 214). 


(u) The thrust and efficiency data in 'fables 13 and 14 are measured values 
corrected to «0.7 psia. Characteristic velocity (C*) efficiency is 


defined aat 


71 « ---- 


7, 


C* . °B * ® 


C% b w 

a 
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TABLE 20 


HEAT LOSS FACTORS APPLIED TO MEASURED TVC DATA* 


Teat 


1** 

0.990 

B401 

0.991 

BA02 

0.991 

Ba03 

0.990 

BA04 

0.990 

BA05 

0.990 

BB06 

0.990 

BE07 

0.991 

BBOe 

0.991 

HB09 

0.991 

BB10 

0.991 

BB11 

0.991 

BC12 

0.991 

BC13 

0.991 

BC14 

0.991 

BC15 

0.991 

BC16 

0.991 

BC17 

0.991 

BC1« 

0.990 

BD19 

0.990 

BD20 

C.990 

BD21 

0.990 i 

1 


CONFIDENTIAL 


Al (Sec) 
®H.L. 



*Y^ * 1 . 000 ; Al = 0.0 Sec. 

' HgO V 

**Eocketdyne Sea-Level Checkout TeBt. Pactorn 
vere assumed. 
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wher* 


C*^ * Theoretical shiftily equilibrium characteristic velocity (Pig* 

215 and 216 ) 

P c = PC-3/0.996) 

A* - 1.0135 Cjj A 
* * mesa. 

where Cg is the theoretical throat discharge coefficient (« .9693). 

...40,85) i. 

(*j) As iodicated» the primary throat area was increased by a factor of 1.35 percent 
to account for the change in throat area during this teat up to the time at 
which all reference data were computed. This correction waa obtained in the 
same manner as for the 12-percent length engine but waa constant throughout 
the TVC testing. The nozzle thrust efficiency exclusive of combustion chamber 
effects and combustion efficiency was obtained from: 


r C* +? 


Topping cycle thrust efficiency was obtained from* 

c c lA ° _ 

T to P F.r^c* +1" * T{c* 

P opt p 8 P 

LITVC PEHPOEhAHCB 


(u) The unbalanced forces generated during liquid injection TVC were corrected 
for initial thrust misalignment (determined from average force.data obtained 
during the 0.5-soccnd period prior to signalling for TV® flow), and used 
to compute induced forces and control moments about a reference axis in 
the throat plane as follow* 

? » * 7 TP^TVC " F rPref ' .\ 

? u m p taW ~ p ya) - 


P T?V/C " P fPref 
r u)wo ~ ? u) 


P YA * P YP 


Ky * (P yA ) dy + (Fyp) d 2 
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(fl) Tile dlmea aioaleaa moment about an ax'bitrary axis ft distance h from the 
reference plane (nondiaeneionalized in terms of the reference thrust 
without TVC and the distance, b) vaa found front 


M . r »* *! fe 

V *v V. b 


where the dimensionless axial thrust and axial thrust displacement were 
combined to form a new quantity designated aa the dimensionless off-center 
force. This quantity may be interpreted as a fictitious force aligned in 
the axial direction (i.e., parallel to the engine centerline) which 
produces a moment about the reference axis that is equivalent to the 
momenta produce,, by the secondary injection system aa shown schematically 
in Pig. 217. Thus, 



ft) Tha off-center force is a fictitious quantity in that it contributes 

nothing to the axial thrust of the nozzle even though it has been defined 

above as a force vector acting in the axial direction. However, repre- 

aenting the TVC effectiveness in this fashion enables a more convenient 

comparison of injection methods since only two quantities, F and F , 

s oc 

are needed to establish a control moment for a given geomstry; also, 
nozzle performance and TVC effectiveness comparisons can be examined 
separately. 


i w 

t: 

r 

i'- 

/ 

\\ 

t 

-V 

w 

fc* 


{ 


i 

( 
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figar* 217 • T3nbalanc«d Pcarc*a irith Secondary Inaction TVC 



Engine performance during TVC was represented in teres of the change in 
engine specific impulse with a change in TVC flowrate. This quantity was 
computed front 


(U) 


AX . 


/ u (A Wr v > \ 

' 1 + W TVC/W p ) 


where: 




and re pr* rents the charge in engine thrust (vacuum) during TVC. 


( T j) A commonly used representation of the monant produced under various in¬ 
jection SITVC conditions is the equivalent gimbal angle which is defined 
as the angle to which the engine would have to be gimbaled about the 
reference plane to produc- a moment about the vehicle center of gravity 
:«hicfc is equivalent to the moment generated by fluid injection. This 
equivalence is illustrated in the sketch below. 



{ 


i 

i 


i 

I 

i 

i 

i 

i 

t 

i 





(if) For the giobaled anginal 


sin <P 


F h 

a 

V 


Oba. 

V 


or 


4 = 


Arcain 


[W 


(U) Thus, for the fluid injection system! 



•resin 






(U) “The quantities! ? T , , f g , ? ca , ? A , V^, sore computed from the data 

obtained during the last 0.5-second time interval during each teat, and 
were used to form the basis for present ng and comparing nozzle performance 
during TVC, and the TVC effectiveness of the various injection techniques. 
Comparisons ware made in teres of quantities designed to characterize 
various specific aspects of fluid injection operation. The effectiveness 
with which the SITVC eystem generates aide thrust if often represented in 
terms of a side thrust amplification factor defined as: . 
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(tj) A similar quantity can he useJ to represent the off-center thrust 


efficiency and in defined as: 



(u) For the aemspike, the total efficiency of the system oust reflect the 
■ influence of both forces so that the control moment efficiency 'becomes: 

* = V ■* [r] 

(u). Of interest in the design of engine systems utilizing LITVC is the 

location of the resultant induced force vector along the contour. If it ia 
assumed that flow interference effects are negligible and that injeetant 
momentum ia small compared to the induced pressure force so that discrete 
forces normal to the nozzle vail are produced downstream of each port* the 
effective location of the induced force vector can be ascertained from the 
test data and the nozzle geometry^Fig. 218) by considering the following: 

° p « = f B r * 2 £ cos 

k * 1 

?) f A » f g tan * 

3) f it constrained to lie on the curve x ** f(x) where x And 
f(x) are the coordinates of the nozzle contour. 
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(u) fhuai 


n=l idL- 

2 2 

M T “ f g| 1 +2 C cos kV 1 x - (Af^) 1 +?^oo*k 

L k * 1 J L k-1 

or 

K_ 

X - J, — + f(x) tane<, 

(u) Since f(x) tan c* ia known, the quantity x can be obtained through an 
iterative eolation of the above equation using the measured valuee of F 
and Hj,. Unless flow interference effects are eevere. the aboTe relation 
reoaine qualitatively correct even if these phenomena do occur. 
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